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GENERAL NOTES:

1. ANY DISCREPANCIES DISCOVERED WITHIN PLAN SHALL REQUIRE

CONTRACTOR TO IMMEDIATELY NOTIFY LANDSCAPE ARCHITECT OR

OWNER'S REPRESENTATIVE FOR CLARIFICATION.

2. THE GENERAL CONTRACTOR SHALL CONTACT THE PROPER LOCAL

AUTHORITIES OR RESPECTIVE UTILITY COMPANY TO CONFIRM THE

LOCATION OF ALL EXISTING UTILITIES BEFORE COMMENCING WORK.  THE

GENERAL CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY DAMAGE

DUE TO A FAILURE TO CONTACT THE PROPER AUTHORITIES.

3. ALL REFUSE, DEBRIS AND MISCELLANEOUS ITEMS TO BE REMOVED, THAT

ARE NOT BEING STOCKPILED FOR LATER USE ON THE PROJECT OR

DELIVERED TO THE OWNER, SHALL BE LEGALLY DISPOSED OF OFF- SITE

BY THE GENERAL CONTRACTOR.

4. THE GENERAL CONTRACTOR SHALL NOT ENCROACH ON PRIVATE

PROPERTY.  WHEN INSTALLING NEW SIDEWALKS ADJACENT TO THE

EXISTING RIGHT OF WAY, CONTRACTOR SHALL USE HAND TOOLS AND/OR

SAW-CUT THE EXISTING SIDEWALK 6" FROM THE RIGHT-OF-WAY WHERE

NECESSARY TO AVOID IMPACTS.

5. ALL POINTS OF CONSTRUCTION INGRESS AND EGRESS SHALL BE

PROTECTED AS DIRECTED BY THE JURISDICTIONAL AUTHORITY TO

PREVENT TRACKING OF MUD ONTO PUBLIC WAYS.  ANY MUD ON PUBLIC

WAYS ORIGINATING FROM THE JOB SITE SHALL BE CLEANED

IMMEDIATELY BY THE CONTRACTOR.

6. CONTRACTOR MUST MAINTAIN OPERATION OF TRAFFIC SIGNAL SYSTEMS

& TRAFFIC MOVEMENT SYSTEMS DURING CONSTRUCTION.  COORDINATE

CONSTRUCTION STAGING WITH THE CITY.

7. THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING DIMENSIONS SHOWN

PRIOR TO CONSTRUCTION, AND SHALL NOTIFY LANDSCAPE ARCHITECT

OF ANY DISCREPANCIES.

8. PROPOSED ELEVATIONS ALONG CURBLINE ARE ALONG BOTTOM OF

CURB, UNLESS OTHERWISE NOTED.

9. ALL CONSTRUCTION MUST CONFORM TO LOCAL STANDARDS,

SPECIFICATIONS, AND DETAILS WHETHER OR NOT REVIEW COMMENTS

WERE MADE. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ACQUIRE

THESE DOCUMENTS, BE FAMILIAR WITH THEM, AND HAVE THEM ON THE

JOB SITE AT ALL TIMES.

10.CONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL DIMENSIONS SHOWN

ON THE PLANS FOR ALL STRUCTURES AS WELL AS ALL UTILITY

LOCATIONS WITH CURRENT ARCHITECTURAL, STRUCTURAL, AND

PLUMBING PLANS AND ENSURE THERE ARE NO CONFLICTS.

11.CONTRACTOR IS TO NOTIFY CITY INSPECTOR 24 HOURS PRIOR TO

BEGINNING OF CONSTRUCTION.

12.SIGNAGE AND STRIPING TO BE PROVIDED BY THE CONTRACTOR

ACCORDING TO THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES,

CURRENT EDITION WITH ALL REVISIONS INCLUDED.

13. ALL CONSTRUCTION VEHICLES SHALL PARK IN AREAS DESIGNATED BY

THE OWNER.

14.NECESSARY BARRICADES, SUFFICIENT LIGHTS, SIGNS AND OTHER

TRAFFIC CONTROL DEVICES AS MAY BE NECESSARY FOR THE

PROTECTION AND SAFETY OF THE PUBLIC SHALL BE PROVIDED IN

ACCORDANCE WITH THE CURRENT EDITION MANUAL ON UNIFORM

TRAFFIC CONTROL DEVICES, AND MAINTAINED WHEN WORKING IN CLOSE

PROXIMITY TO PUBLIC ROADS.

15.THE CONTRACTOR SHALL EXERCISE EXTREME CAUTION WHEN ENTERING

MANHOLES, PIPES, OR OTHER STRUCTURES SHOWN ON THE PLANS. AT A

MINIMUM, THESE PIPES AND STRUCTURES SHALL BE PROPERLY

VENTILATED AND ENTRY SHALL CONFORM TO OSHA REQUIREMENTS.

16.CONTRACTOR SHALL REVIEW ALL PLANS FOR COMPLIANCE WITH ALL

LOCAL AND INTERNATIONAL BUILDING CODE (IBC) CONSTRUCTION

STANDARDS RECOGNIZED BY PROJECT JURISDICTION PRIOR TO BIDDING

AND CONSTRUCTION. CONTRACTOR SHALL NOTIFY LANDSCAPE

ARCHITECT OF ANY ITEMS THAT ARE NOT COMPLIANT PRIOR TO BIDDING

AND CONTRACT AWARD. THE CONTRACTOR SHALL BEAR THE COST OF

ALL MODIFICATIONS AND ADDITIONS REQUIRED TO COMPLY CODES

AFTER THE CONTRACT IS AWARDED. 

AMERICANS WITH DISABILITIES (ADA) NOTES:

1. ALL HANDICAP ACCESSIBLE ROUTES SHALL NOT EXCEED MAXIMUM

SLOPE OF 5% AND A MAXIMUM CROSS-SLOPE OF 2%.

2. ALL ADA STALLS AND ACCESS AISLES ARE NOT TO EXCEED 2% IN ANY

DIRECTION.

3. THE CONTRACTOR SHALL VERIFY ELEVATIONS SHOWN IN PLANS AND

FIELD STAKE LAYOUT WITHIN ALL ADA AREAS PRIOR TO INSTALLATION OF

APPLICABLE PAVING. SHOULD ANY AREAS WITHIN AN ACCESSIBLE AREA

EXCEED MAXIMUM GRADE, THE CONTRACTOR SHALL CONTACT

LANDSCAPE ARCHITECT OR OWNER'S REPRESENTATIVE FOR FURTHER

DIRECTION.

LANDSCAPE NOTES:

1. CONTRACTOR TO BE RESPONSIBLE FOR LOCATION OF UNDERGROUND

UTILITIES PRIOR TO DIGGING OR INSTALLATION OF ANY PLANT MATERIAL.

CALL LOCAL JURISDICTION UTILITY LOCATOR PRIOR TO COMMENCING

WORK.

2. A 3" DEPTH OF "PLANTING MIX," AN EQUAL-MIX OF MINERAL TOPSOIL,

AGED FINES, AND COMPOSTED COW MANURE SHALL BE ROTO-TILLED TO

A DEPTH OF 6-8” IN LANDSCAPE PLANTING BEDS. SOIL MIXES APPROVED

AS EQUALS MAY BE UTILIZED AT THE DISCRETION OF LANDSCAPE

ARCHITECT OR OWNER'S REPRESENTATIVE.

3. ALL PLANTING BEDS ARE TO BE MULCHED TO A MINIMUM DEPTH OF 3".

FREE-STANDING TREES ARE TO BE MULCHED WITH A MIN. 5' DIAMETER

MULCH BED, UNLESS IMPEDED BY SITE HARDSCAPES.

4. IF STAKING OR EARTHEN TREE RINGS ARE TO BE UTILIZED, THE

CONTRACTOR IS RESPONSIBLE TO REMOVE WITHIN 1-YEAR OF

INSTALLATION.

5. ALL PLANT MATERIALS ARE TO CONFORM TO THE LATEST EDITION OF

THE AMERICAN ASSOCIATION OF NURSERYMAN STANDARDS FOR

NURSERY STOCK.

6. SUBSTITUTIONS OF PLANT SPECIES IS DISCOURAGED, UNLESS

APPROVAL FROM LANDSCAPE ARCHITECT IS ACQUIRED.

7. WHERE ON-SITE CONDITIONS DO NOT ALLOW THE PLAN TO BE INSTALLED

AS DRAWN, THUS REQUIRING SIGNIFICANT ALTERATIONS TO THE PLANS,

CONTRACTOR IS TO CONTACT LANDSCAPE ARCHITECT UNLESS

OTHERWISE DIRECTED BY OWNER'S REPRESENTATIVE.

8. CONTRACTOR IS RESPONSIBLE FOR WATERING PLANT MATERIAL UNTIL

FINAL ACCEPTANCE BY OWNER.

9. LANDSCAPE CONTRACTOR IS TO GUARANTEE ALL PLANT MATERIAL FOR

1-YEAR FROM FINAL ACCEPTANCE OF OWNER. DEAD PLANTS AND

PLANTS NOT MEETING MINIMUM STANDARDS AS SET FORTH IN NOTE #5

SHALL BE REPLACED BY CONTRACTOR AT THE EARLIEST TIME

SEASONABLE AND PRACTICAL TO PLANT.

10.BURLAP IS TO BE PULLED BACK TO EXPOSE TOP OF ROOTBALL AND THE

TOPS OF WIRE BASKETS ARE TO BE CUT OR BENT BACK INTO PLANTING

HOLE.

11.TOPS OF ROOTBALLS FOR TREES ARE TO BE PLANTED ABOUT AN INCH

ABOVE SURROUNDING GRADE.

12.PLANTING HOLES FOR TREES AND SHRUBS NOT IN PLANTING BEDS

SHOULD BE APPROXIMATELY TWICE THE DIAMETER OF THE ROOTBALL.

13.BACKFILL MIX SHALL BE A 50-50 MIX OF SUITABLE EXISTING SOIL, AND

PLANTING MIX SPECIFIED IN NOTE #2. EXISTING SOIL IS TO BE FREE FROM

DELETERIOUS MATERIALS AND STONES GREATER THAN 

1

2

" DIAMETER.

14.IRRIGATION IS TO BE COMPLETED AT THE DIRECTION OF OWNER.

15. ALL DISTURBED AREAS IN THE PROJECT TO BE SODDED TO MATCH THE

NEAREST ADJACENT TURF AREA UNLESS OTHERWISE SPECIFIED.

LAYOUT PLAN NOTES:

1. UNLESS OTHERWISE NOTED, ALL DIMENSIONS ARE AT FACE OF WALL,

FACE OF BUILDING, FACE OF CURB, EDGE OF PAVEMENT, OR CENTERLINE

OF PAVEMENT.

2. ALL EDGES OF PAVEMENT ARE TO BE STRAIGHT AND RADII CONSISTENT.

3. ALL CONSTRUCTION LAYOUT STAKING IS TO BE PERFORMED BY A LAND

SURVEYOR OR APPROVED PROFESSIONAL. TO ENSURE ACCURACY,

DIGITAL DRAWINGS MAY BE PROVIDED BY THE LANDSCAPE ARCHITECT.

4. DO NOT SCALE FROM DRAWINGS.

5. IF DIMENSIONS VARY BY 1/2" OR MORE, CONTACT THE LANDSCAPE

ARCHITECT OR OWNER'S REPRESENTATIVE FOR REVIEW AND

CONFIRMATION PRIOR TO PROCEEDING WITH CONSTRUCTION.

6. ALL ANGLES ARE 90° UNLESS OTHERWISE NOTED.

7. ALL +/- DIMENSIONS SHOULD NOT VARY MORE THAN 1".  IF VARIATIONS

ARE GREATER THAN 1" CONTACT THE LANDSCAPE ARCHITECT OR

OWNER'S REPRESENTATIVE PRIOR TO PROCEEDING WITH

CONSTRUCTION.

8. THE CONTRACTOR IS RESPONSIBLE FOR ACCURATE HORIZONTAL AND

VERTICAL STAKING.  A REGISTERED SURVEYOR IS REQUIRED TO

PERFORM ALL DEMOLITION AND CONSTRUCTION STAKING INCLUDING

STREET LIGHT PLACEMENT PRIOR TO INSPECTION BY THE OWNER'S

REPRESENTATIVE FOR APPROVAL.

9. PROVIDE EXPANSION JOINTS AT ALL VERTICAL SURFACES INCLUDING

BUT NOT LIMITED TO BUILDING WALL, SITE WALL, STEPS RISERS AND

CURBS.

10.PROVIDE EXPANSION JOINTS AT THE BACK OF ALL CURBS ADJACENT TO

CONCRETE SIDEWALKS.

11.THE CONTRACTOR MUST COORDINATE THE PLACEMENT OF ELECTRICAL

AND DRAINAGE SLEEVING OR THE ACTUAL ROUTING OF THESE SERVICES

FOR THE SITE WITH APPROPRIATE CONTRACTOR PRIOR TO POURING

ANY PAVEMENT.

12.THE CONTRACTOR SHALL HAVE ALL SUB-SURFACE UTILITY AND

SLEEVING WORK INSPECTED AND APPROVED BY LANDSCAPE

ARCHITECT PRIOR TO BEGINNING OF HARDSCAPE STAKING AND

CONSTRUCTION.

13.SEE SITE CONSTRUCTION DETAILS FOR DIMENSIONS OF SITE ELEMENTS.

14. ALL EXPANSION AND CONTROL JOINTS SHALL ALIGN WHEREVER

PROPOSED WORK MEETS EXISTING.

15.THE CONTRACTOR SHALL SUBMIT A PHASING PLAN TO THE LANDSCAPE

ARCHITECT AND OWNER INDICATING HOW THE CURRENT BUSINESSES

WILL STAY OPEN DURING CONSTRUCTION.

16. AT ALL LOCATIONS WHERE EXISTING CURB OR PAVEMENT ABUT NEW

CONSTRUCTION, THE EDGE OF THE EXISTING CURB OR PAVEMENT SHALL

BE SAW-CUT TO A CLEAN, SMOOTH EDGE.  THE COST FOR THIS WORK

SHALL BE INCLUDED IN THE PRICE BID FOR GRADING COMPLETE.

GRADING PLAN NOTES:

1. ABBREVIATIONS:

TC:  TOP OF CURB TW:  TOP OF WALL

BC:  BOTTOM OF CURB BW:  BOTTOM OF WALLS

TR:  TOP OF RAMP BR:   BOTTOM OF RAMP

INV:  DRAIN INVERT

2. THE CONTRACTOR SHALL ESTABLISH AND PROTECT A TEMPORARY

BENCHMARK (T.B.M.) TO BE USED DURING CONSTRUCTION.  THE

CONTRACTOR SHALL SUBMIT THE (T.B.M) LOCATION AND ELEVATION TO

THE PROJECT MANAGER PRIOR TO CONSTRUCTION.

3. ALL FORM WORK ELEVATIONS SHALL BE SET AND CHECKED RELATIVE TO

THE (T.B.M) PRIOR TO CONSTRUCTING HARDSCAPE ELEMENTS

INCLUDING BUT NOT LIMITED TO CURBS, SIDEWALKS, STEPS, AND WALLS.

IT IS THE CONTRACTOR'S RESPONSIBILITY TO EMPLOY A REGISTERED

SURVEYOR TO EXECUTE HORIZONTAL LAYOUT AND VERTICAL CONTROL

TO ASSURE PROPER DRAINAGE AND PLACEMENT FOR THE HARDSCAPE

ELEMENTS.

4. ALL FORM WORK SHALL BE REVIEWED BY LANDSCAPE ARCHITECT OR

OWNER'S REPRESENTATIVE PRIOR TO INSTALLING RAMPS, PLANTERS,

OR PAVEMENTS.

5. GRADES (ELEVATIONS) SHOULD NOT VARY MORE THAN 1/2" AND MUST

STILL ALLOW FOR SAME POSITIVE DRAINAGE RELATIONSHIP TOWARD

THE CURB AS ORIGINALLY ESTABLISHED BY THE HARDSCAPE GRADING

PLAN.

6. ALL PLANTERS SHALL BE EXCAVATED TO A DEPTH OF 1'-6" BELOW TOP

OF SIDEWALK WALL AND THE SOIL REMOVED FROM THE PROJECT SITE.

ALL FILL MATERIAL IN THE LANDSCAPE AREAS SHALL BE FREE FROM

ROCKS LARGER THAN 1" AND SOLID ORGANIC MATERIAL AS NOTED ON

PLANTING PLANS AND IN THE SPECIFICATIONS.   ALL PLANTERS SHALL BE

MOUNDED 6" TO THE CENTER, UNLESS OTHERWISE NOTED ON

DRAWINGS.

7. THE CONTRACTOR SHALL CLEAN ALL CURBS, PAVEMENTS AND MASONRY

SURFACES PRIOR TO THE FINAL INSPECTION.

8. THE CONTRACTOR SHALL COMPLETE ALL SITE CLEANUP PRIOR TO FINAL

INSPECTION.

9. GRADES BETWEEN SPOT ELEVATIONS ARE INTENDED TO BE CONSTANT

SLOPES.

10.NO FINISHED SLOPES SHALL BE LESS THAN 1 PERCENT AND SHALL HAVE

A POSITIVE FLOW INTO THE GUTTER AS SHOWN ON THE GRADING PLAN.

11.THE CONTRACTOR SHALL PROVIDE POSITIVE DRAINAGE AT ALL STORM

INLETS UNTIL THE FINAL PAVED SURFACES ARE INSTALLED.

COORDINATE AND REVIEW PROCEDURES WITH THE LOCAL

JURISDICTION'S PUBLIC WORKS DEPARTMENT INSPECTOR ON THIS

PROJECT.

12.THE CONTRACTOR IS ADVISED OF THE REQUIREMENT TO RAISE OR

LOWER EXISTING ASPHALT ELEVATIONS IN SOME AREAS TO

ACCOMMODATE THE NEW SURFACE DRAINAGE.  AS SUCH, THE

CONTRACTOR'S BID WILL BE CONSIDERED AS INCLUSIVE OF THIS WORK.

THE CONTRACTOR IS ADVISED TO REVIEW THE GRADING PLAN AND VISIT

THE SITE TO DETERMINE THE EXTENT OF THIS WORK ELEMENT AS PART

OF THE PREPARATION BID.

13.THE CONTRACTOR SHALL CONFIRM INVERT ELEVATIONS OF ALL INLETS

PRIOR TO BEGINNING DEMOLITION WORK.  ANY DISCREPANCY, BETWEEN

EXISTING CONDITIONS, AND THE SURVEY, SHALL BE REPORTED TO THE

OWNER AND/OR OWNERS REPRESENTATIVE.

14.THE CONTRACTOR SHALL REVIEW PROPOSED DRAINAGE LINE

PLACEMENT, SLOPE AND LENGTH WITH THE LOCAL JURISDICTION'S

ENGINEER FOR ALL SITUATIONS.

15.SIDEWALKS- GENERAL DESIGN CROSS SLOPE IS 2% MAXIMUM, AS

MEASURED PERPENDICULAR (TRANSVERSE) TO THE PRIMARY DIRECTION

OF PEDESTRIAN TRAVEL.  THE DESIGN SLOPE VARIES IN THE PRIMARY

(LONGITUDINAL) DIRECTION OF PEDESTRIAN TRAVEL FROM A MINIMUM

OF 1% TO A MAXIMUM OF 4.9%.

16.RAMPS- MAXIMUM SLOPE IS 8.33%.

17.FLOW LINE AGAINST CURB- MINIMUM SLOPE IS 0.5%

18.PIPES- MINIMUM SLOPE IS 0.75%; MAXIMUM SLOPE IS 1.5%

19.CURBS- CURB HEIGHT MAY VARY FROM 4" - 6"

20.CONTRACTOR TO REBUILD AS NECESSARY,  EXISTING DRAIN INLETS

SHALL BE RECONSTRUCTED TO STANDARD GDOT NUMBER 1011-A

MANHOLES.

21.THE GENERAL CONTRACTOR SHALL MAINTAIN OR ADJUST TO NEW FINISH

GRADE AS NECESSARY TO ACCOMMODATE ALL UTILITY AND SITE

STRUCTURES SUCH AS LIGHT POLES, SIGN POLES, MAN HOLES, CATCH

BASINS, HAND HOLES, WATER AND GAS GATES, HYDRANTS, ETC. UNLESS

OTHERWISE NOTED ON THE PLANS OR AS DIRECTED BY THE OWNER'S

REPRESENTATIVE.  IN THE EVENT A UTILITY OWNER IS TO RELOCATE ITS

OWN FACILITIES, THE CONTRACTOR SHALL COORDINATE PROJECT WORK

WITH THESE COMPANIES AND SHALL NOTIFY THEM OF WORK AFFECTING

THEIR FACILITIES IN ADVANCE.

22.THE CONTRACTOR SHALL REMOVE ALL SILT AND DEBRIS FROM EXISTING

DRAINAGE STRUCTURES, PIPES AND CULVERTS THAT ARE RETAINED

BEFORE ANY WORK BEGINS AND AT THE COMPLETION OF THE PROJECT.

THE COST OF THIS WORK SHALL BE INCLUDED IN THE PRICE FOR

GRADING COMPLETE.

23.WHERE NEW PAVING MEETS EXISTING PAVING, MEET LINE AND GRADE

OF EXISTING WITH NEW CONSTRUCTION.

24.FINISH GRADES: THE CONTRACTOR SHALL BE RESPONSIBLE FOR

ENSURING THAT ALL NEW SIDEWALK AREAS ARE GRADED TO DRAIN,

EITHER TO EXISTING OR NEW STRUCTURES.  CONTRACTOR SHALL BE

RESPONSIBLE FOR ENSURING COMPLIANCE WITH ALL FEDERAL, STATE

AND LOCAL ACCESSIBILITY CODES.

MOCK UP LIST:

1. GRANITE WALLS

2. CONCRETE (PLAIN FINISH)

3. CONCRETE (INTEGRAL FINISH)

4. CONCRETE (GLOW ROCK AGGREGATE FINISH)

5. CONCRETE STEPPING BLOCKS

6. MEXICAN RIVERSTONE PAVING

7. CONCRETE SIDEWALK WITH FLUSH DECORATIVE PAVING

8. CONCRETE PAVERS

9. HANDPRINT BAND

10.BIOSWALE
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IMPORTANT!

CONTRACTOR TO COORDINATE ALL SITE WALLS AND

PAVING WITH IRRIGATION LAYOUT PRIOR TO

COMMENCEMENT OF WORK. ALL PIPES ARE TO BE

SLEEVED AND CONCEALED FROM VIEW.

IMPORTANT!

CONTRACTOR TO BE FAMILIAR WITH ALL SITE PLANS

PRIOR TO INSTALLATION OF ANY ELEMENT WITHIN THIS

SHEET SET. ANY DISCREPANCY IS TO BE BROUGHT TO

THE ATTENTION OF LANDSCAPE ARCHITECT.
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5

 CONCRETE PAVERS

49

 PERFORMANCE STAGE

14

SUNKEN SITTING AREA

50

PAVILION

30

CAFE TABLE (4) + CHAIRS (12)

(31" TABLE), TYP.

25

BAR LEDGE

(SECTION "C")

28

BAR STOOL, TYP. (3)

15

WOOD DECK

1

CONCRETE SIDEWALK

(PLAIN), TYP.

4

GRANITE FINES

27

BAR LEAN RAIL, TYP. (2)

25

BAR LEDGE

(SECTION "B")

28

BAR STOOL, TYP. (3)

1

CONCRETE SIDEWALK

(PLAIN), TYP.

16

 WOOD

 BOARDWALK

40

 RAIN HARVESTING

 CISTERN

19

 BIOSWALE

37

 PEBBLE STONE SEAT (6),

 TYP.

30

 CAFE TABLE (2) + CHAIRS (6)

 (36" TABLE), TYP.

10

 GRANITE WALL

8

 CONCRETE STAIRS

 (PLAIN), TYP.

30

 CAFE TABLE (3) + CHAIRS (9)

 (36" TABLE), TYP.

10

 GRANITE WALL

25

BAR LEDGE

(SECTION "A")

27

BAR LEAN RAIL, TYP. (2)

28

BAR STOOL, TYP. (5)

30

CAFE TABLE (4) + CHAIRS (11)

(36" TABLE), TYP.

1

CONCRETE SIDEWALK

(PLAIN), TYP.

8

 CONCRETE STAIRS,

 TYP.

 ENTRANCE

 COLUMNS

12

 ENTRANCE

 COLUMNS

29

 BIKE RACK, TYP. (3)

13

CHANDELIER

10

 GRANITE WALL

 WITH GUARDRAIL

7

 DECORATIVE HANDPRINT

 PAVING (INTEGRAL)

31

 ENTRANCE PATIO

 BENCH, TYP. (4)
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10

 GRANITE WALL

32

 SIDE TABLE, TYP. (2)

(ENTRANCE PATIO)

10

 GRANITE WALL

43

 WASTE/RECYCLING

 RECEPTACLE, TYP.

38

 PET WASTE

 STATION

43

 WASTE/RECYCLING

 RECEPTACLE, TYP.

43

WASTE/RECYCLING

RECEPTACLE

26

TREE GRATE (7),

TYP. (5'x5')

30

CAFE TABLE (3) + CHAIRS (8)

(31" TABLE), TYP.

1

CONCRETE (INTEGRAL

COLOR), TYP.

NOTE:

CONTRACTOR TO VERIFY QUANTITIES BASED ON PLANS.

34

ADIRONDACK CHAIR, TYP. (5)

IMPORTANT!

CONTRACTOR TO COORDINATE ALL SITE WALLS AND

PAVING WITH IRRIGATION LAYOUT PRIOR TO

COMMENCEMENT OF WORK. ALL PIPES ARE TO BE

SLEEVED AND CONCEALED FROM VIEW.

IMPORTANT!

CONTRACTOR TO BE FAMILIAR WITH ALL SITE PLANS

PRIOR TO INSTALLATION OF ANY ELEMENT WITHIN THIS

SHEET SET. ANY DISCREPANCY IS TO BE BROUGHT TO

THE ATTENTION OF LANDSCAPE ARCHITECT.

44

NON-VISIBLE C.I.P.

CONCRETE WALL

44

 NON-VISIBLE C.I.P.

 CONCRETE WALL

2

 MEXICAN

 RIVERSTONE PAVING

48

 SPLASH PAD PUMP

 VAULT

30

 CAFE TABLE (4) + CHAIRS (10)

 (31" TABLE), TYP.

17

 INTERACTIVE

 SPLASH PAD

26

 TREE GRATE (3),

 TYP (3'x3')

15

SIDE TABLE, TYP. (3)

(PAVILION AREAS)

15

TREE GRATE (7),

TYP. (3'x3')

18

OUTDOOR DIGITAL SCREEN

54

CONCRETE SIDEWALK

(GLOW ROCK AGGREGATE)

47

 SPLASH PAD WATER

 TREATMENT VAULT

46

 SPLASH PAD WATER

 STORAGE TANK

1

 CONCRETE SIDEWALK

 (PLAIN), TYP.

29

 BIKE RACK, TYP. (3)

8

 CONCRETE STAIRS,

 TYP.

1

CONCRETE SIDEWALK

(PLAIN), TYP.

53

 IRRIGATION CISTERN

 PUMPING UNIT & PAD

52

 RPA BACKFLOW

 DEVICE & PAD

55

STRING LIGHTS
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1

CONCRETE SIDEWALK

(PLAIN), TYP.

21

COMMUNITY GARDEN

FENCE

22

SHED

20

COMMUNITY GARDEN

PLANTER BOX, TYP.

1

CONCRETE SIDEWALK

(PLAIN), TYP.

24

INTERACTIVE PLAY

STRUCTURE - SPHERE

1

CONCRETE SIDEWALK

(PLAIN), TYP.

51

RESTROOM BUILDING

11

 CUSTOM FIRE TABLE

33

 LINEAR BENCH (1)

6

 CONCRETE STEPPING

 BLOCKS (PLAIN)

41

 ROCK SCULPTURE

 BENCH

42

WATER FOUNTAIN

4

GRANITE FINES, TYP.

35

PAVILION BENCH (1)

3

CONCRETE SIDEWALK W/

FLUSH DECORATIVE CURB,TYP.

9

 SYNTHETIC TURF (AT

CONC. STEPPING BLOCKS)

39

 PING PONG TABLE,

 TYP. (2)

50

 PAVILION

34

 ADIRONDACK CHAIR,

 TYP. (4) (FIREPIT)

23

INTERACTIVE PLAY

STRUCTURE - BERM SLIDE

9

SYNTHETIC TURF

(BERM)

9

SYNTHETIC TURF

(BERM)

9

SYNTHETIC TURF

(AT DECORATIVE BAND), TYP.

N/A

VETERANS MONUMENT AREA

(NOT IN CONTRACT)

1

CONCRETE SIDEWALK

(PLAIN), TYP.

54

CONCRETE SIDEWALK

(GLOW ROCK AGGREGATE)
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LINEAR BENCH (1)
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CONCRETE SIDEWALK W/

FLUSH DECORATIVE BAND, TYP.

36

 PAVILION ROCKING

 CHAIR, TYP. (4)

32

 SIDE TABLE, TYP. (3)

 (PAVILION AREA)

32

 SIDE TABLE, TYP. (2)

 (FIREPIT)

9

SYNTHETIC TURF

(FALL ZONE)

43

WASTE/RECYCLING

RECEPTACLE, TYP.

43

 WASTE/RECYCLING

 RECEPTACLE, TYP.

38

PET WASTE STATION,

TYP.

38

 PET WASTE

 STATION

1

CONCRETE SIDEWALK

(INTEGRAL COLOR), TYP.

NOTE:

CONTRACTOR TO VERIFY QUANTITIES BASED ON PLANS.

IMPORTANT!

CONTRACTOR TO COORDINATE ALL SITE WALLS AND

PAVING WITH IRRIGATION LAYOUT PRIOR TO

COMMENCEMENT OF WORK. ALL PIPES ARE TO BE

SLEEVED AND CONCEALED FROM VIEW.

IMPORTANT!

CONTRACTOR TO BE FAMILIAR WITH ALL SITE PLANS

PRIOR TO INSTALLATION OF ANY ELEMENT WITHIN THIS

SHEET SET. ANY DISCREPANCY IS TO BE BROUGHT TO

THE ATTENTION OF LANDSCAPE ARCHITECT.
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SHED

43

WASTE/RECYCLING

RECEPTACLE, TYP.

9

SYNTHETIC TURF

(AT LANDSCAPE BED)

9

SYNTHETIC TURF

(AT LANDSCAPE BED)

9

SYNTHETIC TURF

(NO FALL ZONE)

9

SYNTHETIC TURF

(NO FALL ZONE)

45

SPIGOT

N.I.C.

N/A

PLANTING AREA, TYP.

(SEE PLANTING PLAN)

N/A

PLANTING AREA, TYP.

(SEE PLANTING PLAN)

9

SYNTHETIC TURF

(AT LANDSCAPE BED)

9

SYNTHETIC TURF

(FALL ZONE), TYP.

9

SYNTHETIC TURF

(NO FALL ZONE)
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1" = 20'-0"

0 2010 5030

Peachtree Corners

Town Green

Peachtree Corners, GA

City of Peachtree Corners

310 Technology Parkway

Peachtree Corners, GA 30092

MARCH 28, 2018

16102

Adam Williamson

Beverly Bell

Peyton Petersonchecked by:

scale:

project number:

contact:

drawn by:

1389 Peachtree Street NE, Suite 200

Atlanta, Georgia 30309

phone: 404.873.6730

www.tsw-design.com

Copyright. All rights reserved. Reproduction in whole or in

part is prohibited. This drawing as an instrument of

service is the property of the architect and may not be

used in any way without the written permission of this

office

P
E

A
C

H
T

R
E

E
 
C

O
R

N
E

R
S

T
O

W
N

 
G

R
E

E
N

5
1
4
0
 
T

O
W

N
 
C

E
N

T
E

R
 
B

L
V

D
.

P
E

A
C

H
T

R
E

E
 
C

O
R

N
E

R
S

,
 
G

E
O

R
G

I
A

 
3
0
0
9
2

 
1
0
0
%

 
C

O
N

S
T

R
U

C
T

I
O

N
 
D

O
C

U
M

E
N

T
S

G E O R G I A

 

03/28/2018

1

6" MULTIFLOW DRAIN

SCALE: 1"=1'-0"

2

BRICK SLOT DRAIN

NOT TO SCALE

NOTES:

1. INSTALL PER MANUFACTURER'S

RECOMMENDATIONS.

3

6" POP-IP EMITTER OUTFLOW DRAIN

NOT TO SCALE
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10'

0'
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20'
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0' 10' 20' 30' 40' 50'

60' 70' 80' 90' 100' 110' 120' 130' 140' 150' 160' 170' 180' 190' 200' 210'

210'

UNILOCK'S CYSTALLINE

BASALT PAVER OR EQUAL

APPROVED BY LANDSCAPE

ARCHITECT.

UNILOCK'S PEPPERED

GRANITE PAVER OR EQUAL

APPROVED BY LANDSCAPE

ARCHITECT.

INTERACTIVE SPLASHPAD

FOUNTAIN (SEE INTERACTIVE

SPLASHPAD FOUNTAIN DETAIL)

BAR LEDGE - SECTION "A"

(SEE BAR LEDGE DETAIL)

WOOD DECK

MIX  PAVER COLORS WITHIN

LAYING PATTERN TO ACHIEVE

PIXELATION

MEXICAN RIVERSTONE

PAVING. SEE DETAIL 4/L-7.00

FLUSH CONCRETE CURB

FLUSH CONCRETE CURB

UPPER PATIO & LANDSCAPE AREA

LANDSCAPE AREA

LANDSCAPE AREA

WOOD

BOARDWALK

PAVER LAYOUT PLAN VIEW

SCALE: 1/8" = 1'-0"

PERFORMANCE STAGE

(SEE ARCHITECTURE)

FLUSH CONCRETE CURB

CONCRETE BIKE PAD

GRANITE WALL

ALL PAVERS WITHIN DASHED

AREA TO HAVE A CONCRETE

BASE APPROVED BY

FOUNTAIN DESIGNER.

DIMENSION OF AREA TO BE

DETERMIND BY FOUNTAIN

DESIGNER BASED ON

OVERSPRAY BY JETS. SEE

NOTES AND DETAILS.

NOTES:

1. CONCRETE PAVERS TO BE UNILOCK'S "SERIES 3000"

OR EQUAL APPROVED BY LANDSCAPE ARCHITECT.

2. PAVERS COLOR/FINISH TO BE CRYSTALLINE BASALT

AND PEPPERED GRANITE COLOR.

3. PAVER LAYOUT TO BE AS ILLUSTRATED.

4. PAVER LAYING PATTERN TO BE STANDARD

MANUFACTURER'S PATTERN SHOWN. ALTERNATE

CRYSTALLINE BASALT AND PEPPERED GRANITE

COLOR PAVERS PER LAYOUT PLAN VIEW.

5. CONTRACTOR TO CONSTRUCT A 10'x10' MOCKUP ON

SITE OF PAVING PATTERN SHOWING DESIRED

PIXILATION TO BE APPROVED BY LANDSCAPE

ARCHITECT.

6. PAVERS AND BASE THICKNESS TO BE FIRE-TRUCK

RATED. INSTALL PER MANUFACTURER'S

RECOMMENDATIONS.

7. PAVERS WITHIN DASHED LINE (AS DETERMINED BY

FOUNTAIN DESIGNER) TO HAVE CONCRETE BASE.

PAVERS OUTSIDE OF DASHED CIRCLE TO HAVE

AGGREGATE BASE.

PEPPERED GRANITE

CRYSTALLINE BASALT

LAYING PATTERN

DESIGN INTENT OF PAVING PATTERN

6.0000

18"

UNILOCK CONTACT:

SCOTT BLACK

OFFICE: 248.437.7037

MOBILE: 248.207.2035

SCOTT.BLACK@UNILOCK.COM

WWW.UNILOCK.COM

PER STRUCTURAL

REQUIREMENTS
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L-7.01

CONSTRUCTION DETAILS

As Noted

1

CONCRETE PAVERS

AS NOTED
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3500 PSI CONCRETE PAVING

MICROMESH ADDITIVE

NOTES:

1. FINISH AS NOTED BELOW UNLESS OTHERWISE

NOTED ON DRAWINGS.

2. ALL SCORE/SAW CUT JOINTS AS SHOWN ON

PLANS.

3. CONTRACTOR TO CONSTRUCT 2'X2' MOCKUPS ON

SITE OF ALL CONCRETE FINISHES FOR OWNER &

LANDSCAPE ARCHITECT TO REVIEW.  MOCKUPS

ARE TO BE REMOVED FROM SITE BEFORE

COMPLETION OF PROJECT.

· SAW CUT JOINTS AS SHOWN ON PLANS

· MEDIUM BROOM FINISH

· NATURAL GRAY

DESIGNATION
DESCRIPTION SIZE SPECIFICATIONS FINISH / COLOR

PLAIN 4" CONCRETE AS SHOWN ON

PLANS

3500 PSI CONCRETE PAVING

MICROMESH ADDITIVE

· SAW CUT JOINTS AS SHOWN ON PLANS

· MEDIUM BROOM FINISH

· SCOFIELD'S CHROMIX ADMIXTURES -

FRENCH GRAY (C-14) OR SIMILAR.

INTEGRAL COLOR 4" CONCRETE AS SHOWN ON

PLANS

3500 PSI CONCRETE PAVING

MICROMESH ADDITIVE

GLOW ROCK EXPOSED AGGREGATE -

SELECTED, HARD, AND DURABLE;

WASHED; FREE OF MATERIALS WITH

DELETERIOUS REACTIVITY TO CEMENT

OR THAT CAUSE STAINING; FROM A

SINGLE SOURCE, WITH GAP-GRADED

COARSE AGGREGATE.

· ULTRA-GRADE GLOW STONE BY AMBIENT

GLOW TECHNOLOGY (AGT) OR EQUAL

APPROVED BY LANDSCAPE ARCHITECT.

PH: 1.877.248.8641

· AGGREGATE SIZES: 

1

8

" - 

1

4

" NOMINAL.

· AGGREGATE COLOR: SKY BLUE

GLOW ROCK

AGGREGATE

4" CONCRETE AS SHOWN ON

PLANS

S
E

E
 
P

L
A

N

W
I
D

T
H

 
V

A
R

I
E

S

CONTROL JOINT SEE

PLANS FOR SPACING

DOWEL AT COLD JOINT, TYP.

MEDIUM BROOM FINISH PERPENDICULAR TO

DIRECTION OF TRAVEL NATURAL GRAY; FINISH A

CONSTRUCTION JOINT

DIRECTION

OF TRAVEL

SLOPE TO

DRAIN

NOTES:

1. CAULK JOINT WITH LITHOSEAL (COLOR TO MATCH

CONCRETE COLOR).

2. EXPANSION JOINT TRANSITION TO BE USED WHERE

CONCRETE SIDEWALK ADJOINS BUILDING, SWIMMING

POOL COPING, SITE WALLS, OR OTHER STRUCTURES.

3. TIE HORIZONTAL SURFACES AS NECESSARY WHERE

FLUSH TRANSITIONS OCCUR

4. MAXIMUM CROSS SLOPE TO BE 2%.

EXPANSION JOINT

WITH DOWELL AT

PAVEMENT

INTERSECTIONS TYP.

1/2" WIDE X d/4 DEPTH

TROWLED JOINT w/ 1/4"

RADIUS

12" SMOOTH DOWEL

BAR @d/2 DEPTH;

SPACE 12" O.C.

LUBRICATE ONE END

d

ELASTOMERIC JOINT

SEALER COLOR TO

MATCH CONCRETE

CONSTRUCTION JOINT

NOT TO SCALE

1/2" WIDE X d/4 DEPTH

JOINT w/ 1/4" RADIUS

12" SMOOTH DOWEL

BAR @d/2 DEPTH;

SPACE 12" O.C.

d

ELASTOMERIC JOINT

SEALER

EXPANSION JOINT

NOT TO SCALE

BACKER ROD 

1

2

" DEPTH

EXPANSION CAP WITH

LUBRICATED DOWELL

ASPHALT

IMPREGNATED

FIBERBOARD JOINT

FILLER

1/8" WIDE X 

1

4

" DEPTH

SAW CUT JOINT. SAW

CUT SHALL BE MADE

WITHIN 6 HOURS OF

POUR.

d

CONTROL JOINT

NOT TO SCALE

C
O

N
C

.
 
S

L
A

B

C
O

N
C

.
 
S

L
A

B

C
O

N
C

.
 
S

L
A

B

1/2" WIDE X d/4 DEPTH

JOINT w/ 1/4" RADIUS

d

ELASTOMERIC JOINT

SEALER

EXPANSION JOINT AT BUILDING, WALL OR STRUCTURE

NOT TO SCALE

BACKER ROD 

1

2

" DEPTH

EXISTING/PROPOSED

BUILDING, WALL, OR

STRUCTURE

ASPHALT

IMPREGNATED

FIBERBOARD JOINT

FILLER

C
O

N
C

.
 
S

L
A

B

4
"

4
"

3,500 PSI @ 28 DAYS

CONCRETE. MICROMESH

ADDITIVE. MEDIUM BROOM

FINISH

G.A.B.

COMPACTED SUBGRADE.

95% STD. PROCTOR

CONCRETE SECTION ON GRADE

SCALE: 1"=1'-0"

WIDTH VARIES,

REFER TO PLANS

DECORATIVE RIVERSTONE. TOP OF RIVER

STONE BAND SHALL BE FLUSH WITH

ADJACENT PAVERS. WIDTH OF RIVER

STONE VARIES (SEE DETAIL 1/L-7.01)

ADJACENT PAVERS. PAVERS

DIRECTLY ADJACENT TO MEXICAN

RIVERSTONE TO BE SET ON 1"

THICK MORTAR SETTING BED AND

8" CONCRETE BASE

1" MORTAR SETTING BED

4" COMPACTED BASE,

#57 STONE 95% STANDARD

PROCTOR TEST

NATIVE SOIL OR

COMPACTED SUBGRADE

95% STANDARD PROCTOR TEST

8" CONCRETE BASE

1" THICK FLUSH MORTAR JOINT. 7,500 PSI @

28 DAYS ASTM C109 GROUT

NOTES:

1. MEXICAN RIVERSTONE TO BE WASHED AND RANGE IN SIZE BETWEEN 

3

4

" TO 2".

2. RIVERSTONE TO BE DARK GRAY/BLACK IN COLOR.

3. RIVERSTONE TO HAVE 1" MORTAR JOINTS BETWEEN STONES.

4. CONTRACTOR TO SUBMIT  STONE SAMPLES TO LANDSCAPE ARCHITECT FOR APPROVAL.

5. CONTRACTOR TO CONSTRUCT A 2'x2' MOCKUP ON SITE OF RIVER STONE PAVING TO BE

APPROVED BY LANDSCAPE ARCHITECT.

FLUSH CONDITION BETWEEN

RIVERSTONE BAND AND ADJACENT

PAVERS

2

3 4

"

3
"

6"

6
"

6" #57 COMPACTED

AGGREGATE BASE, 95%

STANDARD PROCTOR

TEST, EXTEND 6"

NATIVE SOIL OR

PREPARED SUBGRADE,

95% STANDARD

PROCTOR TEST

3" GRANITE FINES

4" STAINLESS STEEL

EDGING AND STAKES

PER MANUFACTURER'S

SPECIFICATIONS

NOTES:

1. GRANITE FINES TO BE LUXURY LANDSCAPE'S "GRANITE FINES" OR

EQUAL APPROVED BY LANDSCAPE ARCHITECT. SAND-LIKE IN SIZE

- DARK GRAY IN COLOR.

PH: 770.513.3733

WWW.LUXURYLANDSCAPE.COM

2. STAINLESS STEEL EDGING SHALL ONLY BE USED WHEN

ADJACENT TO LANDSCAPE OR TURF BED.

3. CONTRACTOR TO SUBMIT GRANITE FINES SAMPLE TO

LANDSCAPE ARCHITECT FOR APPROVAL

GRANITE FINES

IMAGE EXAMPLE

FILTER FABRIC

12"x1.5" DECORATIVE RIVER STONE

CURB. TOP OF RIVER STONE CURB

SHALL BE FLUSH WITH ADJACENT

CONCRETE SIDEWALK

ADJACENT LANDSCAPE OR

SYNTHETIC TURF AREA (SEE PLANS)

1" MORTAR SETTING BED

4" COMPACTED BASE,

#57 STONE 95% STANDARD

PROCTOR TEST

NATIVE SOIL OR

COMPACTED SUBGRADE

95% STANDARD PROCTOR TEST

12"

 ADJACENT

CONCRETE

4" CONCRETE BASE

1" THICK FLUSH MORTAR JOINT. 3,500 PSI

GROUT WITH LATICRETE ADDITIVE

NOTES:

1. MEXICAN RIVERSTONE TO BE WASHED AND RANGE IN SIZE BETWEEN 

3

4

" TO 2".

2. RIVERSTONE TO BE DARK GRAY/BLACK IN COLOR.

3. RIVERSTONE TO HAVE 1" MORTAR JOINTS BETWEEN STONES.

4. CONTRACTOR TO SUBMIT  STONE SAMPLES TO LANDSCAPE ARCHITECT FOR APPROVAL.

5. CONTRACTOR TO CONSTRUCT A 2'x2' MOCKUP ON SITE OF RIVER STONE PAVING TO BE

APPROVED BY LANDSCAPE ARCHITECT.
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03/28/2018

L-7.00

CONSTRUCTION DETAILS

As Noted

1

CONCRETE & FINISHES SCHEDULE

NOT TO SCALE

2

CONCRETE SIDEWALK PLAN

1" = 1'-0"

3

CONCRETE SECTIONS & JOINTS

AS NOTED

4

MEXICAN RIVERSTONE PAVING

1" = 1'-0"

6

GRANITE FINES

1" = 1'-0"

5

CONCRETE SIDEWALK W/ FLUSH DECORATIVE CURB

1" = 1'-0"
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-
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"

EXPANSION JOINT

WITH DOWELL AT PAVEMENT

INTERSECTIONS TYP.

FLUSH DECORATIVE RIVER

STONE CURB

CONCRETE STEPPING BLOCK

(PLAIN CONCRETE FINISH), TYP.

LANDSCAPE GROUNDCOVER

(SEE PLANTING PLAN)

SYNTHETIC TURF

4
'
-
6

"
1

'
-
6

"
1

'
-
6

"
3

'
-
0

"
1

'
-
6

"

2
4

'
-
0

"

NOTES:

1. HANDPRINTS TO BE THOSE OF ELEMENTARY SCHOOL CHILDREN.

2. CONTRACTOR TO WORK WITH THE CITY OF PEACHTREE CORNERS IN

COORDINATING CONCRETE POUR AND HANDPRINT CASTING EVENT.

DUAL BANDS OF

CHILDREN HANDPRINTS

IN CONCRETE

(INTEGRAL COLOR)

CONCRETE SIDEWALK

(PLAIN COLOR)

SCORE JOINT

SEE TYPICAL DETAIL

1'-6" WIDE ANNUAL BED

(SEE PLANTING PLANS)

HOLIDAY TREE

(SEE PLANTING PLANS)

+

CP

IMAGE SAMPLE

ONE

TREAD13"

1
'
-
0

"

4
"

4
"

NOTES:

1. NUMBER OF STAIRS VARIES - SEE PLANS

2. CAULK JOINT WITH ELASTOMERIC SEALANT (COLOR

TO MATCH CONCRETE COLOR)

3. RISER HEIGHTS ARE EQUAL (5" MIN - 7" MAX) - SEE

PLANS

4. IF REQUIRED, CHEEKWALLS AND HANDRAILS SHALL

NOT EXTEND INTO ADJACENT PEDESTRIAN AND

VEHICULAR TRAFFIC FLOW

5. HANDRAIL TO BE STAINLESS STEEL

6. IF SITE INSPECTOR REQUIRES ADDITIONAL

HANDRAILS TO BE IMPLEMENTED THEN THE

CONTRACTOR SHALL CONSULT WITH THE

LANDSCAPE ARCHITECT ON THE LOCATION AND

DESIGN OF SUCH HANDRAILS.

SLOPE

TO DRAIN

CORE DRILL AND

GROUT RAIL IN PLACE

1.5" OUTSIDE DIAMETER STAINLESS STEEL

HANDRAIL. HANDRAIL TO BE REQUIRED

ONLY IF STAIRS CONSIST OF 4 OR MORE

RISERS IN A ROW. WHERE REQUIRED, A

MINIMUM OF ONE HANDRAIL, AND AT

LEAST ONE HANDRAIL ALONG ANY

UNPROTECTED SIDE OF STEPS.

EXPANSION JOINT

ELASTOMERIC SEALANT

COLOR TO MATCH STEP

#4 REBAR, 12" O.C.

BOTH WAYS

6" O.C. #4 REBAR

DOWEL, TYP.

ADJACENT SIDEWALK

3
"

M
I
N

.

1
'
-
0

"

VARIES SEE PLAN

12"

10"

3
4

"

R

1

"

#3 NOSING BAR REBAR

GRANITE CHEEK WALL

BEYOND (SEE LAYOUT

PLANS FOR LOCATION)

V
A

R
I
E

S

S
E

E
 
G

R
A

D
I
N

G

P
L

A
N

NOTES:

1. CONCRETE STEPPING BLOCK TO BE

PLAIN, 4" CONCRETE WITH 3500 PSI

CONCRETE PAVING MICROMESH

ADDITIVE.

2. MEDIUM BROOM FINISH, NATURAL

GRAY.

3. 1'-0" GAP BETWEEN STEPPING

BLOCKS FOR LANDSCAPE

GROUNDCOVER.

4. CONTRACTOR TO CONSTRUCT 2'X2'

MOCKUPS ON SITE OF ALL

CONCRETE FINISHES FOR OWNER &

LANDSCAPE ARCHITECT TO

REVIEW.  MOCKUPS ARE TO BE

REMOVED FROM SITE BEFORE

COMPLETION OF PROJECT.
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03/28/2018

L-7.02

CONSTRUCTION DETAILS

As Noted

1

CONCRETE STEPPING BLOCKS

1/4" = 1'-0"

2

DECORATIVE HANDPRINT PAVING

1/4" = 1'-0"

3

CONCRETE STAIRS

1" = 1'-0"
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ADJACENT CONCRETE SIDEWALK/

DECORATIVE FLUSH CURB, REFER TO

DETAILS.

1" LONG STAPLE EVERY 1"

DENSE, VARIED BLADE STRUCTURE

OFFERS DURABILITY AND

PERFORMANCE. ANTI-MICROBIAL

PROTECTION AVAILABLE

NON-ABRASIVE,

NON-VISIBLE

RUBBER INFILL

UNIQUE MULTI-LAYERED

BACKING WITH

MICRO-MECHANICAL

SEAMING TECHNOLOGY

CRUSHED AGGREGATE

(UNCOMPACTED FOR DRAINAGE.

SIZE/TYPE PER MANUFACTURER'S

REQUIREMENTS.) (MINIMUM 2")

COMPONSITE NAILER BOARD (MIN. 2" X 3")

MOUNTED 

1

2

" BELOW CONCRETE SURFACE,

AND SECURED WITH CONCRETE FASTENERS

EXISTING SUB-BASE

F

O

R

E

V

E

R

L

A

W

N

 
S

Y

N

T

H

E

T

I
C

 
G

R

A

S

S

SYNTHETIC TURF - NO FALL ZONE @ CONCRETE SIDEWALK

NOT TO SCALE

6" SOCK PIPE

12"

4
"

4
"

12"x1.5" DECORATIVE RIVER STONE

CURB. TOP OF RIVER STONE CURB

SHALL BE FLUSH WITH ADJACENT

CONCRETE SIDEWALK

ADJACENT  SYNTHETIC

TURF AREA, (REFER TO

SYNTHETIC TURF DETAIL)

4" COMPACTED BASE,

#57 STONE 95% STANDARD

PROCTOR TEST

NATIVE SOIL OR

COMPACTED SUBGRADE

95% STANDARD PROCTOR TEST

4" CONCRETE BASE

1" MORTAR SETTING BED

ADJACENT LANDSCAPE BED

8"

SECTION

3"

MORTAR EDGE

6" SOCK PIPE

CRUSHED AGGREGATE

(UNCOMPACTED FOR DRAINAGE.

SIZE/TYPE PER MANUFACTURER'S

REQUIREMENTS.) (MINIMUM 2")

COMPOSITE NAILER

BOARD (REFER TO

SYNTHETIC TURF DETAIL)

CONCRETE SIDEWALK

SECTION

1" SHREDDED RUBBER

PLUS BINDER

SYNTHETIC TURF

2" DUPONT GROUND

STABILIZATION GRID WITH 

3

8

"

WASHED STONE FILL OR EQUAL.

2" MIN. BASE, #57 STONE

NATIVE SOIL OR COMPACTED

SUBGRADE 95% STANDARD

PROCTOR TEST

4
"

4
"

12"
10"

SYNTHETIC TURF SECTION AT DECORATIVE BAND

SCALE: 1"=1'-0"

4" COMPACTED BASE,  #57 STONE

95% STANDARD  PROCTOR TEST

NATIVE SOIL OR COMPACTED SUBGRADE

95% STANDARD PROCTOR TEST

4" CONCRETE BASE

12"x1.5" DECORATIVE RIVER STONE

CURB. TOP OF RIVER STONE CURB

SHALL BE FLUSH WITH ADJACENT

CONCRETE SIDEWALK

ADJACENT  SYNTHETIC TURF AREA,

(REFER TO SYNTHETIC TURF DETAIL)

COMPOSITE NAILER BOARD

(REFER TO SYNTHETIC

TURF DETAIL)

1" THICK FLUSH MORTAR JOINT. 3,500 PSI

GROUT WITH LATICRETE ADDITIVE

1" MORTAR SETTING BED

CONCRETE SIDEWALK

6" SOCK PIPE

CRUSHED AGGREGATE

(UNCOMPACTED FOR DRAINAGE.

SIZE/TYPE PER MANUFACTURER'S

REQUIREMENTS.) (MINIMUM 2")

4
"

12"

4
"

12"x1.5" DECORATIVE RIVER STONE

CURB. TOP OF RIVER STONE CURB

SHALL BE FLUSH WITH ADJACENT

CONCRETE SIDEWALK

ADJACENT  SYNTHETIC TURF AREA,

(REFER TO SYNTHETIC TURF DETAIL)

COMPOSITE NAILER BOARD

(REFER TO SYNTHETIC

TURF DETAIL)

4" MIN. COMPACTED BASE,

#57 STONE 95% STANDARD

PROCTOR TEST

NATIVE SOIL OR

COMPACTED SUBGRADE

95% STANDARD PROCTOR TEST

4" CONCRETE BASE

1" THICK FLUSH MORTAR JOINT. 3,500 PSI

GROUT WITH LATICRETE ADDITIVE

1" MORTAR SETTING BED

CONCRETE SIDEWALK

8"

3
"

EXPANSION JOINT

(SEE TYPICAL DETAIL)

12" SMOOTH DOWELL BAR

@D/2 DEPTH; SPACE 12" O.C.

SECTION

6" SOCK PIPE

10"

CRUSHED AGGREGATE

(UNCOMPACTED FOR

DRAINAGE. SIZE/TYPE PER

MANUFACTURER'S

REQUIREMENTS.) (MINIMUM 2")

ADJACENT CONCRETE SIDEWALK

WITH DECORATIVE FLUSH CURB,

REFER TO SECTION

DENSE, VARIED BLADE STRUCTURE

OFFERS DURABILITY AND

PERFORMANCE. ANTI-MICROBIAL

PROTECTION AVAILABLE

NON-ABRASIVE,

NON-VISIBLE RUBBER

INFILL (OPTIONAL WITH

SOME TURF STYLES)

UNIQUE MULTI-LAYERED

BACKING WITH

MICRO-MECHANICAL

SEAMING TECHNOLOGY

FALL ZONE 4" DEPTH (

3

8

")

RUBBER NUGGETS

EXISTING SUB-BASE

CRUSHED AGGREGATE  (UNCOMPACTED FOR

DRAINAGE. SIZE/TYPE PER MANUFACTURER'S

REQUIREMENTS.) (MINIMUM 2")

1" LONG STAPLE EVERY 1"

NON-FALL ZONE - RUBBER NUGGETS

TAPERED UP TO PROVIDE TRANSITION

FROM AGGREGATE (MIN. 6" FROM EDGE)

COMPOSITE NAILER BOARD (MIN. 2" X 3")

MOUNTED 

1

2

" BELOW CONCRETE SURFACE,

AND SECURED WITH CONCRETE FASTENERS

SYNTHETIC TURF - FALL ZONE @ CONCRETE SIDEWALK

NOT TO SCALE

F

O

R

E

V

E

R

L

A

W

N

 
S

Y

N

T

H

E

T

I
C

 
G

R

A

S

S

6" SOCK PIPE
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03/28/2018

L-7.03

CONSTRUCTION DETAILS

As Noted

1

SYNTHETIC TURF

AS NOTED

4

SYNTHETIC TURF AT LANDSCAPE BED

1"=1'-0"

3

SYNTHETIC TURF AT CONCRETE STEPPING BLOCKS

SCALE: 1"=1'-0"

2

SYNTHETIC TURF ON BERM

SCALE: 1"=1'-0"

NOTES:

1. ALL SYNTHETIC TURF TO BE FOREVER LAWN'S SELECT HD OR EQUAL APPROVED BY

LANDSCAPE ARCHITECT.

2. CONTRACTOR TO COORDINATE WITH PLAYGROUND EQUIPMENT'S USE ZONES AND CRITICAL

FALL HEIGHT (CFH) REQUIREMENTS . WHERE DEEMED REQUIRED, SYNTHETIC TURF TO HAVE

SUFFICIENT FALL PROTECTION PADDING TO MEET ALL PLAYGROUND CODES.

3. 6" SOCK PIPE LAYOUT PER SUPPLEMENTAL GRADING AND DRAINAGE PLANS, INSTALL SOCK

PIPE PER MANUFACTURER'S RECOMMENDATIONS.

4. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATION.

WWW.FOREVERLAWN.COM

PH: 1.866.992.7876
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NOTES:

1. WALL HEIGHT VARIES, SEE GRADING PLAN FOR TOP OF WALL ELEVATION AND ADJACENT SURFACE/GRADE ELEVATIONS.

2. ALL MORTAR JOINTS TO BE A CONSISTENT 1/4" - 1/2" THICK FILLED WITH 3,500 PSI GROUT WITH LATICRETE ADDITIVE

3. ALL GRANITE (VENEER AND CAPS) TO BE ELBERTON GRAY GRANITE OR EQUAL.

4. GRANITE  VENEER ON FACE OF WALLS TO BE RECTANGULAR CUT BLOCK. FLAMED FINISH.

5. ALL SITE WALL CAPS TO BE FLAMED GRANITE 4" THICK, 14" DEEP, AND WIDTH TO BE EQUALLY SIZED BETWEEN 18-24".

6. ALL RETAINING WALL CAPS TO BE FLAMED GRANITE 4" THICK, 12" DEEP, AND WIDTH TO BE EQUALLY SIZED BETWEEN 18-24".

7. EACH CAP STONE TO BE MOUNTED WITH TWO 4" STAINLESS STEEL DOWELS SET IN 3,500 PSI GROUT WITH LATICRETE ADDITIVE.

8. CONTRACTOR TO SUBMIT SAMPLE OF GRANITE VENEER TO LANDSCAPE ARCHITECT FOR APPROVAL.

9. IPE WOOD FINISH IN SUNKEN SEATING AREA TO MATCH WOOD DECK.

6
"

8
"

ADJACENT

CONCRETE PAVERS

4"

3
"

GRANITE WALL AT CONCRETE PAVERS

NATIVE GRADE OR COMPACTED SUBGRADE.

95% STANDARD PROCTOR TEST

3500 PSI C.I.P. CONCRETE FOOTER AND

WALL MICROMESH ADDITIVE

(

1

2

 LB BAG PER CUBIC YARD). IF THE

GRANITE WALL IS RETAINING SOIL THEN

THE FOOTER DEPTH AND SIZE SHALL BE

ADJUSTED ACCORDING TO "GRANITE

WALL - RETAINING" DETAIL

6" COMPACTED BASE, #57 STONE.

95% STANDARD PROCTOR TEST

#4 REBAR, 12" O.C. BOTH WAYS

1
2

"
 
M

I
N

.

2
4

"
 
C

A
P

 
S

E
C

T
I
O

N
S

 
M

A
X

.
 
(
T

Y
P

.
)

4" THICK GRANITE CAP

EDGE TO HAVE 

1

8

" CHAMFER

GRANITE VENEER -

BELOW CAP

CONCRETE FOOTING BEOLOW

12"

14"

1

4

" MORTAR JOINT WITH

NOTCHED CORNERS

ON ADJACENT

PAVEMENT SIDE.  (TYP.)

SEE ELEVATION.

3"

CAP NOTCH DETAIL PLAN VIEW

NTS

4" THICK GRANITE CAP

EDGE TO HAVE 

1

8

" CHAMFER

1

4

" - 

1

2

" MORTAR JOINT

(TYP.)

GRANITE VENEER -

BELOW CAP

NOTCH CORNERS OF

CAP ON ADJACENT

PAVEMENT SIDE.

2"

1
"

CAP NOTCH DETAIL ELEVATION

NTS

2" DIAMETER STAINLESS STEEL #4

FINISH TOP CAP TIG WELDED TO TIP PIN

CORE & EPOXY RAIL INTO

WALL 12". EPOXY COLOR

TO MATCH WALL GROUT

COLOR

8"

GRANITE WALL -

RETAINING (SEE TYPICAL

GRANITE WALL DETAIL)

3

16

" DIAMETER STAINLESS STEEL #316

CABLE 3" O.C. INSTALL CABLE FITTING

EACH TERMINAL POST

1 

1

2

" SCHEDULE 40 (1.9" OVERALL

DIAMETER STAINLESS STEEL PIPE POST

WITH MACHINED CABLE HOLES 3" O.C.

4
3
"

3
"

2
"

WALL WITH GUARDRAIL - SECTION

ADJACENT

LANDSCAPE

EQUAL SPACING

8" - 0" O.C. MAX

WALL WITH GUARDRAIL - ELEVATION

NTS

WALL WITH GUARDRAIL - SAMPLE IMAGE

8" 8"14"

H
E

I
G

H
T

 
O

F

W
A

L
L

V
A

R
I
E

S
 
(
S

E
E

G
R

A
D

I
N

G

P
L

A
N

)

NATIVE GRADE OR COMPACTED SUBGRADE.

95% STANDARD PROCTOR TEST

2" FLAMED GRANITE VENEER,

RECTANGULAR CUT BLOCK

(SEE NOTES)

6
"

3"

ADJACENT LANDSCAPE

3500 PSI C.I.P. CONCRETE FOOTER

AND WALL MICROMESH ADDITIVE

(

1

2

 LB BAG PER CUBIC YARD)

8
"

4" COMPACTED BASE, #57 STONE.

95% STANDARD PROCTOR TEST

6" 'MULTIFLOW' DRAIN PIPE OR 6"

SOCK PIPE. MIN. 1% SLOPE. TIE INTO

STORM DRAIN SYSTEM.

INSTALL PER MANUFACTURER'S

RECOMMENDATIONS

4" STAINLESS STEEL DOWEL

4" FLAMED GRANITE CAP (SEE NOTES)

#57 WASHED STONE

STAINLESS STEEL MASONRY WALL.

TIE 36" O.C., ALTERNATING COURSES

#4 REBAR, 12" O.C. BOTH WAYS

FILTER FABRIC

T
O

P
 
O

F

C
O

N
C

R
E

T
E

F
O

O
T

E
R

 
1

2
"

B
E

L
O

W

F
I
N

I
S

H
E

D

G
R

A
D

E

FILL ALL MORTAR JOINTS AND

VOIDS WITH 3,500 PSI GROUT

WITH LATICRETE ADDITIVE.

ADJACENT HARDSCAPE OR

LANDSCAPE MATERIAL.

(SEE LAYOUT PLANS)

GRANITE WALL - RETAINING

1" OVERHANG

6"-8"

12" CAP

EXPANSION JOINT

1
2

"
 
M

I
N

.

GRANITE WALL - NON-RETAINING SITE WALL

1" OVERHANG

TYPICAL ON

ALL SIDES

6
"

8
"

T
O

P
 
O

F
 
C

O
N

C
R

E
T

E

F
O

O
T

E
R

 
M

I
N

I
M

U
M

 
6
"

B
E

L
O

W
 
F

I
N

I
S

H
 
G

R
A

D
E

H
E

I
G

H
T

 
O

F

W
A

L
L
 
V

A
R

I
E

S

(
S

E
E

 
G

R
A

D
I
N

G
 
P

L
A

N
)

14" CAP

12"

24"

NATIVE GRADE OR COMPACTED SUBGRADE.

95% STANDARD PROCTOR TEST

3500 PSI C.I.P. CONCRETE FOOTER

AND WALL MICROMESH ADDITIVE

(

1

2

 LB BAG PER CUBIC YARD)

4" COMPACTED BASE, #57 STONE.

95% STANDARD PROCTOR TEST

#4 REBAR, 12" O.C. BOTH WAYS

2" FLAMED GRANITE VENEER,

RECTANGULAR CUT BLOCK (SEE NOTES)

4" STAINLESS STEEL DOWEL

4" FLAMED GRANITE CAP (SEE NOTES)

STAINLESS STEEL MASONRY WALL.

TIE 36" O.C., ALTERNATING COURSES

FILL ALL MORTAR JOINTS AND VOIDS WITH

3,500 PSI GROUT WITH LATICRETE ADDITIVE.

ADJACENT HARDSCAPE OR

LANDSCAPE MATERIAL.

(SEE LAYOUT PLANS)

3"

EXPANSION JOINT

1
2
"
 
M

I
N

.
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03/28/2018

L-7.04

CONSTRUCTION DETAILS

As Noted

1

GRANITE WALL

1" = 1'-0"
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3'-0"

2'-0"

1
'
-
6

"

1
'
-
0

"

2'-0"

3'-0"

12'-0"

3
'
-
3

"

1
'
-
0

"

6
"

2'-0"

1
"
 
R

E
V

E
A

L

6
"

1
'
-
0

"
6

"
1

'
-
0

"

1'-0",

TYP. 1'-3"

1
'
-
0

"
6

"

6", TYP.

1
'
-
0

"

1'-0",

TYP.

1
2

"

FRONT ELEVATION (A - A')

2" BLACK

FIRE GLASS

(SEE NOTES)

CERAMIC

FIREBALL

(SEE NOTES)

MONOLITHIC FLAMED GEORGIA

GREY GRANITE COUNTER

3" FIRE STONE

COURSE

6" DRAINAGE

STONE FILLER

COURSE

EXPANSION JOINT

CONCRETE BASE

INTEGRAL COLOR (SEE NOTES)

72" STAINLESS STEEL LINEAR

BURNER (SEE NOTES)

COMMERCIAL

SAFETY PIPE

TRAIN

6
"

1
"

R
E

C
E

S
S

E
D

GLASS SURROUND

WITH ETCHED

WARNING

6"

MONOLITHIC FLAMED GEORGIA

GREY GRANITE COUNTER

SIDE ELEVATION (C - C')

SIDE ELEVATION (B - B')

CONCRETE BASE - INTEGRAL

COLOR (SEE NOTES)

FINISHED GRADE

MONOLITHIC

FLAMED GEORGIA

GREY GRANITE COUNTER

FINISHED GRADE

CERAMIC FIREBALLS

(SEE NOTES)

GLASS SURROUND WITH

ETCHED WARNING

1'-3"

1
"

1

1

5

°

7'-0"2'-0"

7'-6" 2'-6"

1
'
-
3

"

PLAN VIEW - DIMENSIONING

FRONT ELEVATION (A - A') - DIMENSIONING

PLAN VIEW

ELEVATIONS OVERVIEW

72" STAINLESS STEEL LINEAR

BURNER (SEE NOTES)

MONOLITHIC FLAMED GEORGIA

GREY GRANITE COUNTER

2" BLACK FIRE GLASS

(SEE NOTES)

B

B'

C

C'

A A'

FRONT ELEVATION

S
I
D

E
 
E

L
E

V
A

T
I
O

N

S
I
D

E
 
E

L
E

V
A

T
I
O

N

MONOLITHIC FLAMED GEORGIA

GREY GRANITE COUNTER

FINISHED GRADE

CONCRETE BASE

INTEGRAL COLOR, SMOOTH

TROWEL FINISH (SEE NOTES)

72" STAINLESS STEEL LINEAR

BURNER (SEE NOTES)

GLASS SURROUND WITH

ETCHED WARNING

EMERGENCY SHUTOFF WITH

KEY (FLUSH) - (SEE NOTES)

INSPIRATION IMAGE

30 MINUTE TIMER (FLUSH W/ ADJ.

GRANITE WALL) - (SEE NOTES)

CERAMIC FIREBALLS

(SEE NOTES)

GLASS SURROUND WITH

ETCHED WARNING

NOTES:

1. CONTRACTOR TO INSTALL/VERIFY EMERGENCY

SHUTOFF SWITCH AND BUILD/LOCATE/INSTALL

ACCORDING TO ALL CITY CODES AND REGULATIONS.

2. CONTRACTOR TO INSTALL ALL FIRE PIT COMPONENTS

PER MANUFACTURER'S RECOMMENDATIONS. DESIGN

INTENT IS TO HAVE A CONTINUOUS 6" HIGH LINEAR

FLAME RUNNING THE ENTIRE LENGTH OF FIRE PIT.

3. IGNITION SWITCH, AUTOMATIC TIMER AND EMERGENCY

SHUTOFF SHOULD BE FLUSH WITH ADJACENT GRANITE

WALL. PRIOR TO CONSTRUCTION THE CONTRACTOR

SHALL FIELD VERIFY THE NEEDED HOUSING DEPTH OF

BOTH THE TIMER AND SHUTOFF IN ORDER TO ACHIEVE A

FLUSH CONDITION.

4. CONTRACTOR TO ENSURE FIRE TABLE IS LEVEL ON ALL

SIDES.

5. GLASS SURROUND SHALL BE DESIGNED TO PREVENT

OPEN FLAMES. GLASS SHOULD BE HEAT-TREATED, AND

3

8

" THICK. TO BE REMOVABLE AND LOCKABLE.

6. "CAUTION HOT - DO NOT TOUCH" SIGNAGE SHOULD BE

BLACK ETCHED INTO THE TOP CORNERS OF THE GLASS

SURROUND. SIGNAGE SHOULD BE ON ALL FOUR SIDES

OF THE GLASS SURROUND, CLEARLY LABELED IN A

LEGIBLE FONT (OPTIMA). TEXT TO BE 

3

4

" IN HEIGHT.

CONTRACTOR TO SUBMIT A SAMPLE OF THE ETCHED

GLASS TO LANDSCAPE ARCHITECT FOR APPROVAL.

7. FIRE SHOULD BE ABLE TO RECEIVE OXYGEN AND

VENTILATION AS NECESSARY.

8. 72" STAINLESS STEEL LINEAR BURNER & COMMERCIAL

GRADE COMPONENTS TO BE WOODLAND DIRECT - 72"

AUTO IGNITION (ITEM # N4500820) COMMERCIAL LINEAR

BURNER OR EQUAL APPROVED BY LANDSCAPE

ARCHITECT. NATURAL GAS, INNER PANEL MOUNT,

COMMERCIAL SAFETY PIPE TRAIN, COMMERCIAL SAFETY

SYSTEM.

9. 30 MINUTE TIMER TO BE WOODLAND DIRECT ITEM

#4500683 OR EQUAL APPROVED BY LANDSCAPE

ARCHITECT. AUTOMATIC TIMER SHOULD BE ABLE TO BE

SET TO INCREMENTS OF 5 MINUTES FOR A MAXIMUM

TIME OF UP TO 30 MINUTES.

10. EMERGENCY SHUT OFF WITH KEY TO BE WOODLAND

DIRECT ITEM #4500684 OR EQUAL APPROVED BY

LANDSCAPE ARCHITECT.

11. CONCRETE BASE INTEGRAL CONCRETE TO BE

SCOFIELD'S CHROMIX ADMIXTURES - FRENCH GREY

(C-14) OR SIMILAR. SMOOTH TROWEL FINISH.

SAMPLE IMAGE

12. MONOLITHIC GRANITE TO BE GEORGIA GRAY GRANITE,

FLAMED FINISH. CONTRACTOR TO SUBMIT SAMPLE OF

GRANITE TO LANDSCAPE ARCHITECT FOR APPROVAL.

13. CERAMIC FIREBALLS TO BE RASMUSSEN CERAMIC

FIREBALLS OR EQUAL APPROVED BY LANDSCAPE

ARCHITECT- (12) 3" DIA; (12) 4" DIA; (8) 5.75" DIA;

(6) 6.625" DIA. COLOR: DARK GRAY.

WOODLANDS DIRECT; PH: 800.919.1904

SAMPLE IMAGE:

14. CONTRACTOR TO COORDINATE WITH ELECTRICAL PLANS

FOR MAIN LINE/JUNCTION BOX TIE IN.

2
'
-
3

"

CONCRETE BASE

INTEGRAL COLOR (SEE NOTES)

NATURAL GAS LINES. REFER TO

UTILITY PLANS.

NATURAL GAS LINE. REFER TO

UTILITY PLANS.

NATURAL GAS LINE. REFER TO

UTILITY PLANS.

CAUTION HOT - DO NOT TOUCH CAUTION HOT - DO NOT TOUCH

CAUTION HOT

DO NOT TOUCH

CAUTION HOT

DO NOT TOUCH

CAUTION HOT - DO NOT TOUCH

OFFSET TEXT 1" FROM

TOP LEFT CORNER

CENTER TEXT AND

OFFSET 1" FROM TOP

CENTER TEXT AND

OFFSET 1" FROM TOP

EMERGENCY SHUTOFF W/ KEY

(FLUSH WITH ADJ. GRANITE

WALL) - (SEE NOTES)

72" STAINLESS STEEL LINEAR

BURNER (SEE NOTES)

COMMERCIAL SAFETY PIPE

TRAIN. INNER PANEL MOUNT

INSTALL IN THE GAS LINE

BEFORE THE BURNER.

30 MINUTE TIMER, AND EMERGENCY

SHUTOFF WITH KEY (SEE NOTES)

COMMERCIAL SAFETY SYSTEM.

HARDWARE TO

BE INSET, ALIGNED

HORIZONTALLY, AND

CENTERED. FACE OF

HARDWARE TO BE FLUSH

WITH ADJACENT FACE OF

MONOLITHIC GRANITE

30 MINUTE TIMER

(FLUSH) - (SEE NOTES)
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CONSTRUCTION DETAILS

As Noted

1

CUSTOM FIRE TABLE

1/2" = 1'-0"
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12" HT. X 18" SQ.
STAINLESS STEEL BASE

WITH ETCHED WARNING.

STAINLESS STEEL MASONRY
WALL TIE 36" O.C.,

ALTERNATING COURSES

FILL ALL MORTAR JOINTS AND
VOIDS WITH 3,500 PSI GROUT

WITH LATICRETE ADDITIVE.

FINISHED GRADE

3500 PSI C.I.P. CONCRETE
FOOTER WITH MICROMESH

ADDITIVE (1
2" LB BAG PER
CUBIC YARD)

6" COMPACTED BASE, #57
STONE. 95% STANDARD

PROCTOR TEST.

NATIVE GRADE OR
COMPACTED SUBGRADE. 95%

STANDARD PROCTOR TEST.

6
"

1
2

"
9

"

FRONT & SIDE SECTION

SCALE: 12" = 1'-0"

STAINLESS STEEL DOWEL
(QTY. 4 TOTAL )

SLEEVING AS NEEDED
FOR ELECTRICAL AND NATURAL

GAS SERVICE. REFER TO SHT.
C-1.0 (UTILITY PLAN) FOR

NATURAL GAS LINE. REFER TO
SHT. SE-3 (SITE PLAN - POWER)

FOR POWER TO ENTRANCE
COLUMNS.

3
"

3
"

C
L

R
.

(OF COLUMNS
& FOOTING)

4'-0"

(5) #4 REBAR E.W.

3500 PSI C.I.P. CONCRETE BATTERED
WALL WITH MICROMESH ADDITIVE

(1
2 LB BAG PER CUBIC YARD)

3" GRANITE FACADE, RECTANGULAR
CUT, FLAMED FINISH

4" THICK X 28" SQ. MONOLITHIC
FLAMED GRANITE CAP

(8) #4 REBAR VERTICAL
(3) #4 REBAR @ EACH FACE

#4 TIES @ 12" O.C.

48" HT. X 18" SQ.
FIRE COLUMN TO BE VORTEX

FIRE OR EQUAL APPROVED BY
LANDSCAPE ARCHITECT

COLUMN NOTES:
1. ENTRANCE COLUMNS (QTY. 2) SHALL BE FRAMED WITH CIP

BLOCKING AND HAVE A 3" GRANITE FACADE.
2. GRANITE FACADE TO BE ELBERTON GRAY GRANITE OR EQUAL.

RECTANGULAR CUT BLOCK. FLAMED FINISH.

3. ALL MORTAR JOINTS TO BE A CONSISTENT 12" THICK AND FILLED
WITH 3,500 PSI GROUT WITH LATICRETE ADDITIVE.

4. GRANITE CAP TO BE ONE MONOLITHIC PIECE OF GRANITE THAT
IS 4" THICK AND 28" SQUARE. GRANITE CAP TO BE FLAMED FINISH
ELBERTON GRAY GRANITE OR EQUAL, AND SHOULD MATCH
FACADE.

5. FIRE COLUMN ON TOP OF GRANITE CAP TO BE MODERUSTIC'S
VORTEX FIRE OR EQUAL APPROVED BY LANDSCAPE ARCHITECT.
FIRE COLUMN TO BE 48" HEIGHT X 18" SQUARE. METAL TO BE
ALUMINUM. INSTALL FIRE COLUMN PER MANUFACTURER'S
RECOMMENDATIONS.

6. "CAUTION HOT - DO NOT TOUCH" SIGNAGE SHOULD BE ETCHED
INTO THE  STAINLESS STEEL BASE. SIGNAGE SHOULD BE ON ALL
FOUR SIDES OF STAINLESS STEEL BASE, CLEARLY LABELED IN A

LEGIBLE FONT (OPTIMA). TEXT TO BE 34" IN HEIGHT. CONTRACTOR
TO SUBMIT A SAMPLE OF THE ETCHED STAINLESS STEEL TO
LANDSCAPE ARCHITECT FOR APPROVAL.

7. FIRE COLUMN GLASS TO BE REFLECTIVE, HEAT-TREATED, AND 38"
THICK.

8. THE BOTTOM MOST PORTION OF THE FIRE COLUMN TO BE
PLACED AT A HEIGHT OF 6'-10" AND THUS OUT OF PEDESTRIAN
REACH. CONTRACTOR SHALL WORK WITH LANDSCAPE
ARCHITECT ON THE FABRICATION AND PLACEMENT OF A 6" X 4"
WARNING SIGN THAT READS "CAUTION HOT - DO NOT TOUCH".

9. FIRE COLUMN TO HAVE AN EASILY ACCESSIBLE SHUTOFF VALVE
IN THE EVENT OF AN EMERGENCY. DESIGN OF FIRE COLUMN
SHALL CONFORM TO ALL LOCAL AND STATE ORDINANCES AND
SAFETY CODES.

10. EMERGENCY SHUTOFF  TO BE WOODLAND DIRECT ITEM #4500684
OR EQUAL APPROVED BY LANDSCAPE ARCHITECT. EMERGENCY
SHUTOFF SHOULD BE FLUSH WITH ADJACENT GRANITE FACADE.
PRIOR TO CONSTRUCTION THE CONTRACTOR SHALL VERIFY THE
NEEDED HOUSING DEPTH OF BOTH THE TIMER AND SHUTOFF IN
ORDER TO ACHIEVE A FLUSH CONDITION.

11. CONTRACTOR TO REFER TO SHEETS C-1.0 (UTILITY PLAN) FOR
NATURAL GAS LINE SERVICE, AND SE-3 (SITE PLAN - POWER) FOR
POWER SERVICE. SEE NOTES BELOW FOR FURTHER POWER
SUPPLY AND TIMER SPECIFICATIONS.

SIGN NOTES:
1. "PCTC" PARK ENTRANCE SIGNAGE TO BE PLACED ONLY ON ONE

SIDE PER BOTH COLUMNS.
2. "PCTC" PARK ENTRANCE SIGNAGE TO BE PLACED ON SIDE OF

COLUMN THAT FACES THE ADJACENT PARKING.

POWER/TIMER NOTES:
1. FOR GAS IGNITER/POWER SUPPLY LOCATION

THE CONTRACTOR SHALL REFER TO SITE
ELECTRICAL DRAWING SE-3

2. FIRE COLUMN TO BE DESIGNED WITH AN
AUTOMATIC TIMER. CONTRACTOR TO SET
OPERATIONAL HOURS PER THE OWNER'S
REPRESENTATIVE.

3. AUTOMATIC TIMER SHALL BE HARDWIRED
AND LOCATED INSIDE OF THE UTILITY
CLOSET AT THE BACK OF THE STAGE.

4. AUTOMATIC TIMER TO BE 24 HR & 7 DAYS/WEEK
"AUTOMATIC TIMER KIT" BY BELL & GOSSETT
OR EQUAL APPROVED BY LANDSCAPE ARCH.
WWW.GRAINGER.COM
ITEM # 4RD21
MFR. MODEL # 113210
CATALOG PG. # 2650
UNSPSC # 39121523

2" CAP
OVERHANG ON
ALL SIDES

1
2
"

2'-0" TOP OF
COLUMN

3'-0" BOTTOM
OF COLUMN5

'-6
" 

H
E

IG
H

T
 O

F
 C

O
L
U

M
N

1
0
'-1

0
"

FRONT ELEVATION

SCALE: 12" = 1'-0"

SIDE ELEVATION

SCALE: 12" = 1'-0"

4
8
"

1'-6"

FLAMED GRANITE
FACADE. RECTANGULAR

CUT. FLAMED FINISH

48" HT. X 18" SQ. FIRE COLUMN
TO BE VORTEX FIRE OR EQUAL

APPROVED BY LANDSCAPE
ARCHITECT

GRANITE CAP3'-0"

3
'-0

"

PLAN VIEW

SCALE: 12" = 1'-0"

4" GRANITE CAP

48" HT. X 18" SQ.
VORTEX FIRE OR EQUAL

APPROVED BY
LANDSCAPE ARCHITECT.

PARK ENTRANCE SIGN
(SEE PARK ENTRANCE

SIGN DETAIL)

BATTERED COLUMN
WITH FLAMED

GRANITE FACADE

FINISHED GRADE

12" HT. X 18" SQ.
STAINLESS STEEL BASE
WITH ETCHED WARNING

4" GRANITE CAP

48" HT. X 18" SQ.
VORTEX FIRE OR EQUAL

APPROVED BY
LANDSCAPE ARCHITECT.

PARK ENTRANCE SIGN
(SEE PARK ENTRANCE

SIGN DETAIL)

BATTERED COLUMN
WITH FLAMED

GRANITE FACADE

FINISHED GRADE

12" HT. X 18" SQ.
STAINLESS STEEL BASE
WITH ETCHED WARNINGCAUTION HOT - DO NOT TOUCH CAUTION HOT - DO NOT TOUCH

EMERGENCY SHUTOFF WITH
KEY ON BACKSIDE, FLUSH

WITH GRANITE FACADE
6"-10"

6
"-

1
0
"

(4) 1/2" DIAMETER STAINLESS STEEL
HILTI HIT-HY 200 ADHESIVE

ANCHORS FOR FIRE COLUMN
ATTACHMENT, THROUGH GRANITE

CAP, INTO CONCRETE COLUMNS,
4-1/2" EMBEDMENT.

COORDINATE WITH
VORTEX FIRE COLUMN

MANUFACTURER

1
'-0

"

PARK ENTRANCE SIGN
SCALE: 1" = 1'-0"

SIDE SECTION - SIGN
ATTACHMENT

SCALE: 1" = 1'-0"

5"

6
"

2
'-6

"

2
'-6

"

73
4"

1
4" THICK

STAINLESS STEEL
PLATE. ENTRANCE

PLANT SIGNAGE
TO MATCH ANGLE

PROFILE OF
COLUMN

3" GRANITE
FACADE

STAINLESS STEEL
1
2" DIAMETER BOLT

1" GAP

2"

1'-3"

LASER CUT
LETTERS.
"OPTIMA"
FONT, 4"
HEIGHT.

CENTERED
ON PLATE

1
4" STAINLESS
STEEL PLATE

1
2" DIAMETER

BOLT

CAUTION HOT - DO NOT TOUCH

12" HT. X 18" SQ. STAINLESS
STEEL BASE WITH ETCHED

"CAUTION HOT - DO NOT
TOUCH" WARNING.
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CONSTRUCTION DETAILS

As Noted

1
ENTRANCE COLUMNS
AS NOTED
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4" ALUMINUM
SUPPORTING CROSS

BRACING, TYP.
POWDER COATED SILVER

4" WIDE FRAME. POWDER
COATED SILVER

CENTRAL PLATE. ALUMINUM
POWDER COATED SILVER

OUTSIDE ALUMINUM LIGHT
PENDANT. 3" DIA. x 18" LONG.

TOTAL QTY. OF OUTER
PENDANTS EQUALS 20. OUTER

PENDANTS TO BE SPACED
APPROXIMATELY 14" O.C.

INSIDE ALUMINUM LIGHT
PENDANT. 3" DIA. x 18"
LONG. TOTAL QTY. OF
INTERNAL PENDANTS

EQUALS 34.

48"

42"

36"

4" ALUMINUM FRAME.
POWDER COATED SILVER

METAL ROD TO PREVENT
PENDANT FROM SWINGING IN

THE WIND. LENGTH VARIES
(18", 24" or 30")

3" DIA. x 18" LONG
ALUMINUM LIGHT PENDANT

PLAN VIEW

SCALE: 12" = 1'-0"

SECTION

SCALE: 12" = 1'-0"

NOTES:
1. SEE ELECTRICAL ENGINEER DRAWINGS (SHT. SE-3, SITE PLAN - POWER) FOR LOCATION OF

POWER SUPPLY. CIRCUIT TO BE PULLED FROM BUILDING 400'S (RESTAURANT) HOUSE PANEL
(PROVIDED BY OTHER).

2. POWER SUPPLY TO ATTACH TO CATENARY CABLE WIRE.
3. EACH FIXTURE TO HAVE A SINGLE LED LIGHT (4000K).
4. BOTTOM OF LOWEST PENDANT ON CHANDELIER TO BE +/- 10'-0" FROM FINISHED GRADE.

LOCATION OF THE CHANDELIER IS NOT WITHIN A FIRE TRUCK ACCESS EASEMENT.
5. CHANDELIER'S MAXIMUM WEIGHT SHALL NOT EXCEED 500 LBS. IF CHANDELIER IS COMING IN

OVERWEIGHT THEN THE FABRICATOR SHALL CONSULT WITH THE LANDSCAPE ARCHITECT ON
METHODS TO REDUCE LOADS.
CHANDELIER TO BE SUPPORTED BY A CATENARY CABLE WIRE SYSTEM. CATENARY WIRE TO
BE 3/8" DIAMETER 7x19 GALVANIZED OR STAINLESS STEEL AIRCRAFT CABLE EQUIVALENT OR
BETTER.

6. CHANDELIER TO HAVE A MINIMUM OF FOUR POINTS OF CONNECTION. CATENARY WIRE
SYSTEM TO ANCHOR TO ADJACENT BUILDINGS AND THE CONTRACTOR SHALL REFERENCE
ARCHITECTURE ELEVATIONS (THIS SHEET) FOR MOUNTING BRACKET/ATTACHMENT
LOCATIONS.

7. CHANDELIER TO MEET ALL WIND LOAD REQUIREMENTS.
8. ALL HARDWARE (INCLUDING, BUT NOT LIMITED TO, WASHERS, NUTS, BOLTS, WIRES, ETC.) TO

BE CONCEALED AND NON-VISIBLE FROM ALL PEDESTRIAN VIEWPOINTS.
9. ALL CHANDELIER COMPONENTS TO BE WATERPROOF.
10. CONTRACTOR TO INCLUDE IN BID ALL DELEGATED DESIGN RESPONSIBILITIES.

EYE BOLT, TYP.

EYE BOLTS

3/8" DIAMETER 7x19
GALVANIZED OR STAINLESS

STEEL AIRCRAFT CABLE
EQUIVALENT OR BETTER.

13"

BOTTOM OF CHANDELIER
SET AT 10'-0" A.F.F.

3"
OPEN BOTTOM

1
8

"

18" x 3" DIAMETER
ALUMINUM PENDANT.

POWDER COATED SILVER

PERFORATIONS IN ALUMINUM

VARY IN SIZE. (1
2" - 1")

HOLLOW METAL ROD TO
PREVENT PENDANT FROM

SWINGING IN THE WIND

CHANDELIER INSPIRATION IMAGE

LIGHT FIXTURE ENLARGEMENT
SCALE: AS NOTED

L
E
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G

T
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A
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E

C
T

IO
N

)

CATENARY CABLE ATTACHMENT AXON
SCALE: NOT TO SCALE

NOTES:
1. HEAVY DUTY CABLE CLIPS TO BE WIRE ROPE

PLATED AND GALVANIZED CLIPS FF-C-450 BY
LEXCO CABLE OR EQUAL APPROVED.

2. HEAVY DUTY CABLE SEALS/SADDLE CLIPS TO
BE INSTALLED PER MANUFACTURER'S
RECOMMENDATION.

FROSTED LENS AT TOP OF
PEDULUM TO OBSCURE

DIRECT LED LIGHT SOURCE.

CONTRACTOR TO RUN WIRING
FOR LED LIGHT THROUGH

HOLLOW METAL ROD.

SINGLE LED LIGHT (400K)

DEAD END OF ROPE

HEAVY DUTY 38" CABLE
SADDLE CLAMP OR
EQUAL APPROVED.

MINIMUM QTY. 3 CLAMPS
PER LIVE END OF CABLE.

3
8" DIAMETER 7x19
GALVANIZED OR
STAINLESS STEEL
AIRCRAFT CABLE
EQUIVALENT OR
BETTER.

BRACKET
ATTACHED

TO BUILDING
FACADE.

(BY OTHERS -
SEE LIGHTING

SUPPORT
DETAIL

THIS SHT.)

BUILDING 500 RESTAURANT - MOUNTING BRACKET LOCATIONS (NOT TO SCALE)
ARCHITECTURAL DRAWINGS ARE THE SOLE OWNERSHIP OF

LYMON DAVIDSON DOOLEY, INC.

BUILDING 400 RESTAURANT - MOUNTING BRACKET LOCATIONS (NOT TO SCALE)
ARCHITECTURAL DRAWINGS ARE THE SOLE OWNERSHIP OF

LYMON DAVIDSON DOOLEY, INC.

NOTES:
1. DRAWINGS ARE FOR REFERENCE PURPOSES ONLY. LIGHTING

SUPPORT BRACKETS ARE NOT IN THE TOWN GREEN
CONTRACTOR'S SCOPE OF WORK, AND SHOULD BE EXCLUDED
FROM THE CONTRACTOR'S BID PACKAGE.

2. CONTRACTOR TO REFERENCE THE ARCHITECTURAL
ELEVATIONS BELOW FOR MOUNTING BRACKET AND
ATTACHMENT LOCATIONS.

3. ARCHITECTURAL DRAWINGS ARE THE SOLE OWNERSHIP OF
LYMAN DAVIDSON DOOLEY, INC. CONTACT:
BEN STARKS
LDDI - PROJECT MANAGER FOR THE RESTAURANTS
PH: 770.874.7435
EMAIL: STARKSB@LDDI-ATL.COM

LIGHTING SUPPORT DETAIL (NOT TO SCALE)
ARCHITECTURAL DRAWINGS ARE THE SOLE OWNERSHIP OF

LYMON DAVIDSON DOOLEY, INC.
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CONSTRUCTION DETAILS

As Noted

1
CHANDELIER
AS NOTED
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1
'-6

"
3
"

R1"

CENTER TABLE
SCALE: 1" = 1'-0"

6
" 

T
Y

P
. 2X6 IPE WOOD FACADE.

2" STAINLESS STEEL DECK
SCREW. PRE-DRILL AND

COUNTERSINK ALL SCREWS.
ALIGN ALL SCREWS VERTICALLY

AND HORIZONTALLY.

1" THICK IPE WOOD FURRING
STRIP, TYP. FURRING STRIP TO

BE ATTACHED TO CONCRETE
WITH A RAMSET NAILER.

3500 PSI C.I.P. CONCRETE
SEAT WALL WITH MICROMESH

ADDITIVE. (12 LB BAG PER
CUBIC YARD)

(4) 1/2" J-BOLT, STAINLESS
STEEL, PRE-EMBEDDED.

6" EMBEDMENT, TYP.

(4) #4 E.W. TOP & BOTTOM

LIGHT - SEE ELECTRICAL PLANS

3'-7"

1
'-6

"

3'-21
2" 4'-0" 3'-21

2"

30"

1
2" DIAMETER HOLES

1
2

"

1
2" STAINLESS STEEL PLATE

SCULPTURE BASE PLATE - PLAN VIEW

SCALE: 12" = 1'-0"

SCULPTURE ATTACHMENT

SCALE: 12" = 1'-0"

TERRA SCULPTURE'S
"EMBRACE" OR

EQUAL APPROVED
BY LANDSCAPE

ARCHITECT

FILL VOID WITH
MEXICAN RIVER STONE

(NON-MORTARED)

1
2" STAINLESS
STEEL PLATE

ARTWORK TO BE TERRA
SCULPTURE'S

"EMBRACE" OR EQUAL
APPROVED BY

LANDSCAPE ARCHITECT.
(SEE SCULPTURE

ATTACHMENT DETAIL
AND NOTES FOR

FURTHER INFORMATION)

GRANITE FINES
(SEE TYPICAL

GRANITE FINES
DETAIL)

CENTER TABLE
(SEE CENTER
TABLE DETAIL

THIS SHEET)

WOOD BENCH & WALL, TYP.
 (SEE WOOD BENCH & WALL

DETAIL)

ADJACENT LANDSCAPE
(SEE PLANTING PLAN)

ELEVATION

SCALE: 12" = 1'-0"

26"+/-

(4) 12" J-BOLT, STAINLESS
STEEL, PRE-EMBEDDED.

6" EMBEDMENT, TYP.

1" x 1" PLATE RISERS

CENTER TABLE,
SEE DETAIL

8
"+

/-

10'-5"

1
'-6

"

1
'-6

"

WOOD BENCH/WALL, TYP.
 (SEE WOOD BENCH/WALL DETAIL)

GRANITE FINES (SEE TYPICAL
GRANITE FINES DETAIL)

CENTER TABLE (SEE TYPICAL
CENTER TABLE DETAIL)

CENTRAL CUTOUT FOR
ARTWORK INSTALLATION.

CONCRETE STAIRS, TYP.
(SEE TYPICAL CONCRETE

STAIRS DETAIL)

ADJACENT LANDSCAPE, TYP.
(SEE PLANTING PLANS)

CONCRETE SIDEWALK (PLAIN)
(SEE TYPICAL CONCRETE

SIDEWALK DETAIL)

PLAN VIEW

SCALE: 14" = 1'-0"

A A'

6
'-0

"
3
'-0

"
6
'-0

"

6'-0" 3'-0" 6'-0"

4'-0"

4
'-0

"

FILL VOID WITH
MEXICAN RIVER STONE

(NON-MORTARED)" STAINLESS
STEEL PLATE

STYLE

TERRA SCULPTURE'S
"EMBRACE"

HEIGHT

5'-8"

WIDTH

2'-6"

BASE

30" X 12"

PRICE

$3,520

QUANTITY

1

COLORS/FINISH

BRUSHED STAINLESS
STEEL

SCULPTURE DETAILS

1" x 1" PLATE RISERS

CONCRETE STAIR - WOOD BENCH
SCALE: 1" = 1'-0"

GRANITE FINES (SEE TYPICAL
GRANITE FINES DETAIL)

WOOD BENCH/WALL BEYOND

CONCRETE STAIRS (SEE TYPICAL
CONCRETE STAIR DETAIL)

ADJACENT CONCRETE
SIDEWALK. SEE TYPICAL

CONCRETE DETAILS

EXPANSION JOINT (SEE TYPICAL
EXPANSION JOINT DETAIL)

1
8

"

3" GRANITE FINES. (SEE
TYPICAL GRANITE

FINES DETAIL)

2" STAINLESS STEEL DECK SCREW. PRE-DRILL AND COUNTERSINK
ALL SCREWS. ALIGN ALL SCREWS VERTICALLY AND HORIZONTALLY.

2X6 IPE WOOD FACADE.

1" THICK IPE WOOD FURRING STRIP, TYP. FURRING STRIP
TO BE ATTACHED TO CONCRETE WITH A RAMSET NAILER.

8" COMPACTED BASE, #57
STONE. 95% STANDARD
PROCTOR TEST

6" PERFORATED SOCK PIPE.
PIPE TO TIE INTO OVERALL

DRAINAGE SYSTEM. (SEE
SUPPLEMENTAL GRADING

AND DRAINAGE PLANS)

FILTER FABRIC

FINISHED GRADE

3500 PSI C.I.P. CONCRETE
SEAT WALL WITH

MICROMESH ADDITIVE. (1
2 LB

BAG PER CUBIC YARD)

#4 REBAR 18" O.C. BOTH WAYS

4"THICK X 12" DEPTH X 18" LENGTH GRANITE CAP. CUT
EDGE OF GRANITE CAP TO MATCH ANGLE OF SEAT
BACK. SEE NOTES FOR GRANITE SPECIFICATIONS.

1" OVERHANG
12"

15"

100°

1
2

"
8

"

70°

R1"

1% SLOPE 1% SLOPE

WOOD BENCH/WALL
SCALE: 2" = 1'-0"

W
A

L
L

H
E

IG
H

T
V

A
R

IE
S

G
R

A
N

IT
E

V
E

N
E

E
R

T
O

E
X

T
E

N
D

B
E

L
O

W
G

R
A

D
E

M
IN
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8

"

SEE GRADING AND DRAINAGE
PLAN FOR TOP OF WALL AND
BOTTOM OF WALL HEIGHTS.

NATIVE GRADE OR
COMPACTED SUBGRADE.

95% STANDARD
PROCTOR TEST

3
"

3"

8" UNCOMPACTED #57 STONE

UNCOMPACTED #57 STONE

6" PERFORATED SOCK PIPE.
PIPE TO TIE INTO OVERALL
DRAINAGE SYSTEM. (SEE
SUPPLEMENTAL GRADING
AND DRAINAGE PLANS)

ADJACENT
LANDSCAPE

MASONRY TIES AS NEEDED

3" GRANITE FACADE.
RECTANGULAR CUT.
FLAMED FINISH
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03/28/2018

L-7.08

CONSTRUCTION DETAILS

As Noted

1
SUNKEN SITTING AREA
AS NOTED

NOTES:
1. WALL HEIGHT VARIES, SEE

GRADING PLAN FOR TOP OF WALL
ELEVATION AND ADJACENT
SURFACE/GRADE ELEVATIONS.

2. ALL MORTAR JOINTS TO BE A
CONSISTENT 1/4" - 1/2" THICK
FILLED WITH 3,500 PSI GROUT
WITH LATICRETE ADDITIVE

3. ALL GRANITE (VENEER AND CAPS)
TO BE ELBERTON GRAY GRANITE
OR EQUAL.

4. GRANITE  VENEER ON FACE OF
WALLS TO BE RECTANGULAR CUT
BLOCK. FLAMED FINISH.

5. ALL WALL CAPS TO BE FLAMED
GRANITE 4" THICK, 12" DEEP, AND
WIDTH TO BE EQUALLY SIZED
BETWEEN 18-24".

6. EACH CAP STONE TO BE MOUNTED
WITH TWO 4" STAINLESS STEEL
DOWELS SET IN 3,500 PSI GROUT
WITH LATICRETE ADDITIVE.

7. CONTRACTOR TO SUBMIT SAMPLE
OF GRANITE VENEER TO
LANDSCAPE ARCHITECT FOR
APPROVAL.

8. IPE WOOD FINISH IN SUNKEN
SEATING AREA TO MATCH WOOD
DECK.
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5/8x6 IPE DECKING

2x6 PRESSURE TREATED

PINE JOIST, TYP.

4x10 PRESSURE TREATED

PINE BEAM, TYP.

10" DIAMETER CONCRETE

SONOTUBE, TYP.

STRINGER - ATTACH WITH HANGERS

GRANITE WALL

CONTINUOUS STRINGER AT

TRANSITION BETWEEN

CONCRETE AND DECKING.

IPE DECKING TO NAIL DOWN

TO STRINGER EDGE

CONTINUOUS 4x10 PRESSURE TREATED

PINE LEDGER. ATTACH LEDGER TO

GRANITE WALL USING 6" LONG x 

1

2

" WIDE

GALVANIZED LAG BOLTS.

3'x3' TREE GRATE (SEE TREE GRATE

IN WOOD DECKING FOR FRAMING

AND INSTALLATION)

2x6 PRESSURE TREATED

PINE BLOCKING, TYP.

6

'

-

0

"

 

O

.

C

.

1

6

"

 

O

.

C

.

2X6 BLOCKING AS NEEDED

PLAN VIEW

SCALE: 

1

4

" = 1'-0"

SEE ENLARGEMENT

NON-VISIBLE C.I.P. CONCRETE WALL

NON-VISIBLE C.I.P. CONCRETE WALL

HANDRAIL. SEE DETAIL 3/L-7.02

FOR SPECIFICATIONS

NOTES:

1. CONTRACTOR TO SUBMIT SHOP DRAWINGS STAMPED

BY A STRUCTURAL ENGINEER. STRUCTURAL

ENGINEER TO SIGN OFF ON ALL DECK LOADS AND

WALL SIZING.

2. CONTRACTOR TO INCLUDE IN BID ALL DELEGATED

DESIGN RESPONSIBILITIES.

3. ALL IPE WOOD DECKING TO BE FINISHED WITH

DECKWISE'S "IPE OIL HARDWOOD FINISH" OR EQUAL

APPROVED BY LANDSCAPE ARCHITECT.

PH: 1.866.427.2547

EMAIL: INFO@DECKWISE.COM

WWW.DECKWISE.COM

4. ALL HARDWARE SHALL BE CENTERED AND ALIGNED

VERTICALLY.

5. IPE DECKING TO HAVE 

1

8

"  GAP BETWEEN BOARDS.

6. CONTRACTOR TO SUBMIT SAMPLE OF IPE DECKING

WITH FINISH TO LANDSCAPE ARCHITECT FOR

APPROVAL PRIOR TO CONSTRUCTION.

7. ALL VISIBLE HARDWARE TO BE STAINLESS STEEL.

8. ALL NONVISIBLE HARDWARE TO BE GALVANIZED

STEEL.

9. DECK BOARD JOINTS TO BE STAGGERED. MINIMUM

JOINT SPACING 64" O.C.

10. FOR LAYOUT/STAKING PLAN, AQUIRE CAD FILE FROM

LANDSCAPE ARCHITECT.

5/8x6 IPE

DECKING

ALL VISIBLE

HARDWARE TO BE

STAINLESS STEEL. ALL

HARDWARE SHALL BE

CENTERED AND

ALIGNED VERTICALLY.

DECK BOARD JOINTS TO

BE STAGGERED.

MINIMUM JOINT

SPACING 64" O.C.

DECK BOARD AND

HARDWARE ALIGNMENT

ENLARGEMENT

SCALE: 

1

2

" = 1'-0"

Peachtree Corners

Town Green

Peachtree Corners, GA

City of Peachtree Corners

310 Technology Parkway
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CONSTRUCTION DETAILS

As Noted

1

WOOD DECK

AS NOTED
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2x6 PRESSURE TREATED PINE JOIST, TYP.

5/8x6 IPE DECKING

CONCRETE SONOTUBE. SEE DETAIL THIS SHEET

STRINGER - ATTACH

WITH BOLTS

EAST STAIR SECTION E - E')

SCALE: 1" = 1'-0"

6
"

6
"

1'-0"

R

 

1

2

"

1

2

"

ADJACENT PAVEMENT

TO EXTEND 12" UNDER

STRINGER

GRANITE WALL BEYOND

LIGHT CENTERED ON

WALL. SEE ELECTRICAL

NATIVE GRADE OR COMPACTED

SUBGRADE. 98% STANDARD

PROCTOR TEST

CONCRETE SONOTUBE

SCALE: 1" = 1'-0"

10" DIAMETER CONCRETE

SONOTUBE

FILTER FABRIC TO BE LOCATED

UNDERNEATH DECKING ONLY -

TURN UP AT EDGES

FINISHED GRADE AND/OR

GRAVEL FILL

U-SHAPED GALVANIZED STEEL

ANCHOR

4X10 PRESSURE TREATED

PINE BEAM

4X6 PRESSURE TREATED

PINE JOIST

5

8

X6 IPE DECKING

1
'
-
6

"

B
E

L
O

W
 
F

I
N

I
S

H
E

D

G
R

A
D

E

2x6 PRESSURE TREATED

PINE JOIST, TYP.

5/8x6 IPE DECKING

2x10 PRESSURE TREATED

PINE BEAM

EDGE SECTION (D - D')

SCALE: 1" = 1'-0"

R

 

1

2

"

2x4 PRESSURE TREATED

PINE FURRING STRIP

NON-VISIBLE C.I.P.

CONCRETE WALL - SEE

DETAIL THIS SHEET

GALVANIZED STEEL ANCHOR

2
'
-
6

"

12"

ADJACENT PAVEMENT

TO EXTEND 12" UNDER

EDGE

2x6 IPE FASCIA BOARD

5/8x6 IPE DECKING, TYP.

4x10 PRESSURE TREATED

PINE BEAM, TYP.

1
'
-
6

"

1
'
-
6

"

5'-0"

R

 

1

2

"

1

2

"

NON-VISIBLE C.I.P.

CONCRETE WALL - SEE

DETAIL THIS SHEET

U-SHAPED GALVANIZED

STEEL ANCHOR

CONCRETE SONOTUBE. SEE

DETAIL THIS SHEET

WEST PLATFORM SECTION (B - B')

SCALE: 1" = 1'-0"

4x12 PRESSURE

TREATED PINE LEDGER.

ADJACENT PAVEMENT TO

EXTEND 12" UNDER EDGE

1'-0"

2x6 PRESSURE TREATED

PINE JOIST, TYP.

6x6 PRESSURE TREATED

PINE POST, TYP.

GRANITE WALL BEYOND

ELECTRICAL OUTLET

LIGHT CENTERED ON

WALL. SEE ELECTRICAL

2x6 PRESSURE TREATED

PINE JOIST, TYP.

5/8x6 IPE DECKING, TYP.

4x10 PRESSURE TREATED

PINE BEAM, TYP.

STRINGER - ATTACH WITH

BOLTS

6
"

6
"

6
"

1'-0"1'-0"3'-0"

1

2

"

R

 

1

2

"

NON-VISIBLE C.I.P.

CONCRETE WALL - SEE

DETAIL THIS SHEET

U-SHAPED GALVANIZED STEEL

ANCHOR

1'-0"

CONCRETE SONOTUBE. SEE

DETAIL THIS SHEET

ADJACENT PAVEMENT TO

EXTEND 12" UNDER STRINGER

WEST STAIR SECTION (A - A')

SCALE: 1" = 1'-0"

GRANITE WALL BEYOND

TREE GRATE FRAMING

SCALE: 1" = 1'-0"

4x10 PRESSURE TREATED

PINE BEAM

TREE - SOIL AMENDMENTS AND

BACKFILL (SEE PLANTING PLAN

AND DETAILS)

2x6 PRESSURE TREATED

PINE JOIST, TYP.

5/8x6 IPE DECKING

NATIVE GRADE OR

COMPACTED SUBGRADE.

98% STANDARD PROCTOR TEST

 3x1x

1

4

" THICK ANGLE

IRON. ANCHOR TO 2x4

PINE JOIST WITH 

1

4

"

GALVANIZED LAG BOLT

SPACED 12" O.C. PRIME

AND PAINT TO MATCH

METAL TREE GRATE.

3'x3' 'JAMISON' TREE GRATE.

SEE TYP. TREE GRATE

DETAIL FOR SPECIFICATIONS

EDGE TO BE FLUSH

WITH DECKING

FILTER FABRIC

TREE THROUGH DECK

(SEE PLANTING PLAN)

SECTION KEY

SCALE: 1" = 10'-0"

EAST STAIR

SECTION

E E'

E

D

G

E

S

E

C

T
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O

N

D

D

'

W
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S
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P
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B
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R

S
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A

A

'

E

N

T
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E

 

D

E

C

K

 

S
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C

T

I

O

N

C

C

'

8" 8"14"

H
E

I
G

H
T

 
O

F

W
A

L
L

V
A

R
I
E

S
 
(
S

E
E

G
R

A
D

I
N

G

P
L
A

N
)

NATIVE GRADE OR COMPACTED SUBGRADE.

95% STANDARD PROCTOR TEST

6
"

3"

3500 PSI C.I.P. CONCRETE FOOTER

AND WALL MICROMESH ADDITIVE

(

1

2

 LB BAG PER CUBIC YARD)

8
"

6" COMPACTED BASE, #57 STONE.

95% STANDARD PROCTOR TEST

6" 'MULTIFLOW' DRAIN PIPE OR 4" SOCK

PIPE. MIN. 1% SLOPE. TIE INTO STORM

DRAIN SYSTEM. INSTALL PER

MANUFACTURER'S RECOMMENDATIONS

#57 WASHED STONE

#4 REBAR, 12" O.C. BOTH WAYS

FILTER FABRIC

T
O

P
 
O

F

C
O

N
C

R
E

T
E

F
O

O
T

E
R

 
1
2

"

B
E

L
O

W

F
I
N

I
S

H
E

D

G
R

A
D

E

NON-VISIBLE C.I.P. CONCRETE WALL

SCALE: 1" = 1'-0"

6"-8"

2x6" IPE FASCIA BOARD

5/8x6" IPE DECKING

OVERLAPPING

CHECKERBOARD

PATTERN AT CORNERS

CORNER DETAIL

AXON NTS

NOTES:

1. CONTRACTOR TO SUBMIT SHOP DRAWINGS STAMPED

BY A STRUCTURAL ENGINEER. STRUCTURAL

ENGINEER TO SIGN OFF ON ALL DECK LOADS AND

WALL SIZING.

2. CONTRACTOR TO INCLUDE IN BID ALL DELEGATED

DESIGN RESPONSIBILITIES.

3. ALL IPE WOOD DECKING TO BE FINISHED WITH

DECKWISE'S "IPE OIL HARDWOOD FINISH" OR EQUAL

APPROVED BY LANDSCAPE ARCHITECT.

PH: 1.866.427.2547

EMAIL: INFO@DECKWISE.COM

WWW.DECKWISE.COM

4. ALL HARDWARE SHALL BE CENTERED AND ALIGNED

VERTICALLY.

5. IPE DECKING TO HAVE 

1

8

"  GAP BETWEEN BOARDS.

6. CONTRACTOR TO SUBMIT SAMPLE OF IPE DECKING

WITH FINISH TO LANDSCAPE ARCHITECT FOR

APPROVAL PRIOR TO CONSTRUCTION.

7. ALL VISIBLE HARDWARE TO BE STAINLESS STEEL.

8. ALL NONVISIBLE HARDWARE TO BE GALVANIZED

STEEL.

9. DECK BOARD JOINTS TO BE STAGGERED. MINIMUM

JOINT SPACING 64" O.C.

10. FOR LAYOUT/STAKING PLAN, AQUIRE CAD FILE FROM

LANDSCAPE ARCHITECT.
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CONSTRUCTION DETAILS

As Noted

1

WOOD DECK

AS NOTED
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ENTIRE DECK SECTION (C - C')

SCALE: 

3

4

" = 1'-0"

5/8x6 IPE DECKING, TYP.

STRINGER - ATTACH

WITH BOLTS

2x6 PRESSURE TREATED

PINE JOIST, TYP.

4x10 PRESSURE TREATED

PINE BEAM, TYP.

CONCRETE SONOTUBE.

SEE DETAIL 1/L-7.10

TREE GRATE FRAMING.

SEE DETAIL 1/L-7.10

ADJACENT PAVEMENT. SEE PLANS

ADJACENT

PAVEMENT,

SEE

PLANS.

EXTEND

12"

UNDER

STRINGER

6
"

1'-0"

6
"

1'-0"

1

2

"
R 

1

2

"

1'-0"

6
"

TURN DOWN EDGE

GALVANIZED JOIST HANGER.

INSTALL WITH RAMSET NAILER.

MIN. 2.5" FASTENER

1
'
-
4

"

9"6"

4" COMPACTED BASE. #57 STONE

95% STANDARD PROCTOR TEST

NON-VISIBLE C.I.P.

CONCRETE WALL -

SEE DETAIL

(1/L-7.10)

DECK EDGE/WALL

BEYOND

LIGHT CENTERED ON

WALL. SEE ELECTRICAL
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CONSTRUCTION DETAILS

As Noted

1

WOOD DECK

AS NOTED
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2x6 PRESSURE TREATED

PINE JOIST, TYP.

5/8x6 IPE DECKING

8" IPE VENEER TO MATCH

DECKING

EDGE SECTION (B - B')

SCALE: 1" = 1'-0"

1

2

"

2x8 PRESSURE TREATED

PINE JOIST, TYP.

5

4

x6 IPE DECKING

2x6 PRESSURE TREATED

PINE JOIST, TYP.

4x10 PRESSURE TREATED

PINE BEAM. TYP.

10" DIAMETER CONCRETE

SONOTUBE, TYP.

CONTINUOUS STRINGER AT

TRANSITION BETWEEN

PAVERS AND DECKING. IPE

DECKING TO NAIL DOWN TO

STRINGER EDGE

3'x3' TREE GRATE (SEE

TREE GRATE IN WOOD

DECKING FOR FRAMING

AND INSTALLATION)

2x6 PRESSURE TREATED

PINE BLOCKING, TYP.

PLAN VIEW

SCALE: 

1

4

" = 1'--0"

1 

1

2

" SCHEDULE 40

(1.9" OVERALL

DIAMETER

STAINLESS STEEL

PIPE POST

B

B

'

E

D

G

E

 
S

E

C

T

I
O

N

A

A

'

SEE ENLARGEMENT

5/8x6 IPE

DECKING

ALL VISIBLE

HARDWARE TO BE

STAINLESS STEEL. ALL

HARDWARE SHALL BE

CENTERED AND

ALIGNED VERTICALLY.

DECK BOARD JOINTS TO

BE STAGGERED.

MINIMUM JOINT

SPACING 64" O.C.

DECK BOARD AND

HARDWARE ALIGNMENT

ENLARGEMENT

SCALE: 

1

2

" = 1'-0"

2x8 PRESSURE TREATED

PINE JOIST, TYP.

5/8x6 IPE DECKING

8" IPE VENEER TO

MATCH DECKING

ENTIRE BOARDWALK SECTION (A - A')

SCALE: 1" = 1'-0"

TREE GRATE FRAMING.

SEE DETAIL 1/L-7.10
2x6 PRESSURE TREATED

PINE JOIST, TYP.

2" DIAMETER STAINLESS STEEL #4

FINISH TOP CAP TIG WELDED TO TIP PIN

3

16

" DIAMETER STAINLESS STEEL #316

CABLE 3" O.C. INSTALL CABLE FITTING

EACH TERMINAL POST

1 

1

2

" SCHEDULE 40 (1.9" OVERALL

DIAMETER STAINLESS STEEL PIPE POST

WITH MACHINED CABLE HOLES 3" O.C.

GROUND PLANE

6X6 PRESSURE TREATED

BLOCKING (ATTACHED TO JOISTS)

5" STAINLESS STEEL LAG

BOLTS (4 PER POST)

1

2

" STAINLESS STEEL

BASE PLATE -

WELDED TO POST

9
"

GALVANIZED STEEL

ANCHOR

CONCRETE SONOTUBE.

SEE DETAIL 1/L-7.10

4x10 PRESSURE

TREATED PINE BEAM

ADJACENT PAVEMENT. SEE PLANS

TURN DOWN EDGE

GALVANIZED JOIST HANGER.

INSTALL WITH RAMSET NAILER.

MIN. 2.5" FASTENER

1
'
-
4

"

9"6"

4" COMPACTED BASE. #57 STONE

95% STANDARD PROCTOR TEST
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CONSTRUCTION DETAILS

As Noted

1

WOOD BOARDWALK

AS NOTED
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FOUNTAIN INSPIRATION IMAGE

SPLASH PAD: PLAN VIEW

SCALE: 

1

4

" = 1'-0"

6

"

2

0

'

-

1

0

"

2

'
-

6

"

1

'
-

0

"

,

T

Y

P

.

4

'
-

6

"

4

'

-

4

"

MEXICAN RIVER

STONE PAVING

(SEE TYPICAL DETAIL)

FLUSH MOUNTED

JET POD SPRAY

NOZZLE OR SIMILAR

CONCRETE BAND

(INTEGRAL COLOR)

CONCRETE PAVERS

(SEE TYPICAL DETAIL)

OUTERMOST JET POD SPRAY

SET AT A HEIGHT OF 1'-6"

INNERMOST JET POD

SPRAY SET AT A

HEIGHT OF 12'-0"

EXTENT OF

CONCRETE BASE. TO

BE DETERMINED BY

FOUNTAIN DESIGNER

RIDGELINE OF WATER

DRAINAGE

TO BE DETERMINED BY

FOUNTAIN DESIGNER

NOTES:

1. THE SPLASHPAD WATER FEATURE IS A "DRY DECK" INTERACTIVE

STYLE FOUNTAIN WITH FLUSH MOUNT NOZZLES LAID OUT IN A SPIRAL

PATTERN. THE LINEAR LENGTH OF THE SPIRAL'S CENTERLINE IS

APPROXIMATELY 72'-0"

2. INTERACTIVE SPLASH PAD TO HAVE FORTY-TWO (42) JET PODS SPRAY

NOZZLES.

3. SPRAY NOZZLES TO BE SPACED APPROXIMATELY 21" O.C. ALONG THE

SPIRAL CENTERLINE.

4. SPRAY HEIGHTS OF NOZZLES TO BE ADJUSTED ACCORDINGLY:

OUTERMOST SPRAY NOZZLE TO HAVE A STARTING HEIGHT OF

1'-6". SPRAY NOZZLES TO STEADILY INCREASE IN HEIGHT 3" UNTIL

REACHING THE LAST CENTRAL SPRAY NOZZLE , WHICH WILL

HAVE A HEIGHT OF 12'-0".

5. SPLASHPAD TO HAVE LED LIGHTING INCORPORATED INTO THE SPRAY

NOZZELS FOR NIGHTTIME PLAY AND SHOW. LED LIGHT COLOR SHOULD

BE INTERCHANGEABLE  TO ACCOMMODATE VARIOUS VENUES AND

OCCASIONS.

6. ALL STORMWATER TO DRAIN AWAY FROM SPLASHPAD NOZZLE

DRAINAGE. SEE GRADING AND DRAINAGE PLANS FOR FURTHER

INFORMATION AND SPOT ELEVATIONS.

7. SEE STAKING PLAN FOR DETAIL LAYOUT OF INTERACTIVE FOUNTAIN.

8. CONTRACTOR TO CONSULT WITH LANDSCAPE ARCHITECT ON

PROPOSED MOUNTING LOCATION FOR THE ANEMOMETER (WIND

SENSOR).

9. CONTRACTOR TO CONSULT WITH LANDSCAPE ARCHITECT ON THE

PROPOSED LOCATION FOR THE THREE (3) EQUIPMENT VAULTS (PUMP

VAULT, CHEMICAL VAULT, AND TANK STORAGE VAULT).

10. CONTRACTOR TO CONSULT FOUNTAIN DESIGNER TO INCORPORATE

SHOP DRAWINGS FOR CONSTRUCTION OF PAVERS WITHIN OVERFLOW

SPLASH PAVER AREAS INTO BID PACKAGE. FOUNTAIN DESIGNER TO

DELINEATE EXTENT OF AREA AND NECESSARY BASE OF PAVERS TO

ACCOMMODATE OVERSPRAY FROM JETS.

11. CONTRACTOR TO INCLUDE IN BID ALL DELEGATED DESIGN

RESPONSIBILITIES.

SPECIFICATIONS:

*ALL PRODUCT SPECIFICATIONS BELOW ARE TO BE AS NOTED OR EQUAL

APPROVED BY LANDSCAPE ARCHITECT.

*FOR FULL LIST OF SPECIFICATIONS CONTRACTOR SHALL REFERENCE

SPECIFICATIONS BOOK.

SPRAY FIXTURE:

FLUSH-MOUNT NON-SEQUENCING NOZZLE/LED LIGHT

ASSEMBLY WITH INTERNAL BALANCING VALVE. STAINLESS

STEEL GRATE AND RDHN-CJ, 360° CROWN JET NOZZLE INSERT.

ONE HIGH OUTPUT RGB LED LIGHT FIXTURE WITH 19'-0” CORD

RECESSED INTO THE NOZZLE BODY.

JUNCTION BOX:

SUBMERSIBLE JUNCTION BOX, FLUSH MOUNT. JUNCTION BOX

HAS A VOLUME OF 65.0 CUBIC INCHES AND INCLUDES

INTERNAL GROUNDING LUG.

WATER STORAGE TANK:

WATER STORAGE/SURGE TANK, 1500 GALLON, FIBERGLASS

CONSTRUCTION WITH REINFORCED PENETRATIONS THROUGH

SIDEWALL. 6'  DIAMETER X 8' HEIGHT WITH 32” ACCESS LID

COVER, LADDER, AND VENT PORT. INSTALLS BELOW GRADE

LEVEL AND IS SUPPLIED COMPLETE WITH (1) RCOM-RNFT

WATER LEVEL SENSOR, EYEBALL RETURN FITTING(S),

FLOATING WEIR POOL SKIMMER, SUCTION INTAKE FITTINGS,

AND ALL STORAGE TANK PENETRATIONS.

PUMP:

SERIES 4 DIRECT BURIAL PUMP VAULT, CONSISTING OF A 6'-0”

X 8'-0” X 7'-10” HIGH, HEAVY DUTY FRP PUMP STATION, WITH 36”

SQUARE WITH FIBERGLASS REINFORCED LOCKABLE PLASTIC

LID WITH STAINLESS STEEL PIANO HINGE ATTACHMENT.

LISTED WIND CONTROLLER IN  NEMA 4 ENCLOSURE WITH

MANUALLY ADJUSTABLE (0-25 MPH) WIND VELOCITY CONTROL

KNOBS AND  LCD DISPLAY AND TIME DELAYS, TWO-STAGE

DESIGN.

POWER REQUIREMENT:

120/208VAC, 3-PHASE, 4-WIRE FEEDER + GND.

DIRECT BURIAL WATER TREATMENT VAULT:

VAULT CONTAINS FLOWVIS MODEL FV-C 2” FLOW CHECK

VALVE, TWO SINGLE HEAD ADJUSTABLE RATE CHEMICAL

METERING PUMPS AND TWO 5 GALLON CHEMICAL SOLUTION

STORAGE TANKS (LIQUID CHLORINE AND CHEMICALS FOR PH

SOLUTION, BY OTHERS), TWO 3” VENT CONNECTIONS WITH 115

CFM VENT FAN. POWER FROM PUMP VAULT: 120 VOLT, SINGLE

PHASE (FIVE-WIRE (THREE HOT) PLUS GROUND).

Peachtree Corners

Town Green

Peachtree Corners, GA

City of Peachtree Corners

310 Technology Parkway

Peachtree Corners, GA 30092

MARCH 28, 2018

16102

Adam Williamson

Beverly Bell

Peyton Petersonchecked by:

scale:

project number:

contact:

drawn by:

1389 Peachtree Street NE, Suite 200

Atlanta, Georgia 30309

phone: 404.873.6730

www.tsw-design.com

Copyright. All rights reserved. Reproduction in whole or in

part is prohibited. This drawing as an instrument of

service is the property of the architect and may not be

used in any way without the written permission of this

office

P
E

A
C

H
T

R
E

E
 
C

O
R

N
E

R
S

T
O

W
N

 
G

R
E

E
N

5
1
4
0
 
T

O
W

N
 
C

E
N

T
E

R
 
B

L
V

D
.

P
E

A
C

H
T

R
E

E
 
C

O
R

N
E

R
S

,
 
G

E
O

R
G

I
A

 
3
0
0
9
2

 
1
0
0
%

 
C

O
N

S
T

R
U

C
T

I
O

N
 
D

O
C

U
M

E
N

T
S

G E O R G I A

 

03/28/2018

L-7.13

CONSTRUCTION DETAILS

As Noted
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INTERACTIVE SPLASHPAD FOUNTAIN

AS NOTED
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CONSTRUCTION DETAILS

As Noted

1

INTERACTIVE SPLASHPAD FOUNTAIN

NOT TO SCALE
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INTERACTIVE SPLASHPAD FOUNTAIN

NOT TO SCALE
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NOTES:
1. DISPLAY SCREEN TO BE "PERFORMANCE" MANUFACTURED BY

NANOLUMENS OR SIMILAR.
2. CONTRACTOR TO REFERENCE ELECTRICAL PLANS FOR ALL

POWER AND LOCATION OF CABINENTS.
3. SCREEN AND STRUCTURE TO MEET ALL WIND LOAD AND

STRUCTURAL REQUIREMENTS.

SPECIFICATIONS:
*ALL PRODUCT SPECIFICATIONS BELOW ARE TO BE AS NOTED OR
EQUAL APPROVED BY OWNER.
*FOR FULL LIST OF SPECIFICATIONS CONTRACTOR SHALL
REFERENCE SPECIFICATIONS BOOK.

DISPLAY:

PRODUCT: PERFORMANCE

NUMBER OF SIDES: SINGLE SIDED

PIXEL PITCH: P10 OD FS / RS

BRIGHTNESS IN NITS: 8,500 NITS

SIZE:

VIEWABLE WIDTH: 251.97 IN. - 21 FT. - 6.4 M.

VIEWABLE HEIGHT: 151.18 IN. - 12.6 FT. - 3.84 M.

DIAGONAL: 293.84 IN. - 24.49 FT. - 7.464 M.

NOT TO EXCEED WEIGHT: 2487 LBS - 1128 KG.

EST. FRAME WIDTH: 252.6 IN. - 21.05 FT. - 6.416 M.

EST. FRAME HEIGHT: 151.68 IN. - 12.64 FT. - 3.853 M.

EST. FRAME THICKNESS: 4.5 IN. - 0.38 FT. - 0.114 M.

TOTAL VIEWABLE AREA OF DISPLAY: 264.53 SQFT.

POWER:

SELECTED WORKING VOLTAGE: 208 VAC

EST. NUMBER OF 208 VAC 15 AMP CIRCUITS: 9

POWER CONSUMPTION MAX WATTS: 20,772

POWER CONSUMPTION AVERAGE WATTS: 6,231

BTU ALL WHITE FULL POWER: 81,455

BTU AVERAGE RUNNING VIDEO: 24,437

AVERAGE COST TO OPERATE 1/YEAR: $5,716

RESOLUTION & COLORS:

MODULE RESOLUTION: 64 X 96

RESOLUTION WIDTH: 640

RESOLUTION HEIGHT: 384

TOTAL PIXEL COUNT: 245,760

DIU CHASSIS & SC: 1 DIU CHASSIS & 1 SC

CABINET COUNT: 10 WIDE X 4 HIGH - TOTAL CABINETS 40

VIEWING ANGLE HORIZ.: 140 DEGREES

VIEWING ANGLE VERT.: 140 DEGREES

REFRESH FREQUENCY: 960 HZ - 4,800 HZ (CUSTOMIZABLE)

COLORS: GREATER THAN 16M ~ 24 BIT

COLOR TEMP: 6500K ~ ADJUSTABLE

LIFE SPAN TO HALF BRIGHTNESS: 100,000 HOURS

W12 x 50 COLUMN, TYP.

PROPOSED CONDUIT LOCATION

12" DIA. METAL PIPE CUT IN HALF AND
PAINTED TO MATCH ADJACENT

COLUMNS ON ARCH. STAGE. ALL
EDGES TO BE GROUND SMOOTH, TYP.

DISPLAY SCREEN

ADJACENT WALL

PLAN VIEW

(5) ROWS OF 6" CHANNEL
SPACING TO BE

COORDINATED WITH
DISPLAY SCREEN
MANUFACTURER

12" DIA. METAL PIPE CUT IN HALF
AND PAINTED TO MATCH
ADJACENT COLUMNS ON

ARCHITECTURUAL STAGE. ALL
EXPOSED EDGES TO BE GROUND

SMOOTH AND FREE OF BURS.
METAL PIPE TO BE WELDED TO

W8 STRUCTURAL COLUMN, AND
SHALL EXTEND FROM THE

BOTTOM OF THE OUTDOOR
SCREEN TO THE FINISH GRADE.

DISPLAY SCREEN

TOP OF ADJACENT WALL
(BEHIND)

JUNCTION BOX
LOCATION

FRONT ELEVATION SIDE ELEVATION
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CONTINUOUS W12 x 50 COLUMN,
EMBEDDED IN 24" DIAMETER

CONCRETE PILES.

FINISHED GRADE

2'-0"

(2) L6 x 6 x 3/8 BACK TO
BACK, TYP. (5) ROWS OF 6"
CHANNEL SPACING TO BE

COORDINATED WITH
DISPLAY SCREEN
M/ANUFACTURER

DISPLAY SCREEN

JUNCTION BOX LOCATION

W12 x 50 COLUMN, TYP.

LANDSCAPE BED

CONTINUOUS W12 x 50
COLUMN, EMBEDDED IN

24" DIAMETER CONCRETE
PILES.
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ADJACENT COLUMNS ON

ARCHITECTURUAL STAGE. ALL
EXPOSED EDGES TO BE GROUND

SMOOTH AND FREE OF BURS.
METAL PIPE TO BE WELDED TO
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BOTTOM OF THE OUTDOOR
SCREEN TO THE FINISH GRADE.
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NOTES:

1. ALL STONE SHALL BE IRREGULARLY SHAPED AND VARIED IN SIZE.

2. ONCE THE CONTRACTOR HAS SELECTED APPROPRIATE STONES BASED

UPON THE GIVEN PARAMETERS, HE/SHE SHOULD CONTACT THE LANDSCAPE

ARCHITECT TO SCHEDULE A SITE VISIT TO THE SUPPLIER. THE LANDSCAPE

ARCHITECT SHALL REVIEW AND APPROVE SAMPLES OF ALL SPECIFIED

STONE.

3. THE CONTRACTOR SHALL CONSTRUCT AN IN-FIELD BIOSWALE MOCKUP

THAT IS TO BE APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO

PROCEEDING. MOCKUP SHALL BE 20' LONG WITHIN THE BIOSWALE AREA

NOTED IN THE PLANS.

4. STONE LOCATIONS AND QUANTITIES SHOWN ON PLANS ARE

APPROXIMATIONS ONLY. THE CONTRACTOR SHALL ADJUST AS NECESSARY

IN ORDER TO PRODUCE A NATURALISTIC EFFECT THAT IS AESTHETICALLY

SIMILAR TO THIS DETAIL.

5. FINAL PLACEMENT OF ALL SPECIMEN BOULDERS SHALL BE DETERMINED ON

THE JOB SITE BY THE LANDSCAPE ARCHITECT.

0' 10' 20' 30' 40' 50' 60' 70' 80' 90' 100' 110'

0' 10' 20' 30' 40' 50' 60' 70' 80' 90' 100' 110'

PLAN VIEW

SCALE: 
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" = 1'-0"

POINT OF

BEGINNING

B
I
O

S
W

A
L
E

S
E

C
T

I
O

N

CENTERLINE OF

BIOSWALE

BEEHIVE OVERFLOW

DRAIN

POP-UP

OUTFLOW

DRAIN. SEE

GRADING

AND

DRAINAGE

PLANS

RG MIX

RG MIX

BIOSWALE LIMITS

BELOW BOARDWALK
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1
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1
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1
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1

1

1

RIVER ROCK

SPECIMEN

BOULDER, TYP.

TWO-MAN FIELD

BOULDER, TYP.

ONE-MAN FIELD

BOULDER, TYP.

LANDSCAPE PLANTING,

TYP. (SEE PLANTING

PLAN)

MEDIUM - LARGE

RIVER ROUND, TYP.

WOOD

BOARDWALK

BIOSWALE SECTION

NOT TO SCALE

SUBGRADE OR

UNDISTURBED NATIVE SOIL

3" COMPACTED BASE, #57 RIVER GRAVEL

RIVER GRAVEL MIX SET IN BOTTOM OF DRY

STREAM BED. (EQUAL RATIO OF PARTS)

ALL STONE TO BE DRY LAID WITH 10" MINIMUM

COVER. COLOR TO MATCH LARGER RIVER

BOULDERS. (VARIOUS SIZES SEE SIZE CHART)

NATURAL ROUNDED BOULDERS SET

ALONG EDGE OF DRY RIVER BED - TO

BE FIELD LOCATED BY LANDSCAPE

ARCHITECT. MIN. 10% OF BOULDER TO

BE BURIED INTO SOIL. (SEE PLAN

LAYOUT AND SIZE CHART)

BANK FINISHED GRADE

MAX. SLOPE 20%

(SEE GRADING PLAN FOR

SPOT ELEVATIONS)

PLANTS LOCATED ON

EDGE OF THE BIOSWALE.

(SEE LANDSCAPE PLAN)

WIDTH VARIES

(REFER TO PLAN VIEW)

AREA DRAIN W/ BEEHIVE RIM

(SEE GRADING AND DRAINAGE PLANS

6" TO 9" TYP PONDING DEPTH

C

L

RIVER ROCK

SPECIMEN BOULDER

± 24" HT. X 48" W.

TWO-MAN FIELD

BOULDER

± 18" HT. X 36" W.

ONE-MAN FIELD

BOULDER

± 15" HT. X 24" W.

MED. - LRG.

RIVER ROUND

± 9" HT. X 15" W.

RIVER

GRAVEL MIX

± 2" HT. X 2" W.

0"

12"

24"

36"

48"

60"

72"

0"

12"

24"

36"

48"

60"

72"

BOULDER SIZE CHART

STONE TYPE

#57 RIVER GRAVEL

#4 RIVER GRAVEL

#3 RIVER GRAVEL

MEDIUM - LARGE RIVER ROUND

ONE-MAN FIELD BOULDER

TWO-MAN FIELD BOULDER

RIVER ROCK SPECIMEN BOULDER

APPROX. SIZE / WEIGHTLABEL

RG MIX

1

2

3

4

MIN.

.5"

1.5"

2"

7"

40 LBS

80 LBS

250 LBS

MAX.

1"

2"

3"

20"

80 LBS

250 LBS

750 LBS

LEGEND
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NOTES:

1. ALL WOOD FACADE TO BE SMOOTH, KILN DRIED

CEDAR.

2. CEDAR TO BE FINISHED WITH THOMPSON'S

WATERSEAL WATER PROOFING STAIN (SOLID/

ACORN BROWN) OR EQUAL APPROVED BY

LANDSCAPE ARCHITECT.

3. ALL HARDWARE TO BE FLUSH MOUNTED

STAINLESS STEEL SCREWS. ALL HARDWARE TO

BE CENTERED ON BOARDS AND ALIGNED BOTH

VERTICALLY AND HORIZONTALLY.

4. DRAWINGS ARE FOR DESIGN INTENT PURPOSES

ONLY. CONTRACTOR TO COMPLY TO ALL LOCAL

SAFETY ORDINANCES.

5. NATIVE SOIL MIXTURE TO BE ITSAUL NATURAL'S

MR. NATURAL CLM OR EQUAL APPROVED BY

LANDSCAPE ARCHITECT.

       CONTACT: WWW.ITSAULNATURAL.COM

        P: 706.864.7664

19'-6"

3
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'
-
6
"

5
'
-
0
"

4
'
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0
"

5
'
-
0
"

4
'
-
0
"

5
'
-
0
"

4
'
-
0
"

3
'
-
0
"

3'-3"
8'-0"

4'-0"

OMEGA ELITE FENCE (SEE

TYPICAL COMMUNITY

GARDEN FENCE DETAIL)

OMEGA ELITE FENCE GATE

(SEE TYPICAL COMMUNITY

GARDEN FENCE DETAIL)

COMMUNITY GARDEN

PLANTER BOX TYPE B, TYP.

COMMUNITY GARDEN PLANTER BOX - PLAN VIEW

SCALE: 

1

8

" = 1'-0"

SHED

(SEE TYPICAL SHED DETAIL)

2'-0"

GRANITE FINES

COMMUNITY GARDEN

PLANTER BOX TYPE A, TYP.

TYPE 'B'

TYPE 'C'

COMMUNITY GARDEN

PLANTER BOX TYPE C, TYP.

TYPE 'C'

TYPE 'B'

TYPE 'A'TYPE 'A'

8'-0"

17'-6"

3'-3" 12'-0"

2'-0"

9'-6"

SIMMONS 6800LF SERIES SANITARY

FROST-PROOF YARD HYDRANT OR

EQUAL APPROVED BY LANDSCAPE

ARCHITECT. CONTRACTOR TO

COORDINATE WITH CIVIL ENGINEER

ON WATER LINE LOCATION

1
'
-
3
"

2
'
-
6
"

1
'
-
6
"

1
'
-
3
"

3
"

6
"

4'-0"

1"

OVERHANG,

TYP.

2
'
-
6
"

1
'
-
6
"

3
"

6
"

4'-0"

1"

OVERHANG,

TYP. 2x6 CEDAR BOARD CAP

2x6 CEDAR BOARD SIDING, TYP.

#10 3" STAINLESS STEEL

SCREWS FLAT TOP,

COUNTERSUNK, TYP.

3x3 CEDAR POST, TYP.

TOPSOIL, COMPOST, NATIVE

SOIL MIXTURE. REFER TO

NOTES.

NON-COMPACTED NATIVE SOIL.

REFER TO GRANITE FINES DETAIL

6" #57 COMPACTED AGGREGATE BASE,

95% STANDARD PROCTOR TEST

FINISHED GRADE

COMPACTED NATIVE SOIL OR

SUBGRADE

LANDSCAPE FILTER FABRIC, TYP.

OVERLAPPING CHECKERBOARD AT CORNERS - AXON

NOT TO SCALE

2x6 CEDAR

BOARD SIDING

2x6 CEDAR

BOARD CAP

OVERLAPPING

CHECKERBOARD

PATTERN AT CORNERS

45° ANGLE AT

CORNERS

PLANTING BED AREA

TYPE 'B' & 'C' RAISED PLANTER SECTION

SCALE: 1" = 1'-0"

TYPE 'A' RAISED PLANTER SECTION

SCALE: 1" = 1'-0"

2x6 CEDAR BOARD CAP

2x6 CEDAR BOARD SIDING, TYP.

#10 3" STAINLESS STEEL

SCREWS FLAT TOP,

COUNTERSUNK, TYP.

3x3 CEDAR POST, TYP.

TOPSOIL, COMPOST, NATIVE

SOIL MIXTURE. REFER TO

NOTES.

REFER TO GRANITE FINES DETAIL

6" #57 COMPACTED AGGREGATE BASE,

95% STANDARD PROCTOR TEST

FINISHED GRADE

COMPACTED NATIVE SOIL OR

SUBGRADE

LANDSCAPE FILTER FABRIC, TYP.

TYPE 'B' & 'C' RAISED PLANTER ELEVATION

SCALE: 1" = 1'-0"

TYPE 'A' RAISED PLANTER ELEVATION

SCALE: 1" = 1'-0"

2x6 CEDAR BOARD CAP

2x6 CEDAR BOARD SIDING, TYP.

OVERLAPPING CHECKERBOARD AT

CORNERS. SEE CORNER DETAIL.

#10 3" STAINLESS STEEL SCREWS

FLAT TOP, COUNTERSUNK, TYP.

FINISHED GRADE

2x6 CEDAR BOARD CAP

2x6 CEDAR BOARD SIDING, TYP.

OVERLAPPING CHECKERBOARD AT

CORNERS. SEE CORNER DETAIL.

#10 3" STAINLESS STEEL SCREWS

FLAT TOP, COUNTERSUNK, TYP.

FINISHED GRADE

4'-0"

1"

OVERHANG,

TYP.

4'-0"

1"

OVERHANG,

TYP.

#10 3" STAINLESS STEEL

SCREWS FLAT TOP,

COUNTERSUNK, TYP.

OVERALL ELEVATION

SCALE: 

1

4

" = 1'-0"

5'-0" 4'-0" 5'-0" 4'-0" 5'-0" 4'-0" 3'-0"

1
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-
1

1 2

"
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-
6

"

2
'
-
6

"

TYPE

'A'

TYPE

'B'

TYPE

'C'

COMMUNITY

GARDEN RAISED

PLANTERS, TYP.

COMMUNITY

GARDEN FENCE

(SEE TYPICAL

COMMUNITY

GARDEN FENCE

DETAIL)

5'-9" O.C.

12'-0"

1"

OVERHANG

ON ALL

SIDES, TYP.

3
'
-
6

"

4
'
-
0

"

5'-9" O.C.

2X6 CEDAR

BOARD CAP

2X6 CEDAR BOARD

SIDING, TYP.

4X4 CEDAR POST,

TYP.

TYPE 'A' & 'B' RAISED PLANTER PLAN

SCALE:

1

4

" = 1'-0"

2X6 CEDAR

BOARD CAP

2X6 CEDAR BOARD

SIDING, TYP.

4X4 CEDAR POST,

TYP.

TYPE 'C' RAISED PLANTER PLAN

SCALE:

1

4

" = 1'-0"

1"

OVERHANG

ON ALL

SIDES, TYP.
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'
-
6

"
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'
-
0

"

8'-0"

Peachtree Corners

Town Green

Peachtree Corners, GA

City of Peachtree Corners

310 Technology Parkway

Peachtree Corners, GA 30092

MARCH 28, 2018

16102

Adam Williamson

Beverly Bell

Peyton Petersonchecked by:

scale:

project number:

contact:

drawn by:

1389 Peachtree Street NE, Suite 200

Atlanta, Georgia 30309

phone: 404.873.6730

www.tsw-design.com

Copyright. All rights reserved. Reproduction in whole or in

part is prohibited. This drawing as an instrument of

service is the property of the architect and may not be

used in any way without the written permission of this

office

P
E

A
C

H
T

R
E

E
 
C

O
R

N
E

R
S

T
O

W
N

 
G

R
E

E
N

5
1
4
0
 
T

O
W

N
 
C

E
N

T
E

R
 
B

L
V

D
.

P
E

A
C

H
T

R
E

E
 
C

O
R

N
E

R
S

,
 
G

E
O

R
G

I
A

 
3
0
0
9
2

 
1
0
0
%

 
C

O
N

S
T

R
U

C
T

I
O

N
 
D

O
C

U
M

E
N

T
S

G E O R G I A

 

03/28/2018

L-7.20

CONSTRUCTION DETAILS

As Noted

1

COMMUNITY GARDEN PLANTER BOX

AS NOTED
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FENCE PANEL DETAIL

NOT TO SCALE

4
'
-
0
"

REFER TO PLAN VIEW FOR POST SPACING

PANEL ELEVATION

SCALE: 

1

2

" = 1'-0"

HORIZONTAL WIRE: 2x4 GA (5.72 mm)

VERTICAL WIRE: 1x6 GA (4.88 mm)

MESH OPENING: 1.97" x 7 

7

8

"

(50 mm x 200mm), CENTER

TO CENTER

3x3 SQUARE POST

NOTES:

1. COMMUNITY GARDEN FENCE TO BE OMEGA'S ELITE FENCE & GATE

SYSTEM OR EQUAL APPROVED BY LANDSCAPE ARCHITECT.

2. FENCE AND GATE HEIGHTS TO BE 4'-0"

3. FINISH: SILVER METALLIC COLOR

4. GATE HINGE TO BE A SPRING HINGE WITH A SELF-CLOSING LATCH.

5. INSTALL PER MANUFACTURER'S RECOMMENDATION.

OMEGA ELITE FENCE (SEE

TYPICAL COMMUNITY

GARDEN FENCE DETAIL)

COMMUNITY GARDEN FENCE POST LAYOUT - PLAN VIEW

SCALE: 

1

8

" = 1'-0"

8'-9"

4
'
-
0

"

8'-9"

OMEGA ELITE FENCE 3X3

SQUARE POST, SPACE AS

SHOWN.

OMEGA ELITE FENCE GATE

(SEE TYPICAL COMMUNITY

GARDEN FENCE DETAIL)

8'-9"8'-9"8'-9"3'-9"

4
'
-
0
"

8
'
-
9
"

8
'
-
9
"

8
'
-
9

"

8
'
-
9

"
8
'
-
9
"

8
'
-
9
"

8'-9"8'-9"8'-9"
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CONSTRUCTION DETAILS

As Noted

1

COMMUNITY GARDEN FENCE

AS NOTED
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As Noted

1

COMMUNITY GARDEN FENCE

AS NOTED
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NOTES:

1. SHED TO BE STUDIO SHED'S SIGNATURE SERIES OR EQUAL APPROVED BY

LANDSCAPE ARCHITECT. WWW.STUDIO-SHED.COM

2. SHED TO BE 6' D x 8' W.

ALL FIBER CEMENT PANELS TO BE PRE-PAINTED JAMES HARDIE HARDIPANEL

FIBER CEMENT SIDING OR EQUAL. COLOR: RELENTLESS OLIVE

3. DRAWINGS TO PROVIDE DESIGN INTENT ONLY. DIMENSIONS TO BE VERIFIED

THROUGH MANUFACTURER'S STANDARDS.

4. INSTALL PER MANUFACTURER'S RECOMMENDATION

5. COMMUNITY GARDEN SHED TO HAVE FOUNDATION CONCRETE PAD AS NOTED.

6. INSULATION AND SEAMLESS INTERIOR WALL CLADDING OPTIONAL PER

OWNER'S REQUEST.

7. QUANTITY: 2

7
'
-
9

"

8
'
-
2

"

8
'
-
6

"

9
'
-
3

"

8'-6"

1
'-
6
"

1
'-
0
"

2
'
-
0

1 4

"
2

'
-
0

1 4

"

HIGH-EFFICIENCY OPERABLE

WINDOWS

3'-0"

1
'
-
6

"

2x6 FULL LENGTH ROOF

RAFTERS

METAL WAINSCOT Z-CHANNEL

METAL WAINSCOT PANEL

DRIP EDGE

6'-0"

1'-0"
1'-0"

10'-0"

8'-0"

8
'
-
6

"

BLOCK SIDING -  PRE-PAINTED

JAMES HARDIE HARDIPANEL

FIBER CEMENT SIDING  OR

EQUAL.

COLOR: RELENTLESS OLIVE

CLOUDLITE TRANSOM

WINDOWS, OR EQUAL.

26-GAUGE GALVALUME ROOFING

2x6 FULL LENGTH ROOF RAFTERS,

TYP.

METAL WAINSCOT Z-CHANNEL

METAL WAINSCOT PANEL

DRIP EDGE

BRUSHED ALUMINUM TRIM

THERMATRU FIBERGLASS

DOOR, OR EQUAL.

HIGH-EFFICIENCY OPERABLE

WINDOWS

26-GAUGE GALVALUME

ROOFING

METAL WAINSCOT Z-CHANNEL

DRIP EDGE

1'-0"
1'-0"

10'-0"

8'-0"

9
'
-
3

"

3'-0"

1
'
-
6

"

FRONT ELEVATION

1/2" = 1'-0"

SIDE ELEVATION

1/2" = 1'-0"

REAR ELEVATION

1/2" = 1'-0"

BLOCK SIDING - PRE-PAINTED

JAMES HARDIE HARDIPANEL

FIBER CEMENT SIDING OR

EQUAL.

COLOR: RELENTLESS OLIVE

26-GAUGE GALVALUME

ROOFING

9
'
-
3

"

BLOCK SIDING - PRE-PAINTED

JAMES HARDIE HARDIPANEL

FIBER CEMENT SIDING OR

EQUAL.

COLOR: RELENTLESS OLIVE

2x6 FULL LENGTH ROOF

RAFTERS

METAL WAINSCOT PANEL

8
'
-
6

"

SAMPLE IMAGE

8'-0"

8
"
 
T

Y
P

.

8" TYP.

EDGE OF TURN DOWN SLAB

(DASHED LINE), SEE

FOUNDATION SECTION

MIN. 5" THICK REINFORCED

CONCRETE SLAB

FOUNDATION PLAN

SCALE: 1/2" = 1'-0"

6
'
-
0

"

EDGE OF TURN DOWN SLAB

(DASHED LINE), SEE

FOUNDATION SECTION

MIN. 5" THICK REINFORCED

CONCRETE SLAB

FOUNDATION SECTION

NOT TO SCALE
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CONSTRUCTION DETAILS

As Noted

1

SHED

AS NOTED
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P
E

R
 
M

A
N

U
F

A
C

T
U

R
E

R
'
S

R
E

Q
U

I
R

E
M

E
N

T
S

PER MANUFACTURER'S

REQUIREMENTS

FALL ZONE -

SYNTHETIC

TURF (SEE

TYPICAL

SYNTHETIC

TURF

DETAIL)

PLAYWORLD'S

"PLAYWEB -

MEDIUM

CLIMBING

STRUCTURE"

OR EQUAL

APPROVED BY

LANDSCAPE

ARCHITECT

PLAN VIEW

1/8" = 1'-0"

LIMITS OF FALL ZONE.

CONTRACTOR TO

COORDINATE WITH

SYNTHETIC TURF

DETAIL ON FALL

ZONE LIMITS

®

ISOMETRIC VIEW

1/4" = 1'-0"

1'-5"

3
'
-
1

0
"

1
5

'
-
1

0

3 4

"

19'-9

1

2

"

33'-9 1/2"

1
5

'
-
0

3 4

"

PLAN VIEW

LIMITS OF FALL ZONE, TYP.

CONTRACTOR TO COORDINATE

WITH SYNTHETIC TURF DETAIL ON

FALL ZONE LIMITS

STAINLESS STEEL

SLIDE BED

POWDER-COATED

SIDE RAILS

PLATFORM

1'-0" MAXIMUM TO TOP OF BEDWAY

30° / 58% SLOPE

9'-0" TOP OF PLATFORM

8'-0" FINISHED GRADE

COMPACTED GRADE

0'-11" TOP OF BEDWAY

0'-0" FINISHED GRADE

COMPACTED GRADE

12'-6" TOP OF POST

SIDE ELEVATION

2
'
-
6
"

4
"

1'-6"

2'-6" DEEP x 1'-6" WIDE

CONCRETE FOOTER

4" COMPACTED AGGREGATE,

#57 STONE 95% STANDARD

PROCTOR TEST

NOTES:

1. BERM SLIDE TO BE BY COLUMBIA

CASCADE OR EQUAL APPROVED BY

LANDSCAPE ARCHITECT.

2. SLIDE BED TO BE SEAMLESS

16-GUAGE BRIGHT ANNEALED

STAINLESS STEEL.

3. SLIDE CHUTE IS 36" WIDE WITH 6" TALL

POWDER-COATED SIDE RAILS.

4. CONCRETE FOOTING AND NO. 4

REBAR (BY OTHERS) PER LOCAL SOIL

CONDITIONS.

5. CONTRACTOR TO

CONFIRM/COORDINATE SLIDE HEIGHT

AND SLOPE ON SITE.

4. PRODUCT TITLE AND NUMBER:

TIMBERFORM

MODEL # 1643-91-EMB

EMBANKMENT WIDE SLIDE CHUTE

(STAINLESS STEEL BEDWAY, 6" RAILS)

5. CONTACT:

COLUMBIA CASCADE COMPANY

1300 S.W. SIXTH AVENUE, SUITE 310

PORTLAND, OREGON 97201-3464

PH: 503.223.1157

www.columbia-cascade.com

www.timberform.com

STYLE

PLAYWEB MEDIUM

MODEL ZZXX0019

DEPTH

14'-1"

LENGTH

12''-4"

HEIGHT

11'-7"

PRODUCT WEIGHT

870 LBS.

QUANTITY

1

COLORS

FRAME: CHARTRUESE

NODES: COBALT

ROPE: BLACK

NOTES:

1. INTERACTIVE PLAY STRUCTURE - SPHERE TO BE

PLAYWORLD'S PLAYWEB (MEDIUM) OR EQUAL

APPROVED BY LANDSCAPE ARCHITECT

2. INSTALLATION TO BE COMPLETED IN

ACCORDANCE WITH MANUFACTURER'S

SPECIFICATIONS.

3. THIS PLAY SYSTEM MEETS OR EXCEEDS

REQUIREMENTS FOR ACCESS UNDER THE

ACCESSIBILITY GUIDELINES FOR PLAY AREAS

DEVELOPED BY THE FEDERAL ACCESS BOARD

WHEN INSTALLED OVER ACCESSIBLE SURFACING.

4. CONTACT:     PLAYWORLD SYSTEMS

1000 BUFFALO RD

LEWISBURG, PA 17837-9795

TOLL FREE: 1-800-233-8404

PHONE: (570) 522-9800

FAX: (570) 522-3030

www.playworldsystems.com

5. CONTRACTOR TO COORDINATE WITH SYNTHETIC

TURF DETAIL ON FALL ZONE LIMITS
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CONSTRUCTION DETAILS

As Noted

2

INTERACTIVE PLAY STRUCTURE - SPHERE

AS NOTED

1

INTERACTIVE PLAY STRUCTURE - BERM SLIDE

SCALE: 1/4" = 1'-0"
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ALUMINUM

DRINK LEDGE

(POWDERCOATED SILVER)

1

2

" ROUND ALUMINUM ROD

INFILL, SPACED 3.75" APART

(POWDERCOATED WHITE)

POSTS TO BE EMBEDDED

INTO TOP OF 12" WIDE

GRANITE WALL

GRANITE WALL SEE

TYPICAL DETAIL

ALUMINUM

DRINK LEDGE

(POWDERCOATED SILVER)

1

2

" ROUND ALUMINUM TUBE

INFILL, SPACED 3.75" APART

(POWDERCOATED SILVER)

POSTS TO BE EMBEDDED

INTO TOP OF 12" WIDE

GRANITE WALL

GRANITE WALL

SEE TYPICAL DETAIL

TAPERED ALUMINUM POST

(POWDERCOATED SILVER)

EQUAL SPACING

6'-0" MAX. O.C.

3

3 4

"
 
S

P
A

C
I
N

G

SECTION ELEVATION

SCALE: 1/2"=1'-0"

GRANITE WALL,

SEE TYPICAL DETAIL

ALUMINUM

DRINK LEDGE

GRANITE WALL,

SEE TYPICAL DETAIL

ALUMINUM

DRINK LEDGE

ALUMINUM

DRINK LEDGE

GRANITE WALL,

SEE TYPICAL DETAIL

PLAN VIEW: DRINK LEDGE SECTION "A"

SCALE: 1/4"=1'-0"

PLAN VIEW: DRINK LEDGE SECTION "B"

SCALE: 1/4"=1'-0"

PLAN VIEW: DRINK LEDGE SECTION "C"

SCALE: 1/4"=1'-0"

2

1

'

-

9

"

1

0

'

-

1

"

1

'

-

9

"

3

'

-

9

"

R

1

4

8

'

-

4

"

1

'

-

9

"

1

'-
9

"

1

'
-
1

1

"

2

3

'

-

1

"

7

'-
7

3

4

"

1

'-
9

"

8

'
-
3

"

2

3

'

-

1

"

POST LOCATION,

TYP.

POST LOCATION,

TYP.

POST LOCATION,

TYP.

3
'
-
6

"

1'-0"

6"2"

4"

3
'
-
3

"

2"

8

7

°

R

1

2

" ON ALL

CORNERS OF

BAR LEDGE

1

1 2

"

SECTION ENLARGEMENT

SCALE: 1"=1'-0"

NOTES:

1. PRIOR TO FABRICATION, CONTRACTOR  TO PROVIDE A POWDERCOAT SAMPLE TO THE

LANDSCAPE ARCHITECT FOR APPROVAL.

2. CONTRACTOR TO VERIFY THE AS BUILT (IN-FIELD) DIMENSIONS OF GRANITE WALL PRIOR

TO FABRICATION OF BAR-LEDGE.

3. AL HARDWARE TO BE ALUMINUM.

4. BAR LEDGE TO ALSO SERVE AS GUARDRAIL, AND SHALL CONFORM TO ALL GUARDRAIL

AND FALL PROTECTION REQUIREMENTS.

CORE & EPOXY RAIL INTO

WALL 12". EPOXY TO BE

HIGH STRENGTH

ANCHORING EPOXY.

COLOR TO MATCH WALL

GROUT.

GRANITE WALL -

RETAINING (SEE TYPICAL

GRANITE WALL DETAIL)

CORE-DRILL ATTACHMENT DETAIL

SCALE: 2" = 1'-0"

2"

8

7

°

8"

ADJACENT DECK
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As Noted

1

BAR LEDGE

AS NOTED
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#3 REBAR EMBEDMENT ANCHOR

6" TYP. OVERALL LENGTH

CONCRETE SLAB

ANGLE STOCK PERIMETE FRAME.

SIZE TO COORDINATE WITH

GRATE THICKNESS

TREE GRATE

6" MIN.

6
"
 
M

I
N

.

4
5
°

#3 REBAR EMBEDMENT

ANCHOR, EQUAL SPACING

NOT TO EXCEED 18" O.C., TYP.

ANGLE STOCK

PERIMETER FRAME.

SIZE TO COORDINATE

WITH GRATE THICKNESS

A

P

P

O

X

I

M

A

T

E

L

Y

1

8

"

 

O

.

C

.

SECTION

SCALE: 2" = 1'-0"

ISOMETRIC

SCALE: 2" = 1'-0"

SEE ATTACHMENT

DETAIL #1

3

8

" X 2" FLAT BAR.

REMOVEABLE CROSS

SUPPORT. CROSS

SUPPORT ONLY TO BE

IMPLEMENTED ON 5'-0"

SQUARE TREE GRATES.

#3 REBAR EMBEDMENT

ANCHOR 6" TYP.

OVERALL LENGTH.

PLAN VIEW

SCALE: 1" = 1'-0"

SEE ATTACHMENT

DETAIL #2

(
±
)
 
3

'
-
0

5 8

"
 
O

R
 
5

'
-
0

5 8

"

(
±
)
 
3

'
-
0

1

8

"
 
O

R
 
5

'
-
0

1 8

"

(±) 3'-0

5

8

" OR 5'-0

5

8

"

(±) 3'-0

1

8

" OR 5'-0

1

8

"

SQ. TYP., SIZED

TO COORDINATE

WITH TREE

OPENING

NOTES:

1. ALL TREES GRATES TO BE URBAN ACCESSORIES'

"JAMISON' TREE GRATE OR EQUAL APPROVED BY

LANDSCAPE ARCHITECT. TREE GRATES TO BE EITHER

3'-0" OR 5'-0" SQUARE (REFERENCE PLANS FOR

SPECIFIC SIZES AND LOCATIONS).

2. TREE GRATES TO BE ALUMINUM POWDER COATED

URBAN ACCESSORIES' PEARLESCENT CAST IRON

GREY OR SIMILAR.

3. TREE GRATES SHALL CONFORM TO ADA

ACCESSIBILITY GUIDELINES.

4. CONTRACTOR TO REFERECE WOOD DECKING AND

WOOD BOARDWALK DETAILS FOR INSTALLATION OF

TREE DECKS WITHIN WOOD DECK HARDSCAPE.

5. CONTRACTOR TO INSTALL PER MANUFACTURER'S

RECOMMENDATIONS.

SAMPLE IMAGE:

PERIMETER FRAME

3

8

" X 2" FLAT BAR

REMOVABLE

CROSS SUPPORT

3

8

" X 2

1

2

" X 1

1

2

"

FLAT BAR SADDLE

ATTACHMENT DETAIL #1

SCALE: 1" = 1'-0"

3

8

" X 2" X 2"

BOLTING TAB (BOLT

ATTACHMENT ON

ONE END, WELD

ATTACHMENT ON

OTHER)

3

8

" X 2" FLAT BAR

ATTACHMENT DETAIL #2

SCALE: 1" = 1'-0"

Peachtree Corners

Town Green

Peachtree Corners, GA

City of Peachtree Corners

310 Technology Parkway

Peachtree Corners, GA 30092

MARCH 28, 2018

16102

Adam Williamson

Beverly Bell

Peyton Petersonchecked by:

scale:

project number:

contact:

drawn by:

1389 Peachtree Street NE, Suite 200

Atlanta, Georgia 30309

phone: 404.873.6730

www.tsw-design.com

Copyright. All rights reserved. Reproduction in whole or in

part is prohibited. This drawing as an instrument of

service is the property of the architect and may not be

used in any way without the written permission of this

office

P
E

A
C

H
T

R
E

E
 
C

O
R

N
E

R
S

T
O

W
N

 
G

R
E

E
N

5
1
4
0
 
T

O
W

N
 
C

E
N

T
E

R
 
B

L
V

D
.

P
E

A
C

H
T

R
E

E
 
C

O
R

N
E

R
S

,
 
G

E
O

R
G

I
A

 
3
0
0
9
2

 
1
0
0
%

 
C

O
N

S
T

R
U

C
T

I
O

N
 
D

O
C

U
M

E
N

T
S

G E O R G I A

 

03/28/2018

L-7.26

CONSTRUCTION DETAILS

As Noted

1

TREE GRATES (3'x3' / 5'x5')

AS NOTED

TREE GRATE FRAME WITHIN CONC. SIDEWALK
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NOTES:

1. BAR LEAN RAIL TO BE LANDSCAPE FORMS' "CONNECT

RAIL" OR EQUAL APPROVED BY LANDSCAPE

ARCHITECT.

2. STYLE TO BE THE LEANING RAIL - HEIGHT 30".

3. CAST ALUMINUM FRAME WITH WOOD INSET.

4. FINISHES: CAST ALUMINUM FRAME TO BE

POWDERCOATED WHITE. NO FINISH SPECIFIED FOR

THE WOOD INSERT.

5. INSTALL PER MANUFACTURER'S RECOMMENDATIONS.

6. INFORMATION:

HTTP://WWW.LANDSCAPEFORMS.COM/EN-US/PRODUCT/

PAGES/METRO40-CONNECT-RAILS.ASPX

7. LOCATE AS SHOWN ON PLANS.

8. CONTRACTOR TO VERIFY QUANTITIES PRIOR TO

ORDERING.

SAMPLE IMAGE:

44.75"

PLAN VIEW

SCALE: 1"=1'-0"

FRONT ELEVATION

SCALE: 1"=1'-0"

6.5"

2
7
.
7
5
"

4.5"

3
0
"

SIDE ELEVATION

SCALE: 1"=1'-0"

1'-6"

ADJACENT BAR LEDGE

STYLE

LEANING RAIL

DEPTH

6.5"

LENGTH

45"

HEIGHT

30"

PRODUCT WEIGHT

WOOD STYLE:

54 LBS.

QUANTITY

4

COLOR

WHITE

STYLE

STOOL

DEPTH

19"

WIDTH

22"

HEIGHT

35"

WEIGHT

18 LBS.

QUANTITY

11

COLOR

STEEL

1
2

"

2
9

.
7

5
"

3
5

.
2

5
"

18.5"

21.75"

17"

1
5

"

FRONT ELEVATION SIDE ELEVATION

PLAN VIEW

NOTES:

1. BAR STOOL TO BE LANDSCAPE FORMS' "CHIPMAN

STOOL" OR EQUAL APPROVED BY LANDSCAPE

ARCHITECT.

2. ARMLESS, FREESTANDING AND MOVABLE STOOL.

3. FINISH: POWDERCOATED STEEL.

4. INFORMATION:

WWW.LANDSCAPEFORMS.COM/EN-US/PRODUCT/

        PAGES/CHIPMAN-STOOL.ASPX

5. LOCATE AS SHOWN ON PLANS.

6. CONTRACTOR TO VERIFY QUANTITIES PRIOR TO

ORDERING.

SAMPLE IMAGE:

NOTES:

1. BIKE RACK TO BE LANDSCAPEFORMS' "LOOP BIKE

RACK" OR EQUAL APPROVED BY LANDSCAPE

ARCHITECT.

2. BIKE RACK TO BE EMBEDDED INTO CONCRETE.

3. FINISH: POWDERCOATED STEEL.

4. INSTALL PER MANUFACTURER'S RECOMMENDATIONS.

5. INFORMATION:

HTTP://WWW.LANDSCAPEFORMS.COM/EN-US/PRODUCT/

PAGES/35-LOOP-BIKE-RACK.ASPX

6. LOCATE AS SHOWN ON PLANS.

7. CONTRACTOR TO VERIFY QUANTITIES PRIOR TO

ORDERING.

SAMPLE IMAGE:

3
1
"

36"

2

"

FRONT ELEVATION SIDE ELEVATION

PLAN VIEW

STYLE

LOOP

RACK

DEPTH

14"

LENGTH

35"

HEIGHT

31"

WEIGHT

25 LBS.

COLOR

STEEL

QUANTITY

3

12" MIN.

1
2
"
 
M

I
N

.

ATTACHMENT TO WOOD DECK

SCALE: 2" = 1'-0"

1

2

" DIAMETER HOLES, DRILLED

TO MATCH  RAIL ANCHOR

HOLES

1

2

" ALUMINUM

PLATE

1

2

" DIAMETER BOLTS

WOOD DECK

1

2

" ALUMINUM PLATE

BASE PLATE TOP VIEW

SCALE: 2" = 1'-0"

LANDSCAPEFORMS'

LEANING RAIL OR

EQUAL APPROVED

BY LANDSCAPE

ARCHITECT

10" DIAMETER CONCRETE

SONOTUBE
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03/28/2018

L-7.27

CONSTRUCTION DETAILS

As Noted

1

BAR LEAN RAIL

AS NOTED

2

BAR STOOL

AS NOTED

3

BIKE RACK

AS NOTED
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NOTES:

1. ALL CAFE CHAIRS TO BE LANDSCAPEFORMS'

"CHIPMAN CHAIR - ARMLESS" OR EQUAL APPROVED BY

LANDSCAPE ARCHITECT.

2. ALL CAFE TABLES (BOTH 31" DIA. AND 36" DIA.) TO BE

LANDSCAPE FORMS' CHIPMAN DINING TABLE.

3. FINISHES: VARIES - ALL 36" DIA. TABLES AND

COORDINATING CHAIRS TO BE POWDERCOATED

COSMIC BLUE. ALL 31" DIA. TABLES AND

COORDINATING CHAIRS TO BE POWDERCOATED

STEEL.

4. CONTRACTOR TO REFERENCE LAYOUT PLANS FOR

ALL CAFE TABLE SIZES AND LOCATIONS.

5. ALL CAFE TABLES AND CHAIRS TO BE FREESTANDING

AND MOVEABLE.

6. INFORMATION: WWW.LANDSCAPEFORMS.COM

7. LOCATE AS SHOWN ON PLANS.

8. CONTRACTOR TO VERIFY QUANTITIES PRIOR TO

ORDERING.

SAMPLE IMAGE:

2
9
"

1

1
1

6
4

"

DIAMETER VARIES

(31" OR 36")

PLAN VIEW

FRONT ELEVATION ISOMETRIC

32"

NON-MARRING

GLIDES

STYLE

CHIPMAN

ARMLESS

DEPTH

22"

WIDTH

20"

HEIGHT

33"

PRODUCT WEIGHT

17 LBS.

QUANTITY

30

COLOR

STEEL

LABEL

CAFE CHAIR

(PAIRED W/

31" TABLE)

CHIPMAN

ARMLESS

22" 20" 33" 17 LBS.26 COSMIC

BLUE

CAFE CHAIR

(PAIRED W/

36" TABLE)

STYLE

CHIPMAN

DINING TABLE

DIAMETER

31"

HEIGHT

29"

PRODUCT WEIGHT

64 LBS.

QUANTITY

11

COLOR

STEEL

LABEL

31" CAFE

TABLE

CHIPMAN

DINING TABLE

36" 29" 64 LBS.9 COSMIC

BLUE

36" CAFE

TABLE

PLAN VIEW

FRONT ELEVATION SIDE ELEVATION

3
3
.
2
5
"

1
9
.
5
"

17"

21.25"

20"

ISOMETRIC

NON-

MARRING

GLIDES

STYLE

BENCH

DEPTH

29.25"

WIDTH

44"

HEIGHT

28.25"

WEIGHT

69 LBS.

QUANTITY

4

COLOR

LEAF

GREEN

FRONT ELEVATIONSIDE ELEVATION

NOTES:

1. ENTRANCE PATIO BENCH TO BE LOLL DESIGNS NO.9

SOFA OR EQUAL APPROVED BY LANDSCAPE

ARCHITECT.

2. 44" W BENCH W/ ARMS, TO BE SURFACE MOUNTED

3. FINISH: LEAF GREEN

4. INFORMATION: WWW.LOLLDESIGNS.COM

5. LOCATE AS SHOWN ON PLANS.

6. CONTRACTOR TO VERIFY QUANTITIES PRIOR TO

ORDERING.

SAMPLE IMAGE:

NOTES:

1. ENTRANCE PATIO & FIRE PIT SIDE TABLES TO BE LOLL

DESIGNS SATELLITE END TABLE (ROUND, 18") OR

EQUAL APPROVED BY LANDSCAPE ARCHITECT.

2. TO BE SURFACE MOUNTED

3. FINISH: VARIES BY TABLE LOCATION

4. INFORMATION: WWW.LOLLDESIGNS.COM

5. LOCATE AS SHOWN ON PLANS.

6. CONTRACTOR TO VERIFY QUANTITIES PRIOR TO

ORDERING.

SAMPLE IMAGE:

PLAN VIEW

SIDE ELEVATION

STYLE

TABLE

TABLE

TABLE

DEPTH

18"

18"

18"

WIDTH

18"

18"

18"

HEIGHT

16"

16"

16"

WEIGHT

14 LBS.

14 LBS.

14 LBS

QUANTITY

2

2

6

COLOR

LEAF

GREEN

CHARCOAL

GRAY

CHARCOAL

GRAY

LOCATION

ENTRANCE

PATIO

FIRE PIT

PAVILION

AREAS
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03/28/2018

L-7.28

CONSTRUCTION DETAILS

As Noted

1

CAFE TABLE + CHAIRS

AS NOTED

2

ENTRANCE PATIO BENCH

AS NOTED

3

SIDE TABLE

AS NOTED
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STYLE

BENCH

BENCH

DEPTH

29.75"

29.75"

WIDTH

83.75"

83.75"

HEIGHT

30"

30"

WEIGHT

151 LBS.

151 LBS.

QUANTITY

1

1

COLOR

CHARACOAL

GRAY

CHARACOAL

GRAY

LOCATION

FIRE PIT

TURF BERM

FRONT ELEVATION

SIDE ELEVATION

NOTES:

1. ENTRANCE WALKWAY BENCH  AND FIRE PIT BENCH TO

BE LOLL DESIGNS PICKET 7' BENCH (LOW BACK) OR

EQUAL APPROVED BY LANDSCAPE ARCHITECT.

2. TO BE SURFACE MOUNTED. INSTALL PER

MANUFACTURER'S RECOMMENDATIONS.

3. FINISH: CHARCOAL GRAY

4. INFORMATION: WWW.LOLLDESIGNS.COM

5. LOCATE AS SHOWN ON PLANS.

6. CONTRACTOR TO VERIFY QUANTITIES PRIOR TO

ORDERING.

SAMPLE IMAGE:

NOTES:

1. ADIRONDACK CHAIR TO BE LOLL DESIGNS STANDARD

ADIRONDACK CHAIR (FLAT) OR EQUAL APPROVED BY

LANDSCAPE ARCHITECT.

2. TO BE FREE STANDING.

3. FINISH: LEAF GREEN

4. INFORMATION: LOLLDESIGNS.COM

5. LOCATE AS SHOWN ON PLANS.

6. CONTRACTOR TO VERIFY QUANTITIES PRIOR TO

ORDERING.

SAMPLE IMAGE:

SIDE ELEVATION FRONT ELEVATION

STYLE

CHAIR

CHAIR

DEPTH

34.75"

34.75"

WIDTH

28.5"

28.5"

HEIGHT

33.25"

33.25"

WEIGHT

39 LBS.

39 LBS.

QUANTITY

4

5

COLOR

LEAF

GREEN

LEAF

GREEN

LOCATION

FIRE PIT

PAVILION

STYLE

BENCH

DEPTH

29.75"

WIDTH

47.75"

HEIGHT

30"

WEIGHT

60 LBS.

QUANTITY

1

COLOR

CHARCOAL

GRAY

SIDE ELEVATION FRONT ELEVATION

NOTES:

1. PAVILION BENCH TO BE LOLL DESIGNS PICKET BENCH

(LOW BACK) OR EQUAL APPROVED BY LANDSCAPE

ARCHITECT.

2. TO BE FREE STANDING.

3. FINISH: CHARCOAL GRAY

4. INFORMATION: LOLLDESIGNS.COM

5. LOCATE AS SHOWN ON PLANS.

6. CONTRACTOR TO VERIFY QUANTITIES PRIOR TO

ORDERING.

SAMPLE IMAGE:
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03/28/2018

L-7.29

CONSTRUCTION DETAILS

As Noted

1

LINEAR BENCH

AS NOTED

2

ADIRONDACK CHAIR

AS NOTED

3

PAVILION BENCH

AS NOTED
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STYLE

ROCKING

CHAIR

DEPTH

29.75"

WIDTH

47.75"

HEIGHT

30"

WEIGHT

60 LBS.

QUANTITY

4

COLOR

LEAF

GREEN

SIDE ELEVATION FRONT ELEVATION

NOTES:

1. PAVILION ROCKING CHAIR TO BE LOLL DESIGNS

ROCKING ADIRONDACK CHAIR (FLAT) OR

EQUAL APPROVED BY LANDSCAPE ARCHITECT.

2. TO BE FREE STANDING.

3. FINISH: LEAF GREEN

4. INFORMATION: WWW.LOLLDESIGNS.COM

5. LOCATE AS SHOWN ON PLANS.

6. CONTRACTOR TO VERIFY QUANTITIES PRIOR

TO ORDERING.

SAMPLE IMAGE:

NOTES:

1. PET WASTE STATION TO BE DOG WASTE DEPOT DOG WASTE

STATION W/ ONEpul BAG SYSTEM (DEPOT-022-B) OR EQUAL

APPROVED BY LANDSCAPE ARCHITECT.

2. INCLUDE POST, SIGN, WASTE BAG DISPENSER, ROUND WASTE CAN

W/ LID, 400 ONEpul BAGS, 50 CAN LINERS AND ALL HARDWARE.

3. FINISH: POWDER COATED BLACK

4. TO BE EMBEDDED INTO CONCRETE. INSTALL PER

MANUFACTURER'S RECOMMENDATIONS.

5. INFORMATION: WWW.DOGWASTEDEPOT.COM

6. LOCATE AS SHOWN ON PLANS.

7. CONTRACTOR TO VERIFY QUANTITIES PRIOR TO ORDERING.

STYLE

WASTE

STATION

INCLUDED ITEMS

POST

SIGN

BAG DISPENSER

ROUND WASTE CAN

LID

400 ONEpul BAGS

50 CAN LINERS

ALL HARDWARE

QUANTITY

3

COLOR

BLACK

HEIGHT

73"

WEIGHT

45 LBS.

7
3
"

NOTES:

1. PEBBLE STONE SEAT TO BE EIS STUDIO PEBBLES OR

EQUAL APPROVED BY LANDSCAPE ARCHITECT.

2. TO BE FREE STANDING

3. FINISH: CAST STONE

4. INFORMATION: WWW.EISSTUDIO.COM

5. LOCATE AS SHOWN ON PLANS.

6. CONTRACTOR TO VERIFY QUANTITIES PRIOR TO

ORDERING.

SAMPLE IMAGE:

STYLE

CAST

STONE

CAST

STONE

DEPTH

45"

39"

WIDTH

38"

32"

HEIGHT

18"

17"

QUANTITY

3

3

COLOR

CHARCOAL

GRAY (2)

STONE

GRAY (1)

CHARCOAL

GRAY (1)

STONE

GRAY (2)

SIZE

LARGE

MEDIUM

NOTES:

1. RAIN HARVESTING CISTERN TO BE TEXAS METAL

TANKS' 3,750 GALLON CISTERN OR EQUAL

APPROVED BY LANDSCAPE ARCHITECT.

2. TYPE 304 STAINLESS STEEL. SIDEWALL/ BOTTOM TO

BE 20 GUAGE, AND TOP TO BE 22 GUAGE.

3. TANK TO UTILIZE A FDA APPROVED NSF 61

CERTIFIED SEALANT ON THE INSIDE. TANK TO BE

WATER TIGHT.

4. INFORMATION: WWW.TEXASMETALTANKS.COM

5. LOCATE AS SHOWN ON PLANS TO COLLECT WATER

FROM MOVIE THEATRE BUILDING.

6. SEE IRRIGATION PLANS FOR PUMPING, ETC.

STYLE

CISTERN

DEPTH

8'

WIDTH

8'

HEIGHT

10'

CAPACITY

3750 GAL

QUANTITY

1

COLOR

STAINLESS

STEEL

NOTES:

1. PING-PONG TABLE TO BE POPP'S "EPHEMERALIST" OR EQUAL APPROVED BY LANDSCAPE ARCHITECT.

2. FINISH: (1) TABLE WITH  POWDERCOAT ORANGE TABLE TOP AND POWDERCOAT LIGHT BLUE FRAME/NET

   (1) TABLE WITH  POWDERCOAT LIGHT BLUE TABLE TOP AND POWDERCOAT ORANGE FRAME/NET

3. INFORMATION: HTTP://POPP.WORLD/ E: USA@POPP.WORLD

4. TO BE SURFACE MOUNTED TO CONCRETE. INSTALL PER MANUFACTURER'S RECOMMENDATIONS

5. LOCATE AS SHOWN ON PLANS.

6. CONTRACTOR TO VERIFY QUANTITIES PRIOR TO ORDERING.

STYLE

STEEL

LENGTH

9'-0"

WIDTH

5'-0"

HEIGHT

2'-6"

WEIGHT

690 LBS

QUANTITY

2

COLOR

(1) TABLE WITH  POWDERCOAT ORANGE

TABLE TOP AND POWDERCOAT LIGHT

BLUE FRAME/NET

(1) TABLE WITH  POWDERCOAT LIGHT

BLUE TABLE TOP AND POWDERCOAT

ORANGE FRAME/NET

SAMPLE IMAGE:

NOTES:

1. STEEL EDGING TO BE

BORDER CONCEPTS'

BORDER GUARD 

3

16

" THICK

x 4" HT. OR APPROVED

EQUAL APPROVED BY

LANDSCAPE ARCHITECT.

COLOR: BLACK. INSTALL

PER MANUFACTURER'S

RECOMMENDATIONS.

18"

A A'

18"

4
"

NO 57 STONE COMPACTED TO

95% STANDARD PROCTOR

RAIN HARVESTING CISTERN

SECTION A - A'

SCALE: 

1

4

" = 1'-0"

AGGREGATE BASE - PLAN VIEW

SCALE: 

1

8

" = 1'-0"

STEEL EDGING AND STAKES. INSTALL

PER MANUFACTURER'S

RECOMMENDATIONS.

RAIN HARVESTING CISTERN

NO 57 STONE COMPACTED TO

95% STANDARD PROCTOR

STEEL EDGING AND STAKES. INSTALL

PER MANUFACTURER'S

RECOMMENDATIONS.

CISTERN TO BE FED BY QTY. 2 SCUPPERS FROM ADJACENT

CINE BISTRO MOVIE THEATER ROOF. (BY OTHERS)

CISTERN - ELEVATION

SCALE: 

1

4

" = 1'-0"

3" OUTLET - OVERFLOW (TIE INTO

STORMWATER DRAINAGE)

1

1

4

" BULKHEAD CONNECTION - TIE INTO

IRRIGATION CISTERN PUMPING UNIT

(SEE IRRIGATION SHTS. I-1.00, I-1.04)

CISTERN PUMPING

UNIT

GUTTER SYSTEM TIES INTO SINGLE COLLECTOR

DOWNSPOUT FROM ADJACENT MOVIE THEATER

TO FEED THE CISTERN. (BY OTHERS)

LEAFEATER ADVANCED BY TEXAS METAL TANKS OR EQUAL

APPROVED BY LANDSCAPE ARCHITECT. LEAFEATER

ADVANCED GOES BETWEEN DOWNSPOUT AND 4" PVC

PIPE/INLET TO CISTERN TANK.

4" INLET

3750 GALLON

CISTERN

NOTES:

1. THIS ELEVATION IS

FOR DIAGRAMATIC

PURPOSES ONLY.

CONTRACTOR TO

INSTALL PER

MANUFACTURER'S

RECOMMENDATIONS.
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L-7.30

CONSTRUCTION DETAILS

As Noted

1

PAVILION ROCKING CHAIR

AS NOTED

2

PEBBLE STONE SEAT

AS NOTED

3

PET WASTE STATION

AS NOTED

5

RAIN HARVESTING CISTERN

AS NOTED

4

PING PONG TABLE

AS NOTED
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STYLE

SCULPTURE

BENCH

DEPTH

79"

WIDTH

158"

HEIGHT

35"

WEIGHT

6,614 LB

QUANTITY

1

COLOR

GREY

13'-1

1

2

"

6
'
-
6

3 4

"

4

3 4

"

1
'
-
1

1
"

1
'
-
7

1 4

"

4

3 4

"

DRAIN HOLES

SUPPORT

COLUMNS

Ø11

3

4

"

FRONT ELEVATION SIDE ELEVATION

PLAN

VIEW

NOTES:

1. ROCK SCULPTURE BENCH TO BE LANDSCAPEFORMS

LUNGO MARE - "MODULE A" OR EQUAL APPROVED BY

LANDSCAPE ARCHITECT.

2. TO BE FREE STANDING.

3. FINISH: GRAY

4. CONTRACTOR TO ENSURE BENCH IS LEVEL AND

INSTALLED PER MANUFACTURER'S

RECOMMENDATION.

5. INFORMATION: WWW.LANDSCAPEFORMS.COM

6. LOCATE AS SHOWN ON PLANS.

SAMPLE IMAGE:

STYLE

DUAL

36 GAL

DEPTH WIDTH HEIGHT WEIGHT

498 LBS

QUANTITY

9

COLOR

RAL SILVER

DEPTH

19.5"

WIDTH

19.5"

HEIGHT

41.75"

AVAILABLE OPTIONS:
    POWDER COATING
       10 STANDARD COLORS, 2 OPTIONAL METALLIC COLORS,
       CUSTOM COLORS (INCLUDING THE RAL RANGE)
    SECURITY
       STANDARD WITH LOCKABLE LATCH (AS SHOWN). AVAILABLE WITH OPTIONAL KEYED
       LOCK BOX. LID BOLTED IN PLACE. AVAILABLE WITH OPTIONAL MOUNT WITH
       3 IN-LINE ANCHOR HOLES AND OPTIONAL BOTTOM PLATE COVER.

LIDS
    STANDARD WITH TAPERED FORMED LID (AS SHOWN). AVAILABLE WITH OPTIONAL DOME LID,
    DOME LID WITH ASHTRAY, RAIN BONNET LID, RAIN BONNET LID WITH ASHTRAY, CONVEX LID,
    CONVEX LID WITH SELF CLOSING DOOR, ENCLOSED DOME LID, ENCLOSED DOME LID WITH
    STAINLESS STEEL ASHTRAY, AND RECYCLE LIDS. ASHTRAYS AVAILABLE WITH
    OPTIONAL ASHTRAY COVER.
CUSTOM PLAQUES & DECALS
    AVALIABLE WITH STEEL PLAQUES IN VARIOUS SIZES AND PRESSURE SENSITIVE
    VINYL OUTDOOR DECALS.

LID

SIDE-DOOR RECYCLING STATION
SHOWN: (2) STANDARD TAPERED FORMED LID

*TOP BAND VARIES BETWEEN PRODUCTS*

AVAILABLE WITH ANY COMBINATION OF DECALED LID AND TOP BAND

28
-3
/8
"

53-1/4"

41
-3
/4
"

19-1/2"

36-GALLON CAPACITY HIGH
DENSITY PLASTIC LINER
(WEIGHT NOT TO EXCEED 6 LBS.)
SITS ON 1/4" x 2" SUPPORT BARS

3/8" x 1"
VERTICAL SOLID
STEEL BARS

1/4" x 2-1/2"
HORIZONTAL SOLID

STEEL BANDS

5/8" SOLID
STEEL TOP RING

LEVELING FEET
WITH 3/8" DIAMETER
THREADED STEEL SHAFT

3/4" ANCHOR
BOLT HOLES

3/8" x 3" SOLID
STEEL BARS

SD-242

NOTES:
1.  DRAWINGS NOT TO SCALE. DO NOT SCALE DRAWINGS.
2.  ALL FABRICATED METAL COMPONENTS ARE STEEL SHOTBLASTED, ETCHED, PHOSPHATIZED, PREHEATED, AND ELECTROSTATICALLY POWDER-COATED WITH T.G.I.C. POLYESTER POWDER
    COATINGS. PRODUCTS ARE FULLY CLEANED AND PRETREATED, PREHEATED AND COATED WHILE HOT TO FILL CREVICES AND BUILD FILM COATING. COATED PARTS ARE THEN FULLY CURED
    TO COATING MANUFACTURER'S SPECIFICATIONS. THE THICKNESS OF THE RESULTING FINISH AVERAGES 8-10 MILS (200-250 MICRONS).
3.  OIL IMPREGNATED BRONZE BUSHINGS AND STAINLESS STEEL PIVOT PINS FOR DOOR MOVEMENT, STANDARD 3/16" SOLID STEEL LATCH ASSEMBLY OR OPTIONAL
    PATENTED STAINLESS STEEL KEYED LOCK ASSEMBLY.
4.  THIS VICTOR STANLEY, INC. PRODUCT MUST BE PERMANENTLY AFFIXED TO THE GROUND. CONSULT YOUR LOCAL CODES FOR REGULATIONS.
5.  VICTOR STANLEY, INC., PLASTIC INNER LINERS ARE MOLDED ON TOOLING DESIGNED FOR AND OWNED BY VICTOR STANLEY, INC. THEY OFFER MAXIMUM CAPACITY AND STRENGTH WITH
    LIGHTWEIGHT CONSTRUCTION USING CRITICAL MOLDED RIBS, INTEGRAL HANDHOLDS, AND HIGH-STRENGTH MATERIALS. THIS MINIMIZES HANDLING DIFFICULTY AND FACILITATES EASY
    EMPTYING AND STORAGE WHILE AFFORDING LONG SERVICE LIFE.
6.  ANCHOR BOLT NOT PROVIDED BY VICTOR STANLEY, INC.
7.  FOR HIGH SALT ABUSIVE CLIMATES, HOT-DIP GALVANIZING BEFORE POWDER COATING IS AVAILABLE. HOT-DIP GALVANIZING IS PERFORMED FOR VICTOR STANLEY, INC. BY AN
    EXPERIENCED QUALIFIED FIRM TO WHICH PRODUCTS ARE SHIPPED FOR GALVANIZING.  HOT-DIP GALVANIZING INCLUDES AN AGGRESSIVE PRE-TREATMENT AND IMMERSION IN A TANK
    OF CHARGED LIQUID ZINC AT OR AROUND 860°F (460°C). THE RESULTING SURFACE IS RESISTANT TO RUST BUT HAS SOME UNEVENNESS RESULTING FROM THE BONDING OF THE ZINC
    TO THE STEEL SURFACE. AS A RESULT, THE POWDER-COATING SURFACE FINISH OVER THAT GALVANIZED SURFACE MAY EXHIBIT BUMPS, UNEVENNESS, AND MAY NOT BE
    AS SMOOTH AS THE STANDARD FINISH; THIS UNEVEN AND INCONSISTENT FINISH IS NORMAL FOR GALVANIZING. CONTACT MANUFACTURER FOR DETAILS.
8.  ALL SPECIFICATIONS ARE SUBJECT TO CHANGE. CONTACT MANUFACTURER FOR DETAILS.
9.  THIS PRODUCT IS SHIPPED FULLY ASSEMBLED.

IRONSITES® SERIES

COPYRIGHT 2014 VICTOR STANLEY, INC.®  ALL RIGHTS RESERVED
REV. 6/2/14 DRAWN C.D.B. 2014-510

P.O. DRAWER 330 - DUNKIRK, MD 20754 USA
TOLL FREE: (800) 368-2573 (USA & CANADA)
TEL (301) 855-8300 - FAX (410) 257-7579
WEB SITE: HTTP://WWW.VICTORSTANLEY.COM

* ALL DIMENSIONS ARE IN INCHES *

NOTES:

1. LITTER/RECYCLING RECEPTACLES TO BE

VICTOR-STANLEY OR EQUAL APPROVED

BY LANDSCAPE ARCHITECT.

2. LITTER LID: TAPERED FORMED

3. RECYCLING LID: RECYCLE

4. FINISH: RAL SILVER

5. INFORMATION:

WWW.VICTORSTANLEY.COM

6. LOCATE AS SHOWN ON PLANS.

7. CONTRACTOR TO VERIFY QUANTITIES

PRIOR TO ORDERING.

SAMPLE IMAGE:

NOTES:

1. WATER FOUNTAIN TO BE DOG-ON-IT

PARKS ADA ACCESSIBLE FOUNTAIN W/

PET BOWL (ITEM 7211) OR EQUAL

APPROVED BY LANDSCAPE ARCHITECT.

2. FINISH: STAINLESS STEEL

3. CONTRACTOR TO WORK WITH MEP/CIVIL

REGARDING COORDINATION OF WATER

FOUNTAIN. FOUNTAIN TO TIE INTO

SUPPLY LINE RESTROOM (SEE CIVIL SHT.

C-1.0).

4. FOUNTAIN TO DRAIN INTO GRAVEL DRAIN

FIELD (SEE CIVIL SHT. C-1.1).

5. FOUNTAIN TO BE INSTALLED PER LOCAL

ORDINANCES

6. INFORMATION:

WWW.DOG-ON-IT-PARKS.COM

7. LOCATE AS SHOWN ON PLANS.

8. CONTRACTOR TO LOCATE WATER

SHUTOFF VALVE IN LANDSCAPE BED

IMMEDIATELY ADJACENT TO FOUNTAIN

(SEE CIVIL SHT. C-1.0).

SAMPLE IMAGE:

STYLE

ADA

ACCESS

W/ DOG

FOUNTAIN

DEPTH

13"

WIDTH

43.25"

HEIGHT

32.875"

(of drinking

orifice)

QUANTITY

1

COLOR

QUICK SILVER
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03/28/2018

L-7.31

CONSTRUCTION DETAILS

As Noted

1

ROCK SCULPTURE BENCH

AS NOTED

3

WASTE/RECYCLING RECEPTACLE

AS NOTED

2

WATER FOUNTAIN

AS NOTED
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03/28/2018

TOWN GREEN

SOUTHWEST

SHEET L-8.03

TOWN GREEN

SOUTHEAST

SHEET L-8.04

TOWN GREEN

NORTHEAST

SHEET L-8.02

TOWN GREEN

NORTHWEST

SHEET L-8.01

NOTE

TREE QUANTITIES TO, AT A

MINIMUM, CONFORM WITH

THE APPROVED TOWN

CENTER LDP PLANS ON

PD2016.03, SHEET TP-1.02
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03/28/2018

IMPORTANT!

CONTRACTOR TO VERIFY PLANT QUANTITIES

BEFORE PURCHASING.

TREES CODE BOTANICAL NAME / COMMON NAME CONT CAL SIZE QTY

                 AG Acer rubrum `October Glory` TM / October Glory Maple B & B 5"Cal 6

                 AA Amelanchier arborea `Autumn Brilliance` / Downy Serviceberry B & B 4"Cal 7

Multi-Trunk (each trunk 1.5" cal. minimum)

                 BN Betula nigra `City Slicker` / City Slicker River Birch B & B 5"Cal 14` - 16` HT MIN. 33

Single trunk, 7-9` clear trunk

                 CV Chionanthus virginicus / White Fringetree B & B 4"Cal 4

Multi-Trunk (each trunk 1.5" cal. minimum)

                 CR Cryptomeria japonica `Radicans` / Japanese Cedar B & B 7" Cal 20`+ HT x 7` - 8` W 6

                 JS Juniperus scopulorum `Skyrocket` / Skyrocket Juniper B & B 3"Cal 8

                 LA Liriodendron tulipifera `Arnold` / Arnold Tulip Poplar B & B 5"Cal 3

                 MV Magnolia virginiana `Green Shadow` / Green Shadow Magnolia B & B 4"Cal 4

Multi-Trunk (each trunk 1.5" cal. minimum)

                 MB Magnolia x `Butterflies` / Butterfly Magnolia B & B 4"Cal 2

Multi-Trunk (each trunk 1.5" cal. minimum)

                 MG Magnolia x `Galaxy` / Galaxy Magnolia B & B 4"Cal 2

Multi-Trunk (each trunk 1.5" cal. minimum)

                 NS Nyssa sylvatica `Wildfire` / Black Gum B & B 5"Cal 8

                 PO Platanus occidentalis / American Sycamore B & B 5"Cal 16` - 18` HT MIN. 9

8` CLEAR TRUNK

                 QP Quercus phellos `Hightower` / Willow Oak B & B 5"Cal 16` HT MIN. 17

7` - 9` CLEAR TRUNK

                 UA Ulmus parvifolia `Allee` / Allee Lacebark Elm B & B 5"Cal 16` HT MIN. 9

8` CLEAR TRUNK

SHRUBS CODE BOTANICAL NAME / COMMON NAME SIZE FIELD2 FIELD3 QTY

                 CZ Coreopsis verticillata `Zagreb` / Zagreb Thread Leaf Coreopsis 1 gal 118

                 DE Dryopteris erythrosora / Autumn Fern 1 gal 103

                 HL Hydrangea paniculata `Little Lime` / Little Lime Hydrangea 10 gal 30

                 HT Hydrangea paniculata `Tardiva` / Tardiva Hydrangea 10 gal 32

                 IS Ilex glabra `Shamrock` / Inkberry 7 gal 49

                 IJ Ilex verticillata `Jim Dandy` / Jim Dandy Winterberry 7 gal 8

                 IR Ilex verticillata `Red Sprite` / Red Sprite Winterberry 7 gal 54

                 IC Iris sibirica `Caesar`s Brother` / Caesar`s Brother Siberian Iris 1 gal 80

                 LP Lavandula x intermedia `Provence` / Provence Lavendin 5 gal 24

                 NW Nepeta x faassenii `Walkers Low` / Walkers Low Catmint 3 gal 132

                 RO Rosmarinus officinalis `Barbeque` / Rosemary 5 gal 142

                 SB Salvia x sylvestris `Blue Hill` / Sage 1 gal 12

                 SM Salvia x sylvestris `May Night` / Sage 1 gal 12

GRASSES CODE BOTANICAL NAME / COMMON NAME SIZE FIELD2 FIELD3 QTY

                 CK Calamagrostis x acutiflora `Karl Foerster` / Feather Reed Grass 3 gal 249

                 MC Muhlenbergia capillaris `Lenca` / Regal Mist Pink Muhly 3 gal 247

                 PS Panicum virgatum `Shenandoah` / Switch Grass 3 gal 213

SHRUB AREAS CODE BOTANICAL NAME / COMMON NAME CONT FIELD2 FIELD3 SPACING QTY

                 DG Deschampsia cespitosa `Goldtau` / Gold Dew Tufted Hair Grass 3 gal 24" o.c. 675

PLANT SCHEDULE

GROUND COVERS CODE BOTANICAL NAME / COMMON NAME CONT SPACING QTY

                 AS Allium sphaerocephalum / Drumstick Allium Bulb 5" o.c. 580

4 TO 6 BULBS PER SYMBOL

                 CD Cynodon dactylon `TifTuf`` / TifTuf Bermuda sod 24,419 sf

Georgia Certified "Blue Tag" Turfgrass

                 DF Dianthus gratianopolitanus `Firewitch` / Firewitch Cheddar Pinks 1 gal 12" o.c. 30

                 FP Ficus pumila / Creeping Fig 1 gal 12" o.c. 233

                 GL Gaura lindheimeri / White Gaura 1 gal 18" o.c. 120

                 GS Gelsemium sempervirens `Carolina` / Yellow Jessamine 1 gal 18" o.c. 20

                 M1 Mix 1 / Pennsylvania Sedge and Snowdrops As Noted 12" o.c. 1,087

Equal parts mix of Carex Pennsylvanica (4" pot) and Galanthus

Nivalis (3 to 5 Bulbs per square foot)

                 M2 Mix 2 / Pennsylvania Sedge and Bluebells As Noted 12" o.c. 3,874

Equal parts mix of Carex Pennsylvanica (4" pot) and

Hyancinthoides Non-Scripta (3 to 5 Bulbs per square foot)

                 M3 MIX 3 1 gal 18" o.c. 44

50% Clematis armadnii `Evergreen Clematis` / 50%

Parthenocissus tricuspidata `Vetchii`

                 MM Mulch / Triple Shredded Hardwood Mulch Square Footage 1,663 sf

Mulch to 3" Depth

                 RF Rudbeckia fulgida `Goldstrum` / Coneflower 1 gal 18" o.c. 66

                 TA Thymus praecox arcticus `Coccineus` / Red Creeping Thyme 4"pot 6" o.c. 615

                 TO Tiarella cordifolia `Oakleaf` / Foamflower 4"pot 12" o.c. 575

PLANT SCHEDULE

PLANT NOTES

1. SINGLE TRUNK TREES ARE TO HAVE A STRAIGHT, CENTRAL

LEADER WITH WELL SPACED BRANCHES. SINGLE TRUNK

TREES ARE TO BE SYMMETRICAL WITH A FULL CROWN

2. MULTI-TRUNK TREES ARE TO HAVE THREE LEADERS AND

WELL SPACED BRANCHES. MULTI-TRUNK TREES ARE TO BE

SYMMETRICAL WITH A FULL CROWN

3. TREE QUANTITIES TO, AT A MINIMUM, CONFORM WITH THE

APPROVED TOWN CENTER LDP PLANS ON PD2016.03, TP-1.02
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03/28/2018

LANDSCAPE NOTES:

1. CONTRACTOR TO BE RESPONSIBLE FOR LOCATION OF

UNDERGROUND UTILITIES PRIOR TO DIGGING OR

INSTALLATION OF ANY PLANT MATERIAL. CALL LOCAL

JURISDICTION UTILITY LOCATOR PRIOR TO COMMENCING

WORK.

2. A 3" DEPTH OF EQUAL-MIX MINERAL TOPSOIL, AGED FINES,

AND COMPOSTED COW MANURE SHALL BE ROTO-TILLED TO

A DEPTH OF 6-8” IN LANDSCAPE PLANTING BEDS. SOIL

MIXES APPROVED AS EQUALS MAY BE UTILIZED AT THE

DISCRETION OF LANDSCAPE ARCHITECT OR OWNER'S

REPRESENTATIVE.

3. ALL PLANTING BEDS ARE TO BE MULCHED TO A MINIMUM

DEPTH OF 3". FREE-STANDING TREES ARE TO BE MULCHED

IN A MIN. 5' DIAMETER UNLESS IMPEDED BY SITE

HARDSCAPES.

4. IF STAKING OR EARTHEN TREE RINGS ARE TO BE UTILIZED,

CONTRACTOR IS RESPONSIBLE TO REMOVE WITHIN 1-YEAR

OF INSTALLATION.

5. ALL PLANT MATERIALS ARE TO CONFORM TO THE LATEST

EDITION OF THE AMERICAN ASSOCIATION OF NURSERYMAN

STANDARDS FOR NURSERY STOCK.

6. SUBSTITUTIONS OF PLANT SPECIES IS DISCOURAGED,

UNLESS APPROVAL FROM LANDSCAPE ARCHITECT IS

ACQUIRED.

7. WHERE ON-SITE CONDITIONS DO NOT ALLOW THE PLAN TO

BE INSTALLED AS DRAWN, THUS REQUIRING SIGNIFICANT

ALTERATIONS TO THE PLANS, CONTRACTOR IS TO CONTACT

LANDSCAPE ARCHITECT UNLESS OTHERWISE DIRECTED BY

OWNER'S REPRESENTATIVE.

8. CONTRACTOR IS RESPONSIBLE FOR WATERING PLANT

MATERIAL UNTIL FINAL ACCEPTANCE BY OWNER.

9. LANDSCAPE CONTRACTOR IS TO GUARANTEE ALL PLANT

MATERIAL FOR 1-YEAR FROM FINAL ACCEPTANCE OF

OWNER. DEAD PLANTS AND PLANTS NOT MEETING MINIMUM

STANDARDS AS SET FORTH IN NOTE #6 SHALL BE

REPLACED BY CONTRACTOR AT THE EARLIEST TIME

SEASONABLE AND PRACTICAL TO PLANT.

10. BURLAP IS TO BE PULLED BACK TO EXPOSE TOP OF

ROOTBALL AND THE TOPS OF WIRE BASKETS ARE TO BE

CUT OR BENT BACK INTO PLANTING HOLE.

11. TOPS OF ROOTBALLS FOR TREES ARE TO BE PLANTED

ABOUT AN INCH ABOVE SURROUNDING GRADE.

12. PLANTING HOLES FOR TREES AND SHRUBS NOT IN

PLANTING BEDS SHOULD BE APPROX. TWICE THE DIAMETER

OF THE ROOTBALL.

13. BACKFILL MIX SHALL BE A 50-50 MIX OF SUITABLE EXISTING

SOIL, AND PLANTING MIX SPECIFIED IN NOTE #2. EXISTING

SOIL IS TO BE FREE FROM DELETERIOUS MATERIALS AND

STONES GREATER THAN 1/2" DIAMETER.

1

SHRUB INSTALLATION

1/2" = 1' - 0"

3

TREE INSTALLATION ON SLOPE

1/2" = 1' - 0"

2

TREE INSTALLATION

1/2" = 1' - 0"

IMPORTANT!

CONTRACTOR TO VERIFY PLANT QUANTITIES

BEFORE PURCHASING.

4

GROUNDCOVER SPACING

1" = 1' - 0"
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LETTERS AND NUMBERS:
1. LETTERS AND NUMBERS ON SIGNS SHALL BE RAISED 1/32" MINIMUM 
AND SHALL BE SANS-SERIF UPPERCASE CHARACTERS ACCOMPANIED BY 
GRADE 2 BRAILLE.  

2. RAISED CHARACTERS OR SYMBOLS SHALL BE A MINIMUM OF 5/8" 
HIGH, BUT NO HIGHER THAN 2". 

3. PICTORIAL SYMBOL SIGNS (PICTOGRAMS) SHALL BE ACCOMPANIED 
BY THE EQUIVALENT VERBAL DESCRIPTION PLACED DIRECTLY BELOW THE 
PICTOGRAM. THE BORDER DIMENSION OF THE PICTOGRAM SHALL BE A 
MINIMUM OF 6" IN HEIGHT. 

4. LETTERS AND NUMBERS ON SIGNS SHALL HAVE A WIDTH-TO-HEIGHT 
RATIO OF BETWEEN 3:5 AND 1:1 AND A STROKE WIDTH-TO-HEIGHT RATIO 
BETWEEN 1:5 AND 1:10. 

5. CHARACTERS AND SYMBOLS SHALL CONTRAST WITH THEIR 
BACKGROUND, EITHER LIGHT CHARACTERS ON A DARK BACKGROUND 
OR DARK CHARACTERS ON A LIGHT BACKGROUND. BOTH THE 
CHARACTERS AND BACKGROUND MUST HAVE A NON-GLARE FINISH. 

6. CHARACTERS AND NUMBERS ON SIGNS SHALL BE SIZED ACCORDING 
TO THE VIEWING DISTANCE FROM WHICH THEY ARE TO BE READ. THE 
MINIMUM HEIGHT IS MEASURED USING AN UPPER CASE X. LOWER CASE 
CHARACTERS ARE PERMITTED. FOR SIGNS SUSPENDED OR PROJECTED 
ABOVE THE FINISH FLOOR IN COMPLIANCE WITH SECTION 11-4.4.2, THE 
MINIMUM CHARACTER HEIGHT SHALL BE 3". 

7. CONTRACTED GRADE 2 BRAILLE SHALL BE USED WHEREVER BRAILLE 
SYMBOLS ARE SPECIFICALLY REQUIRED IN OTHER PORTIONS OF THESE 
REGULATIONS. DOTS SHALL BE 1/10" ON CENTERS IN EACH CELL WITH 
2/10" SPACE BETWEEN CELLS. DOTS SHALL BE RAISED A MINIMUM  OF 
1/40" ABOVE THE BACKGROUND. 

SIGN LOCATIONS:
8. ALL BUILDING ENTRANCES THAT ARE ACCESSIBLE TO AND USABLE BY 
PERSONS WITH DISABILITIES AND AT EVERY MAJOR JUNCTION ALONG 
OR LEADING TO AN ACCESSIBLE ROUTE OF TRAVEL SHALL BE IDENTIFIED 
WITH A SIGN DISPLAYING THE INTERNATIONAL SYMBOL OF ACCESSIBILITY 
AND WITH ADDITIONAL DIRECTIONAL SIGNS, AS REQUIRED, TO BE VISIBLE 
TO PERSONS ALONG APPROACHING PEDESTRIAN WAYS.

9. WHEN PERMANENT IDENTIFICATION IS PROVIDED FOR ROOMS AND 
SPACES, RAISED LETTERS SHALL BE PROVIDED  AND SHALL BE 
ACCOMPANIED BY BRAILLE IN CONFORMANCE WITH SECTION 
1117B.5.6. SIGNS SHALL BE INSTALLED ON THE WALL ADJACENT TO THE 
LATCH OUTSIDE OF THE DOOR. WHERE THERE IS NO WALL SPACE ON THE 
LATCH SIDE, INCLUDING AT LEAF DOORS, SIGNS SHALL BE PLACE ON THE 
NEAREST ADJACENT WALL, PREFERABLY ON THE RIGHT. MOUNTING 
HEIGHT SHALL BE 60" ABOVE THE FINISH FLOOR TO THE CENTERLINE OF 
THE SIGN. MOUNTING LOCATION SHALL BE DETERMINED SO THAT THE 
PERSON MAY APPROACH WITHIN 3" OF THE SIGNAGE WITHOUT 
ENCOUNTERING PROTRUDING OBJECTS OR STANDING WITHIN THE 
SWING OF A DOOR. 

INTERNATIONAL SYMBOL OF ACCESSIBILITY:
11. STANDARD USED TO IDENTIFY ACCESSIBLE FACILITIES. 

12. WHITE FIGURE ON BLUE BACKGROUND,  COLOR # 15090 ON 
FEDERAL STANDARD # 595A. 

13. WHEN ENFORCING AGENCY DETERMINES, IF APPROPRIATE, SPECIAL 
DESIGNS AND COLORS MAY BE APPROVED. 

BRAILLE:
14. USE CONTRASTED GRADE 2 BRAILLE.  DOTS TO BE 0.1 INCH ON 
CENTER IN EACH CELL. 

15. 0.2 INCH SPACE BETWEEN CELLS. 

16. DOTS RAISED MINIMUM 0.025 INCH ABOVE BACKGROUND.

FIGURE 1
CHARACTER RAISED 

REQUIREMENT

FIGURE 2
PROPORTIONS OF THE 

INTERNATIONAL SIGN OF 
ACCESSIBILITY

FIGURE 3
INTERNATIONAL SYMBOL OF 

ACCESSIBILITY DISPLAY 
CONDITION #1.

FIGURE 4
INTERNATIONAL SYMBOL OF 

ACCESSIBILITY DISPLAY 
CONDITION #2.

FIGURE 5
 INTERNATIONAL SYMBOL 
OF ACCESS FOR HEARING 

LOSS

FIGURE 6
INTERNATIONAL TDD 

SYMBOL

FIGURE 7
WOMEN'S RESTROOM

SIGNAGE

FIGURE 8
MEN'S RESTROOM SIGNAGE

FIGURE 9
MEN'S AND WOMEN'S 
RESTROOMS SIGNAGE

PROTRUDING OBJECTS:
FIGURE 10

WALL OBJECTS MOUNTED WITH THEIR 
LEADING EDGE HIGHER THAN 27" MUST NOT 
PROTRUDE MORE THAN 4" FROM THE WALL. 

FIGURE 11
WALL OBJECTS MOUNTED WITH THEIR LEADING AT 

27" OR BELOW ARE NOT RESTRICTED IN WIDTH 
ALLOWED TO PROTRUDE FROM THE WALL.

PROTRUDING OBJECTS CONT.:

FIGURE 12
OBJECTS MOUNTED FREE-STANDING POST 

OR PYLONS MAY OVERHAND 12". WITH 
THEIR LEADING EDGE NO HIGHER THAN 

27".

FIGURE 13
OBJECTS MOUNTED BETWEEN TWO 

POLES OR PYLONS MUST SPAN 
GREATER THAN 12" AND MUST HAVE 

THEIR LEADING EDGE NO HIGHER 
THAN 27". 

SPACE ALLOWANCE AND REACH RANGE:

MIN. CLEAR FLOOR SPACE FOR A WHEEL CHAIR AND OCCUPANT IS 30" X 48" AND MAY BE POSITIONED 
FOR EITHER A FORWARD OR PARALLEL APPROACH TO AN OBJECT. 

1. MIN. CLEAR WIDTH FOR A SINGLE WHEELCHAIR PASSAGE IS 36".
2. MIN. CLEAR WIDTH FOR TWO WHEELCHAIRS TO PASSES IS 60".
3. SPACE REQUIRED FOR A WHEELCHAIR TO TURN 180-DEGREES IS 60".

FIGURE 14
FORWARD APPROACH TO 

OBJECT FIGURE 15
THE RANGE OF REACH FOR OBJECTS THAT ONLY 
HAVE FORWARD APPROACH CLEARANCE SHALL 
BE MIN. 15" FROM F.F. AND MAX. 48" FROM F.F. 

     FIGURE 16
MAXIMUM FORWARD REACH OVER AN OBSTRUCTION

1. X SHALL BE < 25".
2. Z SHALL BE > X.  WHEN X < 20", THEN Y SHALL BE 48" MAX. 
3. WHEN X IS 20 TO 25", THEN Y SHALL BE 44" MAX.

FIGURE 17 
PARALLEL APPROACH TO 

OBJECT

FIGURE 18
THE RANGE OF REACH FOR OBJECTS 
THAT HAVE A PARALLEL APPROACH 

CLEARANCE SHALL BE MIN. 9" FROM F.F. 
AND MAX. 54" FROM F.F. 

FIGURE 19
THE RANGE OF REACH FOR OBJECTS OVER OBSTRUCTIONS THAT HAVE A PARALLEL APPROACH 

CLEARANCE SHALL BE MIN. 34" FROM F.F. AND MAX. 46" FROM F.F.

DOOR CLEAR SPACE:
CLEAR SPACES MUST BE LEVEL TO PREVENT WHEELCHAIRS FROM ROLLING WHEN THE OCCUPANT RELEASES THE 

WHEEL  GRIPS TO REACH FOR THE DOOR.  1/4" PER FOOT IS  ALLOWED FOR DRAINAGE.

FIGURE 20
DOORWAYS  INTENDED FOR FULL USER PASSAGE MUST 

HAVE A MIN. CLEAR OPENING OF 32" BETWEEN FACE OF 
DOOR AND OPPOSITE STOP AND OPEN AT LEAST 90-

DEGREES. 

FIGURE 21
MIN. REQUIRED SPACE BETWEEN TO 

SWINGING DOORS MUST BE 48" PLUS THE 
WIDTH OF ANY DOOR SWINGING INTO THE 

SPACE. 

DOOR WIDTH PLUS
24" MIN. EXTERIOR
18" MIN. INTERIOR

FIGURE 22
DOOR HARDWARE AND CLOSER

NOTE:
1. MINIMUM 10" HIGH SMOOTH SURFACE AT DOOR BOTTOM, EITHER ATTACHED PANEL OR BOTTOM RAIL.
2. OPERABLE BY SINGLE EFFORT LEVER-TYPE DEVICE (NOT REQUIRING GRASPING). 
3. DOOR HARDWARE MOUNTED BETWEEN 36" TO 48" FROM F.F. 
4. MAXIMUM 8.5 LBS. EFFORT TO OPERATE EXTERIOR DOOR, 5 LBS. FOR INTERIOR DOORS.

LEVEL CHANGES AND THRESHOLDS:

FIGURE 23- LEVEL CHANGE
NOTES:
1. LEVEL CHANGES UP TO 1/4" MAY BE VERTICAL AND WITHOUT EDGE TREATMENT. 
2. LEVEL CHANGES BETWEEN 1/4" AND 1/2" MUST BE BEVELED WITH A SLOPE NO GREATER THAN 1:2.
3. CHANGES IN LEVEL GREATER THAN 1/2" MUST BE ACCOMPLISHED BY MEANS OF A RAMP. 

FIGURE 24- CARPET LEVEL CHANGE
NOTES:
1. CARPET MUST BE SECURELY ATTACHED TO SUB-SURFACE. 
2. CARPET MUST HAVE A FIRM CUSHION, PAD, OR BACKING OR NO CUSHION OR BACKING.
3. CARPET MUST HAVE A LEVEL LOOP, TEXTURED LOOP, LEVEL CUT PILE, OR CUT/UNCUT PILE TEXTURED.
4. MAX. PILE THICKNESS MUST BE 1/2".
5. EXPOSED EDGE OF CARPET MUST BE FASTENED TO THE FLOOR 

SURFACE AND HAVE TRIM ALONG THE ENTIRE LENGTH OF EXPOSED 
EDGE. 

LEVEL CHANGES AND THRESHOLDS (CONT.):

FIGURE 25- THRESHOLD
NOTES:
1. THRESHOLDS AT DOORWAYS MUST NOT EXCEED 1/2" IN HEIGHT. 
2. RAISED THRESHOLDS AND FLOOR LEVEL CHANGES AT ACCESSIBLE DOORWAYS MUST BE 

BEVELED WITH A SLOPE NO GREATER THAN 1:2. 

1/4" MAX.

DOOR

STAIR & HANDRAIL REQUIREMENTS:

PROVIDE SECOND SET OF 
HANDRAILS AT 24' A.F.F. WHEN 
CHILDREN ARE PRIMARY USERS.

FIGURE 26- STAIR

STAIR NOTES:
1. RISER HEIGHTS AND TREAD WIDTHS MUST BE UNIFORM ON ANY GIVEN STAIR FLIGHT. 
2. STAIR TREADS SHALL BE NO LESS THAN 11" WIDE MEASURED FROM TREAD TO TREAD. 
3. OPEN TREADS ARE NOT PERMITTED FOR ADA STAIRS.
4. NOSING RADIUS MUST NOT BE GREATER THAN 1/2" AND MUST NOT BE ABRUPT.
5. RISERS MUST BE SLOPED OR UNDERSIDE OF NOSING MUST HAVE AN ANGLE OF AT LEAST 

60-DEGREES FROM THE HORIZONTAL.
6. NOSING PROJECTION MUST NOT EXCEED 1 1/2".
7. HANDRAILS MUST BE PROVIDED ON BOTH SIDES OF STAIRS.
8. HANDRAILS MUST EXTEND 12" BEYOND TOP RISER
9. HANDRAILS MUST EXTEND 12" PLUS THE TREAD DEPTH BEYOND THE BOTTOM RISER.
10. TOP HANDRAIL EXTENSION MUST BE PARALLEL TO FLOOR SURFACE.
11. BOTTOM HANDRAIL EXTENSION MUST CONTINUE TO SLOPE FOR A DISTANCE OF THE WIDTH OF ONE 

TREAD FROM THE BOTTOM RISER AND THEN TURN TO RUN PARALLEL WITH THE FLOOR SURFACE.
12. CLEAR SPACE BETWEEN THE HANDRAIL AND WALL MUST BE 1 1/2"
13. HANDRAILS MUST BE UNINTERRUPTED BY CONSTRUCTION ELEMENTS OR OBSTRUCTIONS.
14. TOP OF HANDRAIL MUST BE MOUNTED BETWEEN 34" AND 38" ABOVE STAIR NOSING.
15. END OF HANDRAIL MUST RETURN SMOOTHLY TO THE FLOOR, WALL, OR POST.
16. HANDRAILS MUST NOT ROTATE IN THEIR FITTINGS. 

FIGURE 27- HANDRAIL & GRAB BAR PROFILES

52" CLEAR PREFERRED

COMPRESSED CARPET 1/4" MAX. 
BELOW THRESHOLD FIN. FLOOR LEVEL

ADA DIAGRAMS AND NOTES ARE REFERENCED FROM THE AMERICANS WITH DISABILITIES ACT HANDBOOK 2010
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RAMPS:

FIGURE 1
STRAIGHT RAMP RUN

DRINKING FOUNTAINS AND WATER COOLERS:

RAMP NOTES:
1. ALL RAMPS MUST MEET HANDRAIL AND CURB REQUIREMENTS.
2. ALL PARTS OF ACCESSIBLE ROUTE WITH SLOPE GREATER 1:20 SHALL BE CONSIDER A RAMP 

AND MUST COMPLY WITH THE FOLLOWING REQUIREMENTS.
3. MAX. SLOPE OF A RAMP SHALL BE 1:12.
4. MAX. RISE OF ANY RUN SHALL BE 30".
5. MIN. CLEAR WIDTH OF A RAMP SHALL BE 36".
6. RAMPS MUST HAVE LEVEL LANDINGS AT BOTH THE TOP AND BOTTOM OF ALL RUNS.
7. RAMP LANDINGS MUST BE AT LEAST AS WIDE AS THE RAMP. 
8. ALL RAMP LANDINGS SHALL BE NO LESS THAN 60" CLEAR, AND THE BOTTOM OF THE RAMP 

SHALL HAVE NOT LESS THAN 72" OF STRAIGHT AND LEVEL CLEARANCE.
9. LANDINGS AT LOCATIONS WHERE THE RAMP IS CHANGE DIRECTIONS SHALL BE NO LESS 

THAN 60"X60".

ADA DIAGRAMS AND NOTES ARE REFERENCED FROM THE AMERICANS WITH DISABILITIES ACT HANDBOOK 2010

WHEN DOOR SWINGS ONTO LANDING 
42" MIN. PLUS DOOR WIDTH

360" INTERVAL MAX. VARIES

360" INTERVAL MAX. VARIES

AS REQUIRED

30" MAX. RISE TYP.

WHEN DOOR SWINGS ONTO 
LANDING 42" MIN. PLUS DOOR 
WIDTH

360 INTERVAL MAX. VARIES (TYP.)

FIGURE 2
RAMP WITH INTERMEDIATE SWITCH BACK PLATFORM

FIGURE 3
RAMP WITH TURNING PLATFORM

WHEN DOOR SWINGS ONTO 
LANDING 42" MIN. PLUS DOOR 
WIDTH

360" INTERVAL MAX. VARIES

360" INTERVAL MAX. VARIES

INTERMEDIATE TURNING POSITION

FIGURE 4
RAMP SECTION

HANDRAIL AT RAMPS

4" MIN. TO 30" MAX.

1. SPOUT MUST BE NO HIGHER THAN 36" FROM F.F.
2. SPOUT MUST BE TO THE FRONT OF THE DRINKING FOUNTAIN OR WATER COOLER WITH A WATER 

FLOW TRAJECTORY PARALLEL TO THE FRONT OF THE UNIT
3. SPOUT MUST PROVIDE A WATER FLOW AT LEAST 4" HIGH TO ALLOW FOR A DRINKING CUP TO BE 

FILLED.
4. A ROUND OR OVAL BOWL ON A WATER FOUNTAIN OR WATER COOLER MUST HAVE THE SPOUT 

POSITIONED SO THE FLOW OF WATER IS WITHIN 3" OF THE FRONT EDGE OF THE FOUNTAIN.
5. CANTILEVERED UNITS MUST HAVE CLEAR KNEE SPACE BETWEEN THE BOTTOM OF THE APRON AND 

THE FLOOR OF AT LEAST 27" HIGH, 30" WIDE, AND 17" DEEP.
6. CANTILEVERED UNITS MUST HAVE A CLEAR FLOOR SPACE OF 30"X48" TO ALLOW A FORWARD 

APPROACH TO THE UNIT.
7. FREE-STANDING OR BUILT-IN UNITS WITH NO CLEAR SPACE UNDER THE UNIT MUST HAVE CLEAR 

SPACE IN FRONT OF THE UNIT THAT ALLOWS FOR A PARALLEL APPROACH. SEE FIGURE 17/ A0.1. 

RECESSED FOUNTAINS:

8. WITHIN ALCOVES MIN. 63" WIDE, MIN. 18" DEEP WHEN DOUBLE DRINKING FOUNTAINS ARE 
REQUIRED AND 32" MIN. CLR. WHEN A SINGLE FOUNTAIN IS PERMITTED. 

9. CONTRACTOR SHALL COORDINATE WITH SIZE OF WATER FOUNTAIN TO BE USED AND SIZE ALCOVE 
ACCORDINGLY COMPLYING WITH REQUIREMENTS AND RECOMMENDATIONS AND 
COORDINATING WITH THE ARCHITECT.

PROJECTED FOUNTAINS:

10. WARNING FOR THE VISION IMPAIRED AT A PROJECTED DRINKING FOUNTAIN CAN BE PROVIDED BY 
EITHER OF THE FOLLOWING MEANS: THE SURFACE OF THE FLOOR OR GROUND AT THE DRINKING 
FOUNTAIN CAN BE OF CONTRASTING COLOR WITH A TEXTURE THAT CONTRASTS IN RESILIENCY WITH 
THE ADJACENT FINISHED FLOOR MATERIAL, SO THAT IT CAN BE SENSED BY A CANE, WITH THE 
TEXTURE EXTENDING FROM THE WALL TO ONE FOOT BEYOND THE FRONT EDGE OF THE DRINKING 
FOUNTAIN AND ON FOOT BEYOND EACH SIDE OF THE FOUNTAIN, OR INSTALL WING WALLS ON 
EACH SIDE OF THE DRINKING FOUNTAIN TO PROJECT OUT FROM THE MAIN WALL AT LEAST AS FAR 
AS THE DRINKING FOUNTAIN AND TO WITHIN 6" OF THE PATH OF TRAVEL FLOOR FINISH. THERE MUST 
BE 32"CLEAR BETWEEN THE WING WALLS.

FIGURE 5
FOUNTAIN SECTION

FIGURE 6
FOUNTAIN CLEAR FLOOR SPACE

RESTROOMS AND FIXTURES:

WATER CLOSET:
WATER CLOSETS MUST HAVE A CLEAR FLOOR SPACE OF 56" MIN.  PERPENDICULAR FROM THE 
WATER CLOSET AND 48" MIN. CLEAR PARALLEL TO THE WATER CLOSET. A WALL MOUNTED 
LAVATORY MAY BE POSITIONED OVER THE CLEAR FLOOR SPACE AT A MAX. OF 18" INTO THE 
PARALLEL REQUIRED CLEAR SPACE.  WATER CLOSETS MUST BE 17" TO 19" HEIGHT MEASUREMENT 
TO THE TOP OF THE TOILET SET.  THE GRAB BAR BEHIND THE WATER CLOSET MUST BE A MIN. OF 36" 
LONG. TOILET CONTROLS MUST BE MOUNTED ON THE WIDE SIDE OF THE TOILET AREA AND BE 
MOUNTED NO MORE THAN 44" A.F.F.  TOILET PAPER DISPENSER MUST BE MOUNTED IN REACH OF 
ADA PERSON AND THE DISPENSER MUST ALLOW FOR CONTINUE PAPER FLOW. 

URINALS:
     URINALS SHALL BE STALL-TYPE OR WALL-HUNG WITH AN ELONGATED RIM AT A MAX. 17" A.F.F.  

CLEAR FLOOR SPACE PROVIDED FOR URINALS MUST BE 30" X 48" TO PROVIDE A FRONT 
APPROACH FOR AN ADA PERSON. URINAL SHIELDS THAT DO NOT EXTEND BEYOND THE FRONT 
EDGE OF THE URINAL RIM MAY BE PROVIDED WITH 29" CLEARANCE BETWEEN THEM.  URINAL F
LUSH CONTROLS SHALL BE HAND OPERATED OR AUTOMATIC, AND MUST BE MOUNTED 
MAX. 44" A.F.F. 

LAVATORIES & MIRRORS:
LAVATORIES MUST BE MOUNTED WITH THE RIM NO HIGHER THAN 34" A.F.F. LAVATORIES MUST 
HAVE MIN. 29" OF CLEARANCE ABOVE FINISH FLOOR TO THE BOTTOM OF THE APRON. KNEE 
SPACE AND AND TOE CLEARANCE MUST ALSO BE PROVIDE, AS SHOWN BELOW. 30" X 48" CLEAR 
FLOOR SPACE THAT PROVIDES A FORWARD APPROACH  MUST BE PROVIDED AT ALL LAVATORIES. 
THIS CLEAR FLOOR SPACE MAY EXTEND A MAX. OF 19" UNDERNEATH THE LAVATORY.  HOT WATER 
AND DRAIN PIPES UNDER THE LAVATORY MUST INSULATED OR CONFIGURED TO PROTECT 
AGAINST CONTACT.  FAUCETS MUST BE LEVER-OPERATED, PUSH-TYPE, OR ELECTRONICALLY 
CONTROLLED.  MIRRORS MUST BE MOUNTED WITH THE BOTTOM EDGE OF THE REFLECTED 
SURFACE NO HIGHER THAN 40" A.F.F. 

RESTROOMS & FIXTURES (CONT.):

36" (MIN.) GRAB BAR

42" GRAB BAR

FIGURE 9
PRIVACY TOILET RESTROOM

FIGURE 10
TOILET STALL NEW CONSTRUCTION

TOILET SEAT COVER DISPENSER (WHERE 
OCCURS)

FIGURE 11
GRAB BAR AT WATER CLOSET SIDE WALL

FIGURE 12
GRAB BAR AT WATER CLOSET BACK WALL

FIGURE 13
LAVATORY CLEARANCES AND MIRROR HEIGHTS

RESTROOMS & FIXTURES (CONT.):

FIGURE 14
RESTROOM FIXTURE ACCESSORY HEIGHTS

FIGURE 15
URINAL HEIGHTS

FIGURE 16
SHOWER SIZE AND CLEARANCE

FIGURE 17
GRAB BARS AND HEIGHTS AT LONG WALL 

OF SHOWER

RESTAURANTS & CAFETERIAS:
COUNTERS AND BARS:

WHERE FOOD OR DRINK IS SERVED AT COUNTERS EXCEEDING 34" IN HEIGHT FOR CONSUMPTION BY 
CUSTOMERS SEATED ON STOOLS OR STANDING AT THE COUNTER, A PORTION OF THE MAIN COUNTER 
WHICH IS 60" IN LENGTH MINIMUM SHALL BE PROVIDED BETWEEN 28" TO 34" ABOVE FINISH FLOOR.

FOOD SERVICE LINES:

FOOD SERVICE LINES SHALL HAVE A MIN. CLEAR WIDTH OF 36" WITH A PREFERRED CLEAR WIDTH OF 
42" TO ALLOW PASSAGE AROUND A PERSON USING A WHEELCHAIR. TRAY SLIDES SHALL BE MOUNTED 
NO HIGHER THAN 34" ABOVE THE FLOOR. IF SELF-SERVICE SHELVES ARE PROVIDED, AT LEAST 50% OF 
EACH TYPE MUST BE WITHIN REACH RANGE OF A WHEELCHAIR BOUND INDIVIDUAL.

TABLEWARE AND CONDIMENT AREAS:

SELF-SERVICE SHELVES AND DISPENSING DEVICES FOR TABLEWARE, DISH WARE, CONDIMENTS, FOOD, 
AND BEVERAGES SHALL BE INSTALLED WITHIN REACH RANGE OF A WHEELCHAIR BOUND INDIVIDUAL.

FIGURE 18
FOOD SERVICE LINE CLEARANCES & 

HEIGHTS

FIGURE 17
TABLEWARE AREA HEIGHTS

THEATER/ FIXED ASSEMBLY SEATING:

SIZED OF WHEELCHAIR LOCATIONS:
EACH WHEELCHAIR LOCATION SHALL PROVIDE A MIN. CLEAR FLOOR SPACE OF 48"X66" WHERE 

FORWARD OR REAR ACCESS IS AVAILABLE AND 60"X66" WHERE ONLY SIDE ACCESS IS AVAILABLE. EACH 
WHEELCHAIR LOCATION MUST BE LARGE ENOUGH FOR TWO WHEELCHAIR INDIVIDUALS COME TO A 
PERFORMS MAY SIT SIDE BY SIDE.

PLACEMENT OF WHEELCHAIR LOCATIONS:
WHEELCHAIR AREAS SHALL BE AN INTEGRAL PART OF ANY FIXED SEATING PLAN AND SHALL BE 

PROVIDED SO AS TO PROVIDE PEOPLE WITH PHYSICAL DISABILITIES A CHOICE OF ADMISSION PRICES AND 
LINES OF SIGHT COMPARABLE TO THOSE FOR MEMBERS OF THE GENERAL PUBLIC. 

FIGURE 20
FORWARD OR REAR ACCESS

THIS DIAGRAM IS TO SHOW REQUIRE FIXTURE CLEARANCES. SEE PLAN FOR ACTUAL FIXTURE 
LOCATIONS
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RESTROOM 
BUILDING

PAVILION

PAVILION

PERFORMANC
E PAVILION

RETAIL BUILDING-
BY OTHERS

3' - 0"
6' - 10"

9' - 11"

1. THE ARCHITECTURAL SITE PLAN IS INTENDED TO 
SHOW THE LOCATION AND ORIENTATION OF THE 
PEACHTREE CORNERS RESTROOM BUILDING & 
PAVILIONS PROPOSED FOR PEACHTREE CORNERS 
TOWN GREEN. 

2. REFER TO CIVIL ENGINEERING DRAWINGS FOR 
THE FINAL FINISHED FLOOR ELEVATIONS OF THE 
BUILDING.

3. SEE THE CIVIL ENGINEERING DRAWINGS FOR 
ROAD AND CURB LOCATIONS AND HEIGHTS.

4. SEE THE CIVIL ENGINEERING DRAWINGS FOR 
LOCATIONS OF TRANSFORMERS AND SITE UTILITY 
TIE INS.

ARCHITECTURAL SITE PLAN NOTES:

Copyright. All rights reserved. Reproduction 
in whole or in part is prohibited. This 
drawing as an instrument of  service is the 
property of the architect and may not be 
used in any way without the written 
permission of this office.

p r o j e c t   t i t l e

f o r

contact: 

drawn by: 

checked by:

project number:

d r a w i n g   i n f o r m a t i o n

d r a w i n g   d a t e

s h e e t   t i t l e

s h e e t   n u m b e r

1389 Peachtree Street NE, Suite 200
Atlanta, Georgia 30309
phone: 404.873.6730
fax: 404.874.6471
www.tsw-design.com

s e a l

n o r t h  a r r o w  +  s c a l e

RELEASED FOR CONSTRUCTION

310 TECHNOLOGY PARKWAY
PEACHTREE CORNERS, GA 30092

PEACHTREE CORNERS
TOWN GREEN RESTROOM
& PAVILIONS

CITY OF PEACHTREE
CORNERS

16102

JTC

HLH

MARCH 28, 2018

A0.3
ARCHITECTURAL SITE
PLAN

Adam Williamson

PE
A

C
HT

RE
E 

C
O

RN
ER

S
TO

W
N

 G
RE

EN
 R

ES
TR

O
O

M
&

 P
A

V
ILI

O
N

S
10

0%
 C

O
N

ST
RU

C
TI

O
N

 D
O

C
UM

EN
TS

51
40

 T
O

W
N

 C
EN

TE
R 

BL
VD

PE
A

C
HT

RE
E 

C
O

RN
ER

S,
 G

A
 3

00
92

SCALE:  1" = 20'-0"A0.3
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1. SEE FIRE RATED ASSEMBLIES FOR REQUIREMENTS OF RATED WALL.

2. SYMBOLS FOR FIRE EXTINGUISHERS AND FIRE ALARMS ARE SHOWN LARGER THAN 
ACTUAL SIZE FOR CLARITY.

LIFE SAFETY PLAN NOTES:

1-HOUR FIRE-RESISTANCE BARRIER

2-HOUR FIRE-RESISTANCE BARRIER

TRAVEL DISTANCE

BUILDING EXIT

NEW OR RELOCATED DRY CHEMICAL FIRE 
EXTINGUISHER & CABINET

LIFE SAFETY LEGEND:

3-HOUR FIRE-RESISTANCE BARRIER

TR
A

V
EL

 D
IS

TA
N

C
E 

 4
5'

-0
"

325 SF

WOMEN'S
RESTROOM

1

324 SF

MEN'S
RESTROOM

2

234 SF

UTILITY ROOM
3

TR
A

V
EL
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IS

TA
N

C
E 

 2
5'

-0
"

73 SF

ENTRY
4

- INTERNATIONAL BUILDING CODE (IBC) 2012 WITH 2014, 2015, 2017 GEORGIA AMENDMENTS

- INTERNATIONAL FIRE CODE (IFC) 2012 WITH 2014 GEORGIA AMENDMENTS

- INTERNATIONAL PLUMBING CODE (IPC) 2012 WITH 2014, 2015 GEORGIA AMENDMENTS

- INTERNATIONAL MECHANICAL CODE (IMC) 2012 WITH 2014, 2015 GEORGIA AMENDMENTS

- INTERNATIONAL FUEL GAS CODE (IFGC) 2012 WITH 2014, 2015 GEORGIA AMENDMENTS

- NATIONAL ELECTRICAL CODE (NEC) 2017 WITH NO GEORGIA AMENDMENTS

- INTERNATIONAL ENERGY CONSERVATION CODE (IECC) 2009 WITH 2011, 2012 GEORGIA STATE 
SUPPLEMENTS AND AMENDMENTS.

- 2012 NFPA 101, LIFE SAFETY CODE

- 2010 AMERICANS WITH DISABILITIES ACT 

APPLICABLE CODES:

1.01 WHEN THE WORD "PROVIDE" IS USED, IT MEANS TO PROVIDE AND INSTALL PER ALL 
MANUFACTURER'S SPECIFICATIONS, INDUSTRY STANDARDS, AND LOCAL CODES. 

1.02 ALL CODES HAVING JURISDICTION SHALL BE STRICTLY ADHERED TO IN THE CONSTRUCTION 
OF THIS PROJECT, INCLUDING ALL APPLICABLE STATE, CITY, AND COUNTY BUILDING, ZONING, 
ELECTRICAL, MECHANICAL, PLUMBING, AND FIRE CODES. THE GENERAL CONTRACTOR SHALL 
VERIFY ALL CODE REQUIREMENTS PRIOR TO COMMENCEMENT OF CONSTRUCTION AND 
CONVEY ANY AND ALL DISCREPANCIES BETWEEN CODE REQUIREMENTS AND THE 
CONSTRUCTION DOCUMENTS TO THE ATTENTION OF THE ARCHITECT FOR APPROPRIATE 
RESOLUTION.

1.03 ALL WORK SHALL BE PERFORMED WITH THE HIGHEST DEGREE OF WORKMANSHIP. ALL 
MANUFACTURED COMPONENTS ARE TO BE INSTALLED PER THE MANUFACTURER'S INSTRUCTIONS 
AND WARRANTY REQUIREMENTS, APPLICABLE LAWS AND CODES, AND THE HIGHEST INDUSTRY-
ACCEPTED STANDARDS.  THE MOST STRINGENT STANDARD THAT DOES NOT VIOLATE ANOTHER 
STANDARD SHALL APPLY.  THE SUBCONTRACTOR SHALL NOTIFY THE GENERAL CONTRACTOR OF 
ANY CONFLICT BETWEEN THOSE STANDARDS OR BETWEEN THOSE STANDARDS AND THE 
CONSTRUCTION DOCUMENTS. THE GENERAL CONTRACTOR SHALL NOTIFY THE ARCHITECT FOR 
DETERMINATION OF AN ACCEPTABLE RESOLUTION.

1.04 THE CONTRACTOR MUST BE EXPERIENCED IN ALL OF THE PROJECTS TYPES OF INSTALLATION. 
NO ALLOWANCES WILL BE MADE AFTER THE BID FOR FAILURE TO PROVIDE INSTALLATION PER 
NATIONAL AND LOCAL CODES.

1.05 THE GENERAL CONTRACTOR AND SUBCONTRACTORS SHALL VERIFY ALL DIMENSIONS AND 
CONDITIONS IN THE FIELD SUFFICIENTLY IN ADVANCE OF RELATED WORK TO BE PERFORMED TO 
ASSURE ORDERLY PROGRESS OF CONSTRUCTION.  SUBCONTRACTORS SHALL NOTIFY THE 
GENERAL CONTRACTOR OF ANY DISCREPANCIES OR OMISSIONS IN THE CONSTRUCTION 
DOCUMENTS.  THE GENERAL CONTRACTOR SHALL NOTIFY THE ARCHITECT AND OBTAIN WRITTEN 
INSTRUCTIONS PERTAINING TO SUCH WORK BEFORE PROCEEDING WITH RELATED 
CONSTRUCTION.

1.06 THE ARCHITECT CERTIFIES TO THE ACCURACY OF THE ARCHITECT'S DESIGN ELEMENTS AND 
THE DIMENSIONS REFLECTED IN THESE DRAWINGS. THE ARCHITECT IS NOT RESPONSIBLE FOR ANY 
CHANGES TO THE DRAWINGS BY THE OWNER AND/OR OWNER'S AGENT(S) WHICH ALTER THE 
ARCHITECT'S DESIGN INTENT AND/OR THE DIMENSIONS INDICATED HEREIN. THE ARCHITECT SHALL 
BE PROMPTLY NOTIFIED IN WRITING OF ANY SUCH CHANGES AND/OR ADDITIONS.

1.07 DIMENSIONS ARE TO FACE OF STUD, FACE OF CMU, CENTERLINE (<) OF FENESTRATION, OR 
TO STRUCTURAL LINES UNLESS OTHERWISE NOTED. OPENINGS IN MASONRY CONSTRUCTION ARE 
INDICATED BY "M.O." AND DIMENSIONS TO STRUCTURAL LINES ARE INDICATED BY THE CENTERLINE 
SYMBOL (<).

1.08 DO NOT SCALE DRAWINGS. DIMENSIONS SHOWN SHALL GOVERN THE WORK. THE GENERAL 
CONTRACTOR SHALL CONFIRM WITH THE ARCHITECT ANY DIMENSIONS THAT CONFLICT OR THAT 
CANNOT BE DETERMINED BY THE INFORMATION GIVEN IN THESE DRAWINGS.

1.09 NO CHANGES, MODIFICATIONS, OR DEVIATIONS SHALL BE MADE FROM THE DRAWINGS OR 
SPECIFICATIONS WITHOUT FIRST SECURING WRITTEN PERMISSION FROM THE ARCHITECT.

1.10 DEVIATIONS FROM THE CONTRACT DOCUMENTS AND LOCATIONS OF CONCEALED 
COMPONENTS SHALL BE NOTED ON A RECORD SET OF DRAWINGS BY THE CONTRACTOR AND 
PROVIDED TO THE OWNER UPON COMPLETION OF THE PROJECT.

1.11 DETAIL AND SECTION DRAWINGS ARE SHOWN AT SPECIFIC LOCATIONS AND ARE INTENDED 
TO SHOW GENERAL REQUIREMENTS THROUGHOUT. DETAILS NOTED AS TYPICAL IMPLY ALL SIMILAR 
CONDITIONS ARE TO BE CONSTRUCTED IN A SIMILAR MANNER.

1.12 CONTRACTORS ARE RESPONSIBLE FOR REVIEWING ENTIRE SET OF DOCUMENTS FOR ITEMS 
RELATED TO THEIR WORK.

1.13 WHEN A SYSTEM OR ASSEMBLY IS CALLED OUT, ALL NECESSARY PARTS AND MATERIALS 
REQUIRED FOR A COMPLETE SYSTEM SHALL BE ACCORDING TO THE MANUFACTURER'S 
INSTRUCTIONS.

1.14 IT IS THE INTENT OF THESE CONTRACT DOCUMENTS TO DEFINE A COMPLETE FINISHED 
FACILITY. ANY MATERIAL, SYSTEM, EQUIPMENT, OR ASSEMBLY WHICH NORMALLY WOULD BE 
REQUIRED SHALL BE PROVIDED AS IF SPECIFICALLY NOTED.

1.15 FINAL PRODUCT SPECIFICATIONS AND SUBMITTALS FOR ALL MATERIALS USED IN THE 
BUILDING SHALL BE KEPT ON SITE BY THE CONTRACTOR.  ALL INSPECTORS SHALL HAVE ACCESS TO 
SPECIFICATIONS.

GENERAL NOTES:

OCCUPANCY 
CLASSIFICATION:

LOW HAZARD STORAGE, GROUP S-2 IBC SECTION 304, 
IBC SECTION 307,  
IBC TABLE 307.1, 
LSC 6.1.11, 
LSC 6.2.1, 
NFPA 45 SEC. 10.1, & NFPA 30 SEC. 9.7

CODE SUMMARY:

CONSTRUCTION 
TYPE:

V-B IBC SECTION 602.2 & TABLE 601

AREA: PER IBC 508.3, 508.3.1, AND 508.3.1.2, ALLOWABLE FLOOR AREA SHALL BE BASED ON THE MAIN 
OCCUPANCY - S-2

ALLOWABLE AREA PER FLOOR- 5,500 SQ. FT. 
ACTUAL AREA PER FLOOR- 1,076 SQ. FT

IBC TABLE 503, 
IBC SECTION 506.3, & IBC SECTION 
508.3.3

HEIGHT: ALLOWABLE HEIGHT- 40'-0" FROM AVERAGE GRADE PLANE 
EXISTING HEIGHT- 18'-0" FROM AVERAGE GRADE PLANE

IBC TABLE 503 & 

STORIES: ALLOWABLE STORIES- ONE (1) STORY
EXISTING STORIES- ONE (1) STORY

IBC TABLE 503 & 

OCCUPANT LOAD: NO IDIVIDUALS WILL BE RESIDING IN THIS BUILDING FOR AN EXTENDED PERIOD OF TIME. 
MAXIMUM TRANSIENT OCCUPANTS MAY BE FOUR PEOPLE IN EACH MEN AND WOMENS 
RESTROOMS.

LSC TABLE 7.3.1.2

AUTOMATIC 
SPRINKLER SYSTEMS:

THERE IS NO AUTOMATIC SPRINKLER SYSTEM PLANNED FOR THIS FACILITY. IBC SECTION 903.2.1.2 & 903.3.1.1

FIRE PROTECTION 
REQUIREMENTS:

WALLS ON PROPERTY LINE 3 HOUR FIRE RESISTANCE RATING
STRUCTURAL FRAME 0 HOUR FIRE RESISTANCE RATING
BEARING WALLS EXTERIOR AND INTERIOR 0 HOUR FIRE RESISTANCE RATING
NONBEARING WALLS AND PARTITIONS 0 HOUR FIRE RESISTANCE RATING
FLOOR CONSTRUCTION 0 HOUR FIRE RESISTANCE RATING
ROOF CONSTRUCTION 1 HOUR FIRE RESISTANCE RATING
INCIDENTAL USE STORAGE AREAS OVER 100 SQ.FT. AUTOMATIC FIRE-EXTINGUISHING SYSTEM
CORRIDOR 

IBC TABLE 601, 
IBC TABLE 10.17.1, 
IBC SECTION 508, & LSC 7.1.3.1

NUMBER OF EXITS: THREE (3) EXITS SHALL BE REQUIRED.
THREE (3) EXITS SHALL BE PROVIDED

LSC 7.4 & 39.2.4

TOTAL REQUIRED EXIT 
WIDTH:

DOORS IN PATH OF TRAVEL SHALL BE NO LESS THAN 32 INCHES CLEAR 
LEVEL COMPONENTS= 0.2 INCHES PER OCCUPANT

MIN. CORRIDOR WIDTH- 44" WITH TWO EXITS (13 PEOPLE X 0.2 = 0.34"/2 = 0.17")

LSC SECTION 7.2.1.2.3
LSC TABLE 7.3.3.1

ARRANGEMENT OF 
EXITS:

THE EXIT DOORS SHALL BE PLACED A DISTANCE APART EQUAL TO NOT LESS THAN ONE-HALF 
THE LENGTH OF THE MAX. OVERALL DIAGONAL DIMENSION OF THE BUILDING/ROOM THAT 
REQUIRES TWO EXITS.

LSC SECTION A.7.5.1.4

TRAVEL DISTANCE 
LIMIT:

S-2 NON-SPRINKLERED TRAVEL DISTANCE 45'-0" LSC TABLE A.7.6.1

DEAD-END 
LIMIT:

S-2 - NON-SPRINKLERED ALLOWABLE DEAD END LIMIT FOR CORRIDORS NOT LIMITED LSC TABLE A.7.6.1

COMMON PATH 
LIMIT:

S-2 - SPRINKLERED ALLOWABLE COMMON PATH NOT LIMITED LSC TABLE A.7.6.1

MINIMUM HEAD 
CLEARANCE:

INTERIOR ROOM SHALL HAVE A MIN. CEILING HEIGHT NOT LESS THAN 7'-6". IBC SECTION 1208.2

IBC 2006 OR LSC

BUILDING 
DESCRIPTION:

THE BUILDING IS A 1-STORY RESTROOM BUILDING FOR THE CITY OF PEACHTREE CORNERS 
TOWN GREEN. IT WILL PROVIDE FOUR FIXTURES EACH FOR MEN AND WOMEN. THE BUILDING 
ALSO CONTAINS A STORAGE/UTILITY SPACE FOR THE PARK
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SCALE:  1/4" = 1'-0"A0.4
1 FIRST FLOOR LIFE SAFETY PLAN



A3.02

A3.0

A3.0

3

4

3
A4.0

1
A4.0

2
A4.0

4
A4.0

UTILITY ROOM
3

MEN'S
RESTROOM

2

WOMEN'S
RESTROOM

1

11' - 5 1/2" 10' - 5 3/4" 11' - 4 3/4"

33' - 4"

5' 
- 9

 3/
8"

2' 
- 0

"
7' 

- 2
 3/

8"
2' 

- 0
"

7' 
- 2

 3/
8"

2' 
- 0

"
5' 

- 6
 5/

8"

31
' - 

8 3
/4

"

32' - 8 3/4"

32' - 8 3/4"

3' - 4 5/8" 4' - 0 1/8" 3' - 0" 4' - 0 1/8" 3' - 4 5/8"

3' 
- 0

"

32
' - 

1"

78'-7" RADIUS BOW FRONT

EQ EQ EQ EQ

2' 
- 0

"
4' 

- 5
 1/

4" 
+/

-
2' 

- 0
"

2' 
- 0

 5/
8"

3' 
- 6

 3/
4"

 +
/-

2' 
- 0

"

5' - 2 1/2"
5' - 2 1/2"

6' 
- 0

"
3' 

- 2
"

2' 
- 9

"
2' 

- 8
 1/

2"

6' 
- 0

"
3' 

- 2
"

3' 
- 2

"
3' 

- 1
 1/

2"

3

1 2

A6.05

2

3

4

EXISTEING BUILDING

EQ
EQ

EQ
EQ

EQ
EQ

EQ
EQ

EQ
EQ

EQ
EQ

A6.1 5

2

3

4

15' - 0"

SD-1

LV-1

HD-1

TC-1

CT-1

MS-1

UR-2

WC-2

GB-1

WC-2

PH-1

BC-1

PR-1

PR-2

PG-1

TC-1

LV-1

SD-1

CT-1

HD-1

WC-2

PH-1

PR-1

WC-2

GB-1

BC-1

ND-1

ND-1

HD-1

SD-1

LV-1

LV-1

SD-1

HD-1

CP-1

CM-3
CM-3

CM-5

CM-2

CM-4

CM-4

SL
O

PE
 1

/8
" 

PE
R 

FO
O

R

1. COORDINATE DETAILS WITH REQUIREMENTS OF DOOR MANUFACTURER.
2. DOOR SIZES INDICATED ARE NOMINAL DIMENSIONS. COORDINATE ACTUAL SIZES WITH MANUFACTURER.
3. ALL CLOSERS SHALL REQUIRE NO MORE THAN 15 LBS. OF FORCE TO OPEN DOOR.
4. OWNER TO REVIEW HARDWARE BEFORE INSTALLATION AND PROGRAMMATIC REQUIREMENTS.
5. WHERE DOORS ARE ADJACENT TO WALLS WHICH ARE PERPENDICULAR TO THE DOOR IN THE CLOSED POSITION, PROVIDE A FLOOR STOP, IF NOT ALREADY NOTED ON THE DOOR SCHEDULE.

1. ALL WINDOW GLAZING SHALL BE LOW-E.
2. COORDINATE WINDOW SIZES, DETAILS, AND ROUGH OPENING REQUIREMENTS OF WINDOW MANUFACTURER.
3. ALL SAFETY GLAZING SHALL MEET THE TEST REQUIREMENTS FOR CPSC 16 CFR 1201.
4. SEALANT JOINTS SHOULD BE A MINIMUM OF 3/8" WIDE AND SHOULD HAVE A 2:1 RELATIONSHIP OF WIDTH TO DEPTH.

1. INSTALL ALL BASES 1/4" ABOVE FINISH FLOOR.

DESIGNATION RM FLOOR FINISH BASE BOTTOM WALL FINISH HIGH WALL FINISH CEILING FINISH 
WOMEN'S RESTROOM 1 EPOXY FLOOR W/ GRIT PORCELAIN COVE TILE BASE 12X24 PORCELAIN TILE CMU WALL, PAINTED EXTERIOR OR PAPERLESS GYPSUM TYPE , PAINTED
MEN'S RESTROOM 2 PORCELAIN COVE TILE BASE CMU WALL, PAINTED
UTILITY ROOM 3 SEALED CONCRETE CONCRETE CURB CMU WALL, PAINTED CMU WALL, PAINTED

FINISH SCHEDULE

EPOXY FLOOR W/ GRIT EXTERIOR OR PAPERLESS GYPSUM TYPE , PAINTED
EXTERIOR OR PAPERLESS GYPSUM TYPE , PAINTED

12X24 PORCELAIN TILE
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A1.0
FLOOR PLAN
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SCALE:  1/4" = 1'-0"A1.0
1 FIRST FLOOR PLAN

DOOR SCHEDULE
DOOR

NUMBER ROOM NAME
DOOR FIRE

RATING
FRAME

COMMENTSWIDTH HEIGHT THICKNESS MATERIAL FINISH TYPE MATERIAL FINISH
1 WOMEN'S RESTROOM 3' - 0" 7' - 0" 0' - 1 3/4" HOLLOW METAL W/ INSULATING CORE PAINT N/A HOLLOW METAL METAL PAINT DEAD BOLT ONLY, PUSH PLATE & PULL HANDLE, CLOSER, MOP PLATE, DOOR STOP
2 MEN'S RESTROOM 3' - 0" 7' - 0" 0' - 1 3/4" HOLLOW METAL W/ INSULATING CORE PAINT N/A HOLLOW METAL METAL PAINT DEAD BOLT ONLY, PUSH PLATE & PULL HANDLE, CLOSER, MOP PLATE, DOOR STOP
3 UTILITY ROOM 3' - 0" 7' - 0" 0' - 1 3/4" HOLLOW METAL W/ INSULATING CORE PAINT N/A HOLLOW METAL METAL PAINT STORAGE ROOM LOCK SET, CONCEALED CLOSER, MOP PLATE

WINDOW SCHEDULE

TYPE
UNIT SIZE

DESCRIPTION MATERIAL FINISH HEAD HEIGHT COMMENTSWIDTH HEIGHT
A 2' - 0" 6' - 0" FIXED WINDOW ALUMINUM FACTORY COATED 11' - 8" FROSTED GLASS

ARCHITECTURAL NOTES
MARK MATERIAL

BC-1 ADA COMPLIANT VANDAL RESISTANT BABY
CHANGING STATION

CM-2 8" 3-HOUR FIRE RATED CMU EXTERIOR WALL, UL
U904. FLUID APPLIED WATERPROOFING
LOCATION TO BE DETERMINED BASED ON
BUILDING SEQUENCE

CM-3 6" CMU NON-STRUCTURAL INTERIOR WALL, SEE
STRUC.

CM-4 8" CMU MASONRY WALL W/ MFR. STONE
VENEER (ROCKCAST CHISELED TUMBLED FACE,
COLOR STONE CREEK) TO MATCH ADJACENT
RETAIL BUILDING

CM-5 8" CMU 3-HOUR FIRE RATED MASONRY WALL
W/MFR. STONE VENEER (ROCKCAST CHISELED
TUMBLED FACE, COLOR STONE CREEK) TO
MATCH ADJACENT RETAIL BUILDING, UL U904.
SEE STRUC.

CT-1 SOLID SURFACE COUNTERTOP
GB-1 1 1/4" PEENED STAINLESS STEEL ADA 3 PIECE

GRAB BAR SET
HD-1 DYSON AIR BLADE V STAINLESS STEEL

AUTOMATIC HAND DRYER OR EQUAL
LV-1 ADA COMPLIANT SENSOR ACTIVITATED RIMMED

LAVATORY
MS-1 24" X 24" MOP SINK WITH FAUCET
ND-1 STAINLESS STEEL DOUBLE SIDED SANITARY

NAPKIN DISPOSAL W/ LOCK DUMBLER
PG-1 FLUOROPOLYMER COATED SQ. 6" ALUMINUM

GUTTER W/ 4" ROUND DOWNSPOUTS
PH-1 VANDAL RESISTANT TOILET PAPER HOLDER TYPE

TO BE CONFIRMED WITH THE CITY
PR-1 STAINLESS STEEL TOILET PARTITION, W/ COAT

HOOK ON INSIDE OF DOOR
PR-2 STAINLESS STEEL URINAL PARTION
SD-1 VANDAL RESISTANT AUTOMATIC SOAP

DISPENSER
TC-1 ADA COMPLIANT STAINLESS STEEL WALL

MOUNTED HIGH CAPACITY TRASH RECEPTACLE
UR-2 ADA SENSOR ACTIVATED COMPLIANT URINAL
WC-2 STANDARD SENSOR ACTIVATED WATER CLOSET
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SCALE:  1/4" = 1'-0"A1.1
1 ROOF LEVEL

ARCHITECTURAL NOTES
MARK MATERIAL

DS-1 DUCTLESS SPLIT SYSTEM FOR RESTROOM, SEE MECH.
EF-1 RESTROOM EXHAUST FAN, SEE MECH.
PW-1 PARAPET WALL FRAMING W/ MFR. FLUOROPOLYMER COATED 3

PART STEEL COPING
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LIGHTING LEGEND

4' FLUORESCENT STRIP UTILITY FIXTURE 

30" LED WALL MOUNTED VANITY FIXTURE

8" LED FLUSH MOUNTED FIXTURE

6" LED FLUSH MOUNTED FIXTURE

4" LED FLUSH MOUNTED FIXTURE

EXTERIOR WALL LED CARRIAGE FIXTURE

EXTERIOR WALL LED SCONCE FIXTURE

1. THE ARCHITECTURAL RCP PLAN IS FOR DIMENSIONAL CONTROL AND 
DESCRIPTION OF NON-ELECTRICAL CEILING ELEMENTS. REFER TO ELECTRICAL 
DRAWINGS FOR CIRCUIT, SWITCHING, AND ELECTRICAL PANEL 
INFORMATION.

2. HEIGHT ON CEILING TAGS DENOTES THE HEIGHT OF THE CEILING AS 
MEASURED VERTICALLY FROM THE FINISH FLOOR LEVEL
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SCALE:  1/4" = 1'-0"A2.0
1 FIRST FLOOR REFLECTED CEILING PLAN

REFLECTED CEILING PLAN NOTES
MARK MATERIAL

CP-1 MFR. FLUOROPOLYMER COATED ALUMINUM CANOPY W/
TIE RODS- BASIS OF DESIGN SUPER LUMIDECK HANGER
ROD CANOPY

DS-1 DUCTLESS SPLIT SYSTEM FOR RESTROOM, SEE MECH.
GR-1 PAINTABLE GRILLE & DIFFUSER, SEE MECH.
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SCALE:  1/4" = 1'-0"A3.0
3 REAR ELEVATION

SCALE:  1/4" = 1'-0"A3.0
4 LEFT ELEVATION

SCALE:  1/4" = 1'-0"A3.0
2 RIGHT ELEVATION

SCALE:  1/4" = 1'-0"A3.0
1 FRONT ELEVATION

EXTERIOR FINISH NOTES
MARK MATERIAL

AW-1 MFR. ALUMINUM WINDOW W/ FLANGE, SEE SCHEDULE
CM-2 8" 3-HOUR FIRE RATED CMU EXTERIOR WALL, UL U904. FLUID APPLIED WATERPROOFING LOCATION TO BE DETERMINED BASED ON

BUILDING SEQUENCE
CP-1 MFR. FLUOROPOLYMER COATED ALUMINUM CANOPY W/ TIE RODS- BASIS OF DESIGN SUPER LUMIDECK HANGER ROD CANOPY
DS-1 DUCTLESS SPLIT SYSTEM FOR RESTROOM, SEE MECH.
EPS-1 FINE TEXTURE ADHESIVE DRAINABLE EIFS SYSTEM TO MATCH ADJACENT RETAIL BUILDING, COLOR MATCH DOVER SKY #104
LT-1 EXTERIOR WALL SCONCE
MD-1 HOLLOW METAL DOOR & FRAME, SEE SCHEDULE
PG-1 FLUOROPOLYMER COATED SQ. 6" ALUMINUM GUTTER W/ 4" ROUND DOWNSPOUTS
SS-2 STAINLESS STEEL PANEL SIGN WITH 8" NEGATIVE SPACE CUT OUT LETTERS- "RESTROOM"
ST-1 MFR. STONE VENEER (ROCKCAST CHISELED TUMBLED FACE, COLOR STONE CREEK) TO MATCH ADJACENT RETAIL BUILDING
TPO-1 ADHERED TPO 20 YEAR ROOF SYSTEM, BASIS OF DESIGN FIRESTONE ULTRAPLY
TR-1 MFR. STONE CAP W/ SMOOTH FINISH (ROCKCAST COLOR STONE CREEK)
TR-2 FINE TEXTURE ADHESIVE DRAINABLE EIFS CORNICE W/ MFR. 3-PIECE FLUOROPOLYMER COATED STEEL CAP FLASHING
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BUILDING SECTIONS
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SCALE:  1/4" = 1'-0"A4.0
1 LONGITUDIAL SECTION 1

SCALE:  1/4" = 1'-0"A4.0
2 LONGITUDIAL SECTION 2

SCALE:  1/4" = 1'-0"A4.0
3 TRANSVERSE SECTION 1

SCALE:  1/4" = 1'-0"A4.0
4 TRANSVERSE SECTION 2

BUILDING SECTION NOTES
MARK MATERIAL

AW-1 MFR. ALUMINUM WINDOW W/ FLANGE, SEE
SCHEDULE

BD-1 REINF. CMU BOND BEAM, SEE STRUC.
CF-1 2X8 PRESSURE TREATED CEILING JOIST W/ EXT.

COMPOSITE T&G 1X6 CEILING, SEE STRUC.
CM-1 GYPSUM PLASTER OVER CONCRETE MASONRY

UNITS, PAINTED
CM-2 8" 3-HOUR FIRE RATED CMU EXTERIOR WALL, UL

U904. FLUID APPLIED WATERPROOFING
LOCATION TO BE DETERMINED BASED ON
BUILDING SEQUENCE

CM-3 6" CMU NON-STRUCTURAL INTERIOR WALL, SEE
STRUC.

CM-4 8" CMU MASONRY WALL W/ MFR. STONE VENEER
(ROCKCAST CHISELED TUMBLED FACE, COLOR
STONE CREEK) TO MATCH ADJACENT RETAIL
BUILDING

CM-5 8" CMU 3-HOUR FIRE RATED MASONRY WALL
W/MFR. STONE VENEER (ROCKCAST CHISELED
TUMBLED FACE, COLOR STONE CREEK) TO
MATCH ADJACENT RETAIL BUILDING, UL U904.
SEE STRUC.

CM-6 4" CMU INTERIOR WALL W/ TILE FINISH
CP-1 MFR. FLUOROPOLYMER COATED ALUMINUM

CANOPY W/ TIE RODS- BASIS OF DESIGN SUPER
LUMIDECK HANGER ROD CANOPY

CS-1 REINF. CONCRETE SLAB ON GRADE W/ UNDER
SLAB VAPOR BARRIER AND GRAVEL, SEE STRUC.

CS-2 REINF. CONCRETE SLAB TURNDOWN, SEE STRUC.
CS-3 REINF. CMU WALL CONCRETE FOOTING, SEE

STRUC.
DS-1 DUCTLESS SPLIT SYSTEM FOR RESTROOM, SEE

MECH.
EF-1 RESTROOM EXHAUST FAN, SEE MECH.
EPS-1 FINE TEXTURE ADHESIVE DRAINABLE EIFS SYSTEM

TO MATCH ADJACENT RETAIL BUILDING, COLOR
MATCH DOVER SKY #104

IN-1 R-7.6 CONT. RIGID EXTERIOR WALL INSULATION
IN-2 R-38 CEILING CAVITY BATT INSULATION
LT-1 EXTERIOR WALL SCONCE
MD-1 HOLLOW METAL DOOR & FRAME, SEE SCHEDULE
PG-1 FLUOROPOLYMER COATED SQ. 6" ALUMINUM

GUTTER W/ 4" ROUND DOWNSPOUTS
PT-1 PRESSURE TREATED WOOD TOP PLATE, SEE STRUC.
PW-1 PARAPET WALL FRAMING W/ MFR.

FLUOROPOLYMER COATED 3 PART STEEL
COPING

RT-1 MFR. GANG-NAIL OPEN WEB ROOF TRUSS W/
SLOPED TOP CHORD, SEE STRUC.

ST-1 MFR. STONE VENEER (ROCKCAST CHISELED
TUMBLED FACE, COLOR STONE CREEK) TO
MATCH ADJACENT RETAIL BUILDING

TL-1 12X24 PORCELAIN TILE
TPO-1 ADHERED TPO 20 YEAR ROOF SYSTEM, BASIS OF

DESIGN FIRESTONE ULTRAPLY
TR-1 MFR. STONE CAP W/ SMOOTH FINISH

(ROCKCAST COLOR STONE CREEK)
TR-2 FINE TEXTURE ADHESIVE DRAINABLE EIFS

CORNICE W/ MFR. 3-PIECE FLUOROPOLYMER
COATED STEEL CAP FLASHING
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SCALE:  3/4" = 1'-0"A5.0
2 WALL SECTION AT RIGHT WALL

SCALE:  3/4" = 1'-0"A5.0
3 WALL SECTION AT SIDE WINDOW

WALL SECTION NOTES
MARK MATERIAL

2 NEOPRENE EXPANSION MATERIAL W/ EXT.
SEALANT, 1/2" TYPICAL

3 FILTER FABRIC AROUND 18"X18" GRAVEL
SURROUNDING 4" DIA. PERFORATED PIPE.

4 REINF. CONCRETE FOOTING- SEE STRUCTURAL
5 FLUID APPLIED WATERPROOFING, LOCATION TO

BE DETERMINED BASED ON BUILDING SEQUENCE
6 FULL HEIGHT BUILDING EXPANSION JOINT 3"
7 TYPICAL THRU-WALL FLASHING AT BASE OF

STONE VENEER: WEEPS AT 24" O.C. HORIZ. OVER
FLEXIBLE FLASHING. MORTAR NET CONTINUOUS
OVER FLASHING. NO VENEER ANCHORS W/I 12"
VERT. OF FLASHING. GROUT FILL SOLID &
CONTINUOUS BELOW FLASHING.

9 TYPICAL CONCRETE SLAB ON GRADE: OVER
CONCRETE VAPOR BARRIER ON 4" GRAVEL ON
GRADE (COMPACTED AND TERMITE-TREATED),
SEE STRUC.

10 FLUID APPLIED WATERPROOFING UNDER CONT.
RIGID INSULATION W/ 2-PART ADJUSTABLE
MASONRY TIES & NOM. 2" AIR GAP

11 P.T. WOOD TOP PLATE (TYPE & SIZE PER STRUC.)
ANCHOR PER STRUC. SPECIFICATIONS.

12 TYPICAL BEARING EXTERIOR WALL WITH STONE
VENEER: 3/4" PORTLAND CEMENT STUCCO OR
GYPSUM PLASTER SYSTEM ON INTERIOR SIDE OF
WALL, 7 5/8" CONCRETE MASONRY BLOCK ,
FLUID APPLIED WATERPROOFING, R-7.6 CONT.
RIDGID INSULATION, 2" AIR GAP, STONE VENEER
WITH GALVANIZED 2-PIECE  ADJUSTABLE METAL
VENEER ANCHORS AT 16" O.C. (BOTH
HORZONTAL AND VERTICAL)

13 BEARING WALL AT ADJACENT BUILDING (3HR
RATED, UL263): 3/4" PORTLAND CEMENT
STUCCO OR GYPSUM PLASTER SYSTEM ON
INTERIOR SIDE OF WALL, 7 5/8" CONCRETE
MASONRY BLOCK.

17 EXTERIOR BEARING WALL WITH EIFS: 3/4"
PORTLAND CEMENT STUCCO OR GYPSUM
PLASTER SYSTEM ON INTERIOR SIDE OF WALL, 7
5/8" CONCRETE MASONRY BLOCK INTERNAL,
FLUID APPLIED WATERPROOFING, R-7.6 CONT.
RIDGID INSULATION, WITH EIFS SYSTEM ON
EXTERIOR SIDE.

19 TYPICAL LOW-SLOPE ROOF/CEILING ASSEMBLY
(UL P522): 60 MIL FULLY ADHERED
THERMOPLASTIC POLYOLEFIN (TPO) ROOFING
SYSTEM OVER PLYWOOD ROOF DECK (TYPE &
SIZE PER STRUC.) ON TOP SIDE OF WOOD ROOF
TRUSSES, ONE LAYER OF 5/8" WATER RESISTANT
GYPSUM BOARD ON BOTTOM SIDE OF WOOD
TRUSSES. PROVIDE R-38 BATT INSULATION
ATTACHED TO UNDERSIDE OF TRUSSES WITH
RESILENT CHANNELS.

20 MFR. 3-PIECE FACTORY COATED
FLUOROPOLYMER GALV STEEL COPING W/ MIN.
6" VERT. EXPOSED FACE,  OVER TPO ROOFING
MEMBRANE ON P.T. WOOD TOP PLATE. SECURE
FRONT AND REAR CONT. W/ HOLD-DOWN CLIPS

21 TPO ROOFING MEMBRANE WRAPPED UP AND
OVER PARAPET TOP PLATE

22 RIGID INSULATION CANT STRIP
25 WEEP SCREED OVER BRAKE METAL THRU-WALL

FLASHING
29 MFR. FIXED ALUMINUM WINDOW UNIT WITH

FLANGE & OPAQUE GLASS (SEE ELEVATIONS &
WINDOW SCHEDULE)

30 MANUFACTURER WINDOW SILL PAN UNDER
WINDOW UNIT

31 SELF-ADHESIVE WINDOW FLASHING W/END
DAMS LAPPED OVER SILL PAN & WATER
RESISTANT MEMBRANE

35 1X6 FLAT FIBER CEMENT TRIM- PAINT
37 FINE TEXTURE ADHESIVE DRAINABLE EIFS

CORNICE
38 WOOD NAILER, AS SHOWN
45 MFR. GANG-NAIL OPEN WEB ROOF TRUSS W/

SLOPED TOP CHORD AT 24" O.C. (SEE STRUC.)
48 2X6 PARAPET WALL FRAMING AT 16" O.C., WITH

PLYWOOD SHEATHING ON EXTERIOR OF WALL
(SEE STRUC.)

50 FINE TEXTURE ADHESIVE DRAINABLE EIFS SYSTEM
TO MATCH ADJACENT RETAIL BUILDING, COLOR
MATCH DOVER SKY #104

51 MFR. STONE VENEER IN ASHLAR PATTERN
(ROCKCAST CHISELED TUMBLED FACE, COLOR
STONE CREEK) TO MATCH ADJACENT RETAIL
BUILDING

60 WALL SCONCE FIXTURE, SCOTT ARCH. LIGHTING
#S9310

SCALE:  3/4" = 1'-0"A5.0
1 WALL SECTION AT LEFT WALL
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SCALE:  3/4" = 1'-0"A5.1
1 WALL SECTION AT FRONT WINDOW

SCALE:  3/4" = 1'-0"A5.1
2 WALL SECTION AT ENTRANCE

WALL SECTION NOTES
MARK MATERIAL

2 NEOPRENE EXPANSION MATERIAL W/ EXT.
SEALANT, 1/2" TYPICAL

4 REINF. CONCRETE FOOTING- SEE STRUCTURAL
7 TYPICAL THRU-WALL FLASHING AT BASE OF

STONE VENEER: WEEPS AT 24" O.C. HORIZ. OVER
FLEXIBLE FLASHING. MORTAR NET CONTINUOUS
OVER FLASHING. NO VENEER ANCHORS W/I 12"
VERT. OF FLASHING. GROUT FILL SOLID &
CONTINUOUS BELOW FLASHING.

9 TYPICAL CONCRETE SLAB ON GRADE: OVER
CONCRETE VAPOR BARRIER ON 4" GRAVEL ON
GRADE (COMPACTED AND TERMITE-TREATED),
SEE STRUC.

11 P.T. WOOD TOP PLATE (TYPE & SIZE PER STRUC.)
ANCHOR PER STRUC. SPECIFICATIONS.

12 TYPICAL BEARING EXTERIOR WALL WITH STONE
VENEER: 3/4" PORTLAND CEMENT STUCCO OR
GYPSUM PLASTER SYSTEM ON INTERIOR SIDE OF
WALL, 7 5/8" CONCRETE MASONRY BLOCK ,
FLUID APPLIED WATERPROOFING, R-7.6 CONT.
RIDGID INSULATION, 2" AIR GAP, STONE VENEER
WITH GALVANIZED 2-PIECE  ADJUSTABLE METAL
VENEER ANCHORS AT 16" O.C. (BOTH
HORZONTAL AND VERTICAL)

14 3-HOUR EXTERIOR BEARING WALL WITH STONE
VENEER (3HR RATED, UL263): 3/4" PORTLAND
CEMENT STUCCO OR GYPSUM PLASTER SYSTEM
ON INTERIOR SIDE OF WALL, 7 5/8" CONCRETE
MASONRY BLOCK INTERNAL, VAPOR BARRIOR
PER STRUC., 2" (R-13) CONT. RIDGID INSULATION,
2" AIR GAP, WITH STONE VENEER WITH
GALVANIZED METAL ADJUSTABLE VENEER
ANCHORS AT 16" O.C. (BOTH HORZONTAL AND
VERTICAL)

16 TYPICAL NON-LOAD BEARING INTERIOR WALL: 5
5/8" CONCRETE MASONRY BLOCK.

17 EXTERIOR BEARING WALL WITH EIFS: 3/4"
PORTLAND CEMENT STUCCO OR GYPSUM
PLASTER SYSTEM ON INTERIOR SIDE OF WALL, 7
5/8" CONCRETE MASONRY BLOCK INTERNAL,
FLUID APPLIED WATERPROOFING, R-7.6 CONT.
RIDGID INSULATION, WITH EIFS SYSTEM ON
EXTERIOR SIDE.

19 TYPICAL LOW-SLOPE ROOF/CEILING ASSEMBLY
(UL P522): 60 MIL FULLY ADHERED
THERMOPLASTIC POLYOLEFIN (TPO) ROOFING
SYSTEM OVER PLYWOOD ROOF DECK (TYPE &
SIZE PER STRUC.) ON TOP SIDE OF WOOD ROOF
TRUSSES, ONE LAYER OF 5/8" WATER RESISTANT
GYPSUM BOARD ON BOTTOM SIDE OF WOOD
TRUSSES. PROVIDE R-38 BATT INSULATION
ATTACHED TO UNDERSIDE OF TRUSSES WITH
RESILENT CHANNELS.

20 MFR. 3-PIECE FACTORY COATED
FLUOROPOLYMER GALV STEEL COPING W/ MIN.
6" VERT. EXPOSED FACE,  OVER TPO ROOFING
MEMBRANE ON P.T. WOOD TOP PLATE. SECURE
FRONT AND REAR CONT. W/ HOLD-DOWN CLIPS

21 TPO ROOFING MEMBRANE WRAPPED UP AND
OVER PARAPET TOP PLATE

22 RIGID INSULATION CANT STRIP
26 WEEP HOLES AT 24" O.C. OVER FLEXIBLE

THRU-WALL FLASHING ON STEEL LINTEL, MORTAR
NET CONT. OVER FLASHING.

29 MFR. FIXED ALUMINUM WINDOW UNIT WITH
FLANGE & OPAQUE GLASS (SEE ELEVATIONS &
WINDOW SCHEDULE)

30 MANUFACTURER WINDOW SILL PAN UNDER
WINDOW UNIT

31 SELF-ADHESIVE WINDOW FLASHING W/END
DAMS LAPPED OVER SILL PAN & WATER
RESISTANT MEMBRANE

32 LOOSE STEEL LENTEL, SHOP PRIMED & FIELD
PAINTED, SEE STRUC.

33 BRAKE METAL THROUGH WALL FLASHING
LAPPED UNDER SILL PAN

35 1X6 FLAT FIBER CEMENT TRIM- PAINT
36 SCHEDULED DOOR (SEE FLOOR PLANS & DOOR

SCHEDULE)
37 FINE TEXTURE ADHESIVE DRAINABLE EIFS

CORNICE
40 MFR. FLUOROPOLYMER COATED ALUMINUM

CANOPY W/ TIE RODS- BASIS OF DESIGN SUPER
LUMIDECK HANGER ROD CANOPY

45 MFR. GANG-NAIL OPEN WEB ROOF TRUSS W/
SLOPED TOP CHORD AT 24" O.C. (SEE STRUC.)

47 2X8 PRESSURE TREATED CEILING JOIST W/ EXT.
COMPOSITE T&G 1X6 CEILING, SEE STRUC.

48 2X6 PARAPET WALL FRAMING AT 16" O.C., WITH
PLYWOOD SHEATHING ON EXTERIOR OF WALL
(SEE STRUC.)

50 FINE TEXTURE ADHESIVE DRAINABLE EIFS SYSTEM
TO MATCH ADJACENT RETAIL BUILDING, COLOR
MATCH DOVER SKY #104

51 MFR. STONE VENEER IN ASHLAR PATTERN
(ROCKCAST CHISELED TUMBLED FACE, COLOR
STONE CREEK) TO MATCH ADJACENT RETAIL
BUILDING

59 WALL CARRIAGE FIXTURE, SCOTT ARCH.
LIGHTING #S9305



FLOOR LEVEL
0' - 0"

TOP OF PARAPET
18' - 0"

ROOF TRUSS BEARING
12' - 0 1/2"

11

19

15

35
50

14

51
55

7

2
9

4
3

2' 
- 0

"

7 1
/2

"

23

45

25

FLOOR LEVEL
0' - 0"

ROOF TRUSS BEARING
12' - 0 1/2"

19

45

11

35

16

9

55

TR
US

S D
EP

TH
 V

AR
IES

12
' - 

0 1
/2

" Copyright. All rights reserved. Reproduction 
in whole or in part is prohibited. This 
drawing as an instrument of  service is the 
property of the architect and may not be 
used in any way without the written 
permission of this office.

p r o j e c t   t i t l e

f o r

contact: 

drawn by: 

checked by:

project number:

d r a w i n g   i n f o r m a t i o n

d r a w i n g   d a t e

s h e e t   t i t l e

s h e e t   n u m b e r

1389 Peachtree Street NE, Suite 200
Atlanta, Georgia 30309
phone: 404.873.6730
fax: 404.874.6471
www.tsw-design.com

s e a l

n o r t h  a r r o w  +  s c a l e

RELEASED FOR CONSTRUCTION

310 TECHNOLOGY PARKWAY
PEACHTREE CORNERS, GA 30092

PEACHTREE CORNERS
TOWN GREEN RESTROOM
& PAVILIONS

CITY OF PEACHTREE
CORNERS

16102

JTC

HLH

MARCH 28, 2018

A5.2
WALL SECTIONS

Adam Williamson

PE
A

C
HT

RE
E 

C
O

RN
ER

S
TO

W
N

 G
RE

EN
 R

ES
TR

O
O

M
&

 P
A

V
ILI

O
N

S
10

0%
 C

O
N

ST
RU

C
TI

O
N

 D
O

C
UM

EN
TS

51
40

 T
O

W
N

 C
EN

TE
R 

BL
VD

PE
A

C
HT

RE
E 

C
O

RN
ER

S,
 G

A
 3

00
92

SCALE:  3/4" = 1'-0"A5.2
2 WALL SECTION AT ROOF GUTTER

WALL SECTION NOTES
MARK MATERIAL

2 NEOPRENE EXPANSION MATERIAL W/ EXT.
SEALANT, 1/2" TYPICAL

3 FILTER FABRIC AROUND 18"X18" GRAVEL
SURROUNDING 4" DIA. PERFORATED PIPE.

4 REINF. CONCRETE FOOTING- SEE STRUCTURAL
7 TYPICAL THRU-WALL FLASHING AT BASE OF

STONE VENEER: WEEPS AT 24" O.C. HORIZ. OVER
FLEXIBLE FLASHING. MORTAR NET CONTINUOUS
OVER FLASHING. NO VENEER ANCHORS W/I 12"
VERT. OF FLASHING. GROUT FILL SOLID &
CONTINUOUS BELOW FLASHING.

9 TYPICAL CONCRETE SLAB ON GRADE: OVER
CONCRETE VAPOR BARRIER ON 4" GRAVEL ON
GRADE (COMPACTED AND TERMITE-TREATED),
SEE STRUC.

11 P.T. WOOD TOP PLATE (TYPE & SIZE PER STRUC.)
ANCHOR PER STRUC. SPECIFICATIONS.

14 3-HOUR EXTERIOR BEARING WALL WITH STONE
VENEER (3HR RATED, UL263): 3/4" PORTLAND
CEMENT STUCCO OR GYPSUM PLASTER SYSTEM
ON INTERIOR SIDE OF WALL, 7 5/8" CONCRETE
MASONRY BLOCK INTERNAL, VAPOR BARRIOR
PER STRUC., 2" (R-13) CONT. RIDGID INSULATION,
2" AIR GAP, WITH STONE VENEER WITH
GALVANIZED METAL ADJUSTABLE VENEER
ANCHORS AT 16" O.C. (BOTH HORZONTAL AND
VERTICAL)

15 3-HOUR TYPICAL BEARING EXTERIOR WALL WITH
EIFS (3HR RATED, UL263): 3/4" PORTLAND
CEMENT STUCCO OR GYPSUM PLASTER SYSTEM
ON INTERIOR SIDE OF WALL, 7 5/8" CONCRETE
MASONRY BLOCK INTERNAL, FLUID APPLIED
WATERPROOFING, R-7.6 CONT. RIDGID
INSULATION, WITH EIFS SYSTEM ON EXTERIOR
SIDE.

16 TYPICAL NON-LOAD BEARING INTERIOR WALL: 5
5/8" CONCRETE MASONRY BLOCK.

19 TYPICAL LOW-SLOPE ROOF/CEILING ASSEMBLY
(UL P522): 60 MIL FULLY ADHERED
THERMOPLASTIC POLYOLEFIN (TPO) ROOFING
SYSTEM OVER PLYWOOD ROOF DECK (TYPE &
SIZE PER STRUC.) ON TOP SIDE OF WOOD ROOF
TRUSSES, ONE LAYER OF 5/8" WATER RESISTANT
GYPSUM BOARD ON BOTTOM SIDE OF WOOD
TRUSSES. PROVIDE R-38 BATT INSULATION
ATTACHED TO UNDERSIDE OF TRUSSES WITH
RESILENT CHANNELS.

23 MFR. COATED FLUOROPOLYMER GALV STEEL
DRIP EDGE INCORPORATED INTO TOP ROOFING
SYSTEM W/ FLUOROPOLYMER COATED SQ. 6"
ALUMINUM GUTTER W/ 4" ROUND DOWNSPOUTS

25 WEEP SCREED OVER BRAKE METAL THRU-WALL
FLASHING

35 1X6 FLAT FIBER CEMENT TRIM- PAINT
45 MFR. GANG-NAIL OPEN WEB ROOF TRUSS W/

SLOPED TOP CHORD AT 24" O.C. (SEE STRUC.)
50 FINE TEXTURE ADHESIVE DRAINABLE EIFS SYSTEM

TO MATCH ADJACENT RETAIL BUILDING, COLOR
MATCH DOVER SKY #104

51 MFR. STONE VENEER IN ASHLAR PATTERN
(ROCKCAST CHISELED TUMBLED FACE, COLOR
STONE CREEK) TO MATCH ADJACENT RETAIL
BUILDING

55 STAINLESS STEEL TOILET PARTITION

SCALE:  3/4" = 1'-0"A5.2
1 WALL SECTION AT INTERIOR WALL
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SCALE:  1/2" = 1'-0"A6.0
1 ENLARGED RESTROOM PLAN - WOMEN'S

SCALE:  3/8" = 1'-0"A6.0
5 WOMEN'S RESTROOM ELEV. D

SCALE:  3/8" = 1'-0"A6.0
2 WOMEN'S RESTROOM ELEV. A

SCALE:  3/8" = 1'-0"A6.0
3 WOMEN'S RESTROOM ELEV. B

SCALE:  3/8" = 1'-0"A6.0
4 WOMEN'S RESTROOM ELEV. C

INTERIOR FINISH NOTES
MARK MATERIAL

BC-1 ADA COMPLIANT VANDAL RESISTANT BABY
CHANGING STATION

CM-1 GYPSUM PLASTER OVER CONCRETE
MASONRY UNITS, PAINTED

CT-1 SOLID SURFACE COUNTERTOP
GB-1 1 1/4" PEENED STAINLESS STEEL ADA 3 PIECE

GRAB BAR SET
GP-1 GYPSUM WALL BOARD
HD-1 DYSON AIR BLADE V STAINLESS STEEL

AUTOMATIC HAND DRYER OR EQUAL
LT-2 LED FLUSH CEILING MOUNTED FIXTURE
LT-5 LED WALL MOUNTED VANITY FIXTURE
LV-1 ADA COMPLIANT SENSOR ACTIVITATED

RIMMED LAVATORY
MR-1 VANDAL RESISTANT MIRROR
PH-1 VANDAL RESISTANT TOILET PAPER HOLDER

TYPE TO BE CONFIRMED WITH THE CITY
PR-1 STAINLESS STEEL TOILET PARTITION, W/ COAT

HOOK ON INSIDE OF DOOR
SD-1 VANDAL RESISTANT AUTOMATIC SOAP

DISPENSER
SN-1 SANITARY NAPKIN DISPENSER
TC-1 ADA COMPLIANT STAINLESS STEEL WALL

MOUNTED HIGH CAPACITY TRASH
RECEPTACLE

TL-1 12X24 PORCELAIN TILE
WC-1 ADA COMPLIANT SENSOR ACTIVATED

WATER CLOSET
WC-2 STANDARD SENSOR ACTIVATED WATER

CLOSET
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SCALE:  1/2" = 1'-0"A6.1
1 ENLARGED RESTROOM PLAN - MEN'S

SCALE:  3/8" = 1'-0"A6.1
2 MEN'S RESTROOM ELEV. A

SCALE:  3/8" = 1'-0"A6.1
5 MEN'S RESTROOM ELEV. D

SCALE:  3/8" = 1'-0"A6.1
4 MEN'S RESTROOM ELEV. C

SCALE:  3/8" = 1'-0"A6.1
3 MEN'S RESTROOM ELEV. B

INTERIOR FINISH NOTES
MARK MATERIAL

BC-1 ADA COMPLIANT VANDAL RESISTANT BABY
CHANGING STATION

CM-1 GYPSUM PLASTER OVER CONCRETE MASONRY
UNITS, PAINTED

CT-1 SOLID SURFACE COUNTERTOP
GB-1 1 1/4" PEENED STAINLESS STEEL ADA 3 PIECE GRAB

BAR SET
HD-1 DYSON AIR BLADE V STAINLESS STEEL AUTOMATIC

HAND DRYER OR EQUAL
LT-2 LED FLUSH CEILING MOUNTED FIXTURE
LT-5 LED WALL MOUNTED VANITY FIXTURE
LV-1 ADA COMPLIANT SENSOR ACTIVITATED RIMMED

LAVATORY
MR-1 VANDAL RESISTANT MIRROR
PH-1 VANDAL RESISTANT TOILET PAPER HOLDER TYPE TO

BE CONFIRMED WITH THE CITY
PR-1 STAINLESS STEEL TOILET PARTITION, W/ COAT HOOK

ON INSIDE OF DOOR
PR-2 STAINLESS STEEL URINAL PARTION
SD-1 VANDAL RESISTANT AUTOMATIC SOAP DISPENSER
TC-1 ADA COMPLIANT STAINLESS STEEL WALL MOUNTED

HIGH CAPACITY TRASH RECEPTACLE
TL-1 12X24 PORCELAIN TILE
UR-1 STANDARD SENSOR ACTIVATED URINAL
UR-2 ADA SENSOR ACTIVATED COMPLIANT URINAL
WC-1 ADA COMPLIANT SENSOR ACTIVATED WATER

CLOSET
WC-2 STANDARD SENSOR ACTIVATED WATER CLOSET
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1. FOR ALL NON-STOREFRONT WINDOW AND PATIO DOOR SYSTEMS, CONTRACTOR SHALL PROVIDE AND INSTALL A HIGH-QUALITY PVC 
OR PVC-CLAD WOOD WINDOW THAT HAS AN INTEGRAL NAILING FIN FOR INSTALLATION AND TO ACT AS A WATER STOP.
2. IT IS THE CONTRACTOR'S RESPONSIBILITY TO CONSTRUCT THE PROPER WINDOW ROUGH OPENINGS WITHIN THE MANUFACTURER'S 
ROUGH OPENING REQUIREMENTS. THE CONTRACTOR SHALL INSPECT THE ROUGH OPENINGS TO ENSURE THAT THEY ARE NOT OVERLY 
LARGE, AND THAT ALL MANUFACTURER'S RECOMMENDATIONS ARE MET REGARDING BOTH WINDOW INSTALLATION AND ALL WATER-
PROOFING AND FLASHING REQUIREMENTS.
3. DUPONT BUILDING WRAP SYSTEMS, INCLUDING WINDOW FLASHING SYSTEMS, AND THRU-WALL FLASHING SYSTEMS, SHALL BE USED. 
THEY SHALL BE INSTALLED IN STRICT ACCORDANCE WITH THE MANUFACTURER'S RECOMMENDATIONS. THE CONTRACTOR SHALL SUBMIT TO 
THE OWNER AND ARCHITECT A DETAILED SUBMITTAL SPECIFYING ALL COMPONENTS OF THE WATER-RESISTANCE AND FLASHING SYSTEMS.
4. CONTRACTOR SHALL INSTALL PRE-PAINTED BREAK METAL FLASHING OVER ALL WINDOW & DOOR HEAD TRIM PIECES, AND AT ALL 
OTHER LOCATIONS AS RECOMMENDED BY THE CEMENTITIOUS SIDING MANUFACTURER.
5. CONTRACTOR SHALL SUBMIT A COMPREHENSIVE WINDOW SUBMITTAL TO THE OWNER & ARCHITECT FOR REVIEW. CONTRACTOR'S 
WINDOW SUPPLIER SHALL VERIFY ALL CODE COMPLIANCE PERTAINING TO GLAZING AND EGRESS, AND THE POTENTIAL NEED FOR SAFETY 
LOCKS.
6. CONTRACTOR SHALL PROVIDE A FULL SCALE MOCK UP OF FLASHING & BRICK DETAILING AROUND A SINGLE HUNG WNDW FOR 
APPROVAL BY THE ARCHITECT PRIOR TO INSTALLING THE WNDWS & FLASHING FOR THE ENTIRE BUILDING. MOCK UP MAY BE PART OF THE 
ACTUAL BUILDING FACADE.

WINDOW SYSTEMS & BUILDING WRAP / FLASHING GENERAL NOTES

CMU BLOCK WALL

SEALANT & 
BACKER ROD

SHIM AS REQ'D

DOOR AS 
SCHEDULED

STEEL LINTEL, STRUC.

STONE VENEER

THRU WALL FLASHING, 
SEAL AT TOP W/ ADHESIVE 
FLASHING WITH FLASHING 

END DAMS.

2" AIR GAP W/ 
DRAINAGE MAT

2" RIGID INSULATION

WALL TIE
WATER RESISTANT 
MEMBRANE

HOLLOW METAL 
DOOR FRAME

STONE VENEER 
RETURN BEYOND

WATER-RESISTANT SEAL @ 
WDW & DOOR HEADS, JAMBS 
& SILLS W/ FLEX WRAP

GYPSUM PLASTER

CMU BLOCK WALL

SEALANT & 
BACKER ROD

SHIM AS REQ'D

STONE VENEER
2" AIR GAP W/ 
DRAINAGE MAT

2" RIGID INSULATION
WALL TIE

WATER RESISTANT 
MEMBRANE

HOLLOW METAL 
DOOR FRAME

STONE VENEER RETURN 

WATER-RESISTANT SEAL @ 
WDW & DOOR HEADS, JAMBS 
& SILLS W/ FLEX WRAP

GYPSUM PLASTERWALL TIE2" RIGID INSULATION

2" AIR GAP W/ 
DRAINAGE MAT

STONE VENEER

THRU WALL FLASHING, SEAL 
AT TOP W/ ADHESIVE 
FLASHING WITH METAL 
FLASHING END DAMS.

STONE VENEER BEYOND

WATER RESISTANT 
MEMBRANE

CMU BLOCK WALL

WATER-RESISTANT SEAL AT 
WDW & DOOR HEADS, 
JAMBS & SILLS W/ FLEX WRAP

SEALANT & BACKER ROD
ALUMINUM 

WINDOW FRAME

WINDOW AS 
SCHEDULED

MFR. WINDOW SILL PAN

STONE SILL

GYPSUM PLASTER

CMU BLOCK WALL

WINDOW AS 
SCHEDULED

ALUMINUM 
WINDOW FRAME

MFR. WINDOW 
SILL PAN

WATER RESISTANT 
MEMBRANE

2" RIGID INSULATION

EIFS STUCCO

SEALANT & BACKER ROD

WATER-RESISTANT SEAL AT 
WDW & DOOR HEADS, 
JAMBS & SILLS W/ FLEX WRAP

GYPSUM PLASTER

1X4 EIFS WINDOW TRIM

CMU BLOCK WALL

SEALANT & 
BACKER ROD

STONE VENEER

2" AIR GAP W/ 
DRAINAGE MAT

2" RIGID INSULATION

WALL TIE

WATER RESISTANT 
MEMBRANE

ALUMINUM 
WINDOW FRAME

STONE VENEER RETURN 

WATER-RESISTANT SEAL @ 
WDW & DOOR HEADS, JAMBS 
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STONE WINDOW SILL 

MFR. WINDOW SILL PAN

GYPSUM PLASTER

CMU BLOCK WALL

SEALANT & 
BACKER ROD

STONE VENEER BELOW

EIFS STUCCO
2" RIGID INSULATION

WATER RESISTANT 
MEMBRANE

ALUMINUM 
WINDOW FRAME

1X4 EIFS WINDOW TRIM

WATER-RESISTANT SEAL @ 
WDW & DOOR HEADS, JAMBS 
& SILLS W/ FLEX WRAP

STONE WINDOW 
SILL BELOW 

MFR. WINDOW SILL PAN
GYPSUM PLASTER
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SCALE:  1 1/2" = 1'-0"A7.1
3 EXT. METAL DOOR HEADER AT CMU & STONE

SCALE:  1 1/2" = 1'-0"A7.1
6 EXT. METAL DOOR JAMB AT CMU & STONE

SCALE:  1 1/2" = 1'-0"A7.1
4 SINGLE HUNG WINDOW SILL AT CMU & STONE

SCALE:  1 1/2" = 1'-0"A7.1
1 SINGLE HUNG WINDOW HEADER AT CMU & EIFS

SCALE:  1 1/2" = 1'-0"A7.1
5 SING HUNG WINDOW JAMB AT CMU & STONE

SCALE:  1 1/2" = 1'-0"A7.1
2 SING HUNG WINDOW JAMB AT CMU & EIFS
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1-HOUR ROOF SYSTEM- STRUCTURAL RATING 
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SCALE:  3/16" = 1'-0"A10.0
1 PAVILION FLOOR PLAN

SCALE:  3/16" = 1'-0"A10.0
2 PAVILION ROOF PLAN

SCALE:  3/16" = 1'-0"A10.0
3 PAVILION REFLECTED CEILING PLAN

SCALE:A10.0
4 PAVILION 3D PERSPECTIVE

FINISH NOTES
MARK MATERIAL

CS-1 REINF. CONCRETE SLAB ON GRADE W/ UNDER
SLAB VAPOR BARRIER AND GRAVEL, SEE STRUC.

HT-1 EX. GRADE GLULAM ROOF BEAMS, SEE STRUC.
LT-1 EXTERIOR WALL SCONCE
MR-2 GLAV. PAINT GRIP CORRUGATED METAL ROOF

DECK- PAINT
SS-1 FLUOROPOLYMER COATED STANDING SEAM

METAL ROOF SYSTEM
TC-2 POWDER COATED TAPPERED STEEL COLUMN,

SEE STRUC.
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SCALE:  3/16" = 1'-0"A10.1
1 PAVILION LEFT ELEVATION

SCALE:  3/16" = 1'-0"A10.1
2 PAVILION FRONT ELEVATION

SCALE:  3/16" = 1'-0"A10.1
3 PAVILION BACK ELEVATION

SCALE:  3/16" = 1'-0"A10.1
4 PAVILION  RIGHT ELEVATION

FINISH NOTES
MARK MATERIAL

HT-1 EX. GRADE GLULAM ROOF BEAMS, SEE STRUC.
LT-1 EXTERIOR WALL SCONCE
MR-2 GLAV. PAINT GRIP CORRUGATED METAL ROOF

DECK- PAINT
SS-1 FLUOROPOLYMER COATED STANDING SEAM

METAL ROOF SYSTEM
TC-2 POWDER COATED TAPPERED STEEL COLUMN,

SEE STRUC.
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SCALE:  3/16" = 1'-0"A11.0
1 PERFORMANCE STRUCTURE FLOOR PLAN

SCALE:  3/16" = 1'-0"A11.0
2 PERFORMANCE STRUCTURE ROOF PLAN

SCALE:  3/16" = 1'-0"A11.0
3 PERFORMANCE STRUCTURE REFLECTED CEILING PLAN

SCALE:A11.0
4 PERFORMANCE STRUCTURE 3D PERSPECTIVE

FINISH NOTES
MARK MATERIAL

CM-4 8" CMU MASONRY WALL W/ MFR. STONE VENEER
(ROCKCAST CHISELED TUMBLED FACE, COLOR STONE
CREEK) TO MATCH ADJACENT RETAIL BUILDING

HT-1 EX. GRADE GLULAM ROOF BEAMS, SEE STRUC.
LT-1 EXTERIOR WALL SCONCE
MR-2 GLAV. PAINT GRIP CORRUGATED METAL ROOF DECK-

PAINT
SS-1 FLUOROPOLYMER COATED STANDING SEAM METAL

ROOF SYSTEM
TC-2 POWDER COATED TAPPERED STEEL COLUMN, SEE STRUC.
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PERFORMANCE
STRUCTURE ELEVATION

Adam Williamson

PE
A

C
HT

RE
E 

C
O

RN
ER

S
TO

W
N

 G
RE

EN
 R

ES
TR

O
O

M
&

 P
A

V
ILI

O
N

S
10

0%
 C

O
N

ST
RU

C
TI

O
N

 D
O

C
UM

EN
TS

51
40

 T
O

W
N

 C
EN

TE
R 

BL
VD

PE
A

C
HT

RE
E 

C
O

RN
ER

S,
 G

EO
RG

IA
 3

00
92

SCALE:  3/16" = 1'-0"A11.1
1 PERFORMANCE STRUCTURE LEFT ELEVATION

SCALE:  3/16" = 1'-0"A11.1
2 PERFORMANCE STRUCTURE FRONT ELEVATION

SCALE:  3/16" = 1'-0"A11.1
3 PERFORMANCE STRUCTURE BACK ELEVATION

SCALE:  3/16" = 1'-0"A11.1
4 PERFORMANCE STRUCTURE RIGHT ELEVATION

FINISH NOTES
MARK MATERIAL

CM-7 TYPICAL BEARING EXTERIOR WALL WITH STONE VENEER: 3/4"
PORTLAND CEMENT STUCCO OR GYPSUM PLASTER SYSTEM
ON INTERIOR SIDE OF WALL, 7 5/8" CONCRETE MASONRY
BLOCK , FLUID APPLIED WATERPROOFING, R-7.6 CONT.
RIDGID INSULATION, 2" AIR GAP, STONE VENEER WITH
GALVANIZED 2-PIECE  ADJUSTABLE METAL VENEER
ANCHORS AT 16" O.C. (BOTH HORZONTAL AND VERTICAL)

HT-1 EX. GRADE GLULAM ROOF BEAMS, SEE STRUC.
LT-1 EXTERIOR WALL SCONCE
MD-2 PAIR OF 3'-0" HOLLOW METAL DOORS & FRAME W/

THERMAL CORE & HOLLOW METAL FRAME, PAINT,
STORAGE LOCKSET & DEADBOLT

MR-2 GLAV. PAINT GRIP CORRUGATED METAL ROOF DECK-
PAINT

SS-1 FLUOROPOLYMER COATED STANDING SEAM METAL ROOF
SYSTEM

TC-2 POWDER COATED TAPPERED STEEL COLUMN, SEE STRUC.

SCALE:  1/2" = 1'-0"A11.1
5 PERFORMANCE STRUCTURE SECTION
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AutoCAD SHX Text
MECHANICAL NOTES: GENERAL: 1. "VERIFY" SHALL MEAN CHECK CONDITIONS ON SITE AGAINST DRAWINGS AND SPECIFICATION AND ADJUST "VERIFY" SHALL MEAN CHECK CONDITIONS ON SITE AGAINST DRAWINGS AND SPECIFICATION AND ADJUST WORK TO MATCH EXISTING. OBTAIN RULING FROM OWNER ON ANY ITEMS REQUIRING CLARIFICATION 2. PROVIDE A COMPLETE FUNCTIONAL HVAC SYSTEM WITH ALL ACCESSORIES REQUIRED FOR PROPER PROVIDE A COMPLETE FUNCTIONAL HVAC SYSTEM WITH ALL ACCESSORIES REQUIRED FOR PROPER OPERATION ALL IN ACCORDANCE WITH THE APPLICABLE STATE AND LOCAL AUTHORITY CODES, LAWS & ORDINANCES AND STATE AND LOCAL AUTHORITY ACCESSIBILITY LAWS AND ORDINANCES.   3. THE SYSTEMS SHALL BE FREE FROM ANY OBJECTIONABLE NOISES AND VIBRATIONS. THE SYSTEMS SHALL BE FREE FROM ANY OBJECTIONABLE NOISES AND VIBRATIONS. 4. ALL MECHANICAL WORK & EQUIPMENT SHALL CONFORM TO THE CURRENT  REQUIREMENTS OF ALL ALL MECHANICAL WORK & EQUIPMENT SHALL CONFORM TO THE CURRENT  REQUIREMENTS OF ALL AUTHORITIES HAVING JURISDICTION.  MECHANICAL WORK SHALL COMPLY WITH THE CURRENT EDITION OF THE INTERNATIONAL MECHANICAL CODE, STATE & LOCAL AMENDMENTS, NFPA-54, NFPA-90A,  SMACNA  & ASHRAE  GUIDELINES.  5. CONTRACTOR SHALL SECURE ALL PERMITS, INSPECTION CERTIFICATES, AUTHORITY APPROVALS AND PAY CONTRACTOR SHALL SECURE ALL PERMITS, INSPECTION CERTIFICATES, AUTHORITY APPROVALS AND PAY ALL RELATED FEES AND CHARGES. 6. ALL NEW MECHANICAL EQUIPMENT AND SYSTEMS SHALL BE GUARANTEED FOR A PERIOD OF ONE YEAR ALL NEW MECHANICAL EQUIPMENT AND SYSTEMS SHALL BE GUARANTEED FOR A PERIOD OF ONE YEAR AFTER ACCEPTANCE BY THE OWNER.  COMPRESSORS SHALL HAVE AN EXTENDED 4 YEAR COMPRESSOR (ONLY) WARRANTY. 7. THE CONTRACTOR SHALL CONFIRM AND ENSURE THAT ALL MECHANICAL WORK CONFORMS TO THE THE CONTRACTOR SHALL CONFIRM AND ENSURE THAT ALL MECHANICAL WORK CONFORMS TO THE CURRENT REQUIREMENTS OF THE LOCAL BUILDING INSPECTION DEPARTMENT. 8. ALL MECHANICAL EQUIPMENT AND MATERIALS SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER’S ALL MECHANICAL EQUIPMENT AND MATERIALS SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER’S S WRITTEN INSTRUCTIONS AND RECOMMENDATIONS.   9. THE CONTRACTOR SHALL PREPARE DUCT CONSTRUCTION SHOP DRAWINGS, TO SCALE, (MIN. SCALE 1/4" THE CONTRACTOR SHALL PREPARE DUCT CONSTRUCTION SHOP DRAWINGS, TO SCALE, (MIN. SCALE 1/4" =1 FT). SUBMIT TO THE OWNER FOR REVIEW PRIOR TO FABRICATION AND INSTALLATION.  DUCT SHOP DRAWINGS SHALL BE UPDATED, DURING CONSTRUCTION, TO SHOW ANY CHANGES MADE DURING CONSTRUCTION AND SUBMITTED TO THE OWNER AT THE END OF THE PROJECT FOR "AS-BUILT" RECORD.  10. THE MECHANICAL (SUB)CONTRACTOR SHALL COORDINATE THE SPACE REQUIREMENTS FOR ALL MECHANICAL THE MECHANICAL (SUB)CONTRACTOR SHALL COORDINATE THE SPACE REQUIREMENTS FOR ALL MECHANICAL EQUIPMENT AND DUCTWORK WITH THE GENERAL CONTRACTOR. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR ORDERING AND FABRICATION OF STRUCTURAL ELEMENTS, INCLUDING ROOF TRUSSES, TO SUIT THE PROPOSED ROUTING OF THE DUCTWORK AND LOCATION OF EQUIPMENT. PROVIDE ADEQUATE CLEARANCES AROUND, AND ACCESS TO, ALL EQUIPMENT FOR MAINTENANCE. 11. WALL, FLOOR OR CEILING SURFACES DISTURBED DURING THE COURSE OF THE MECHANICAL WORK SHALL WALL, FLOOR OR CEILING SURFACES DISTURBED DURING THE COURSE OF THE MECHANICAL WORK SHALL BE REPAIRED TO MATCH NEW &/OR EXISTING SURROUNDING CONDITIONS. 12. REFER TO ARCHITECT'S REFLECTED CEILING PLANS FOR LOCATION OF LIGHTS AND OTHER CEILING REFER TO ARCHITECT'S REFLECTED CEILING PLANS FOR LOCATION OF LIGHTS AND OTHER CEILING MOUNTED DEVICES. COORDINATE AIR DISTRIBUTION DEVICES WITH THIS REFLECTED CEILING PLAN.  13. COORDINATE THE INSTALLATION OF THE DUCTWORK, EQUIPMENT, PIPING, ETC., TO FIT WITHIN THE SPACE COORDINATE THE INSTALLATION OF THE DUCTWORK, EQUIPMENT, PIPING, ETC., TO FIT WITHIN THE SPACE ALLOWED BY THE ARCHITECTURAL & STRUCTURAL CONDITIONS.  CUTTING OR ALTERING ANY STRUCTURAL MEMBER SHALL NOT BE PERMITTED. 14. DO NOT SCALE DRAWINGS. THE CONTRACTOR SHALL VERIFY ALL SIZES, MATERIALS, TEMPERATURES AND DO NOT SCALE DRAWINGS. THE CONTRACTOR SHALL VERIFY ALL SIZES, MATERIALS, TEMPERATURES AND PRESSURES BEFORE ORDERING OR FABRICATION OF ANY MATERIALS. 15. WHERE DUCT OR PIPE SECTION SIZE IS NOT INDICATED, IT SHALL BE THE SAME SIZE AS THE LAST WHERE DUCT OR PIPE SECTION SIZE IS NOT INDICATED, IT SHALL BE THE SAME SIZE AS THE LAST SIZED UPSTREAM SECTION.   16. PIPING, CONDUITS, CABLES, ETC. SHALL BE RUN NEATLY, PARALLEL TO PIPING AND TO BUILDING (WALLS, PIPING, CONDUITS, CABLES, ETC. SHALL BE RUN NEATLY, PARALLEL TO PIPING AND TO BUILDING (WALLS, FLOOR). 17. THE SCHEDULED “BASIS OF DESIGN” IS INTENDED TO INDICATE THE PERFORMANCE REQUIRED FOR THE THE SCHEDULED “BASIS OF DESIGN” IS INTENDED TO INDICATE THE PERFORMANCE REQUIRED FOR THE BASIS OF DESIGN” IS INTENDED TO INDICATE THE PERFORMANCE REQUIRED FOR THE  IS INTENDED TO INDICATE THE PERFORMANCE REQUIRED FOR THE PARTICULAR ITEM OF EQUIPMENT. SUBSTITUTIONS WILL BE PERMITTED.  SUBSTITUTIONS SHALL BE DEEMED TO INCLUDE ALL ASSOCIATED CHANGES TO BUILDING, STRUCTURE & OTHER SERVICES WITHOUT ANY ADDITIONAL COST TO THE OWNER.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING THAT SUBSTITUTIONS SHALL FIT INTO THE SPACE AVAILABLE WITH PROVISIONS FOR PROPER ACCESS, MAINTENANCE, PARTS REPLACEMENT, WEIGHT ALLOWANCE & FOR COORDINATION WITH OTHER TRADES (INCLUDING ELECTRICAL, PLUMBING, STRUCTURAL AND ARCHITECTURAL). 18. MANUFACTURER CATALOG SHOP DRAWINGS SUBMITTED SHALL BE MARKED TO INDICATE PROJECT SPECIFIC MANUFACTURER CATALOG SHOP DRAWINGS SUBMITTED SHALL BE MARKED TO INDICATE PROJECT SPECIFIC INFORMATION. FULL MODEL NUMBERS; IDENTIFY AND HIGHLIGHT SCHEDULED ITEM CAPACITIES; HIGHLIGHT INCLUDED OPTIONS AND EDIT OUT THOSE THAT ARE NOT PROVIDED; CLEARLY IDENTIFY DEVIATIONS FROM SPECIFIED AND SCHEDULED CAPACITIES. 19. ALL EQUIPMENT PROVIDED SHALL BE COMMERCIALLY AVAILABLE PRODUCTS SPECIFICALLY MADE FOR THE ALL EQUIPMENT PROVIDED SHALL BE COMMERCIALLY AVAILABLE PRODUCTS SPECIFICALLY MADE FOR THE APPLICATION FOR WHICH IT IS INTENDED AND SHALL BE INSTALLED IN ACCORDANCE WITH THE MANUFACTURER’S INSTALLATION AND START-UP INSTRUCTIONS.  S INSTALLATION AND START-UP INSTRUCTIONS.  20. A TECHNICIAN, FACTORY TRAINED AND CERTIFIED BY THE MANUFACTURER OF THE HVAC EQUIPMENT A TECHNICIAN, FACTORY TRAINED AND CERTIFIED BY THE MANUFACTURER OF THE HVAC EQUIPMENT PROVIDED SHALL PERFORM PRE START-UP CHECKS AND SHALL SUBMIT A REPORT TO THE OWNER ON  EACH AIR HANDLING UNIT, RTU AND SPLIT SYSTEM. THIS REPORT SHALL INCLUDE CERTIFICATION, IN WRITING, THAT EQUIPMENT IS CORRECTLY INSTALLED, INCLUDING PROPER DRAINAGE FROM DRAIN PANS AND SEALING OF ALL AIR LEAKS,  ELECTRICAL CONNECTIONS AND TERMINALS TIGHTNESS, INDOOR FILTER ARE CLEAN, IN PLACE AND EASILY REPLACEABLE, FANS AND COMPRESSORS ROTATE CORRECTLY, ELECTRICAL AMP DRAWS SHALL BE RECORDED AND CERTIFIED WITHIN MANUFACTURERS RECOMMENDED LIMITS, REFRIGERANT SUCTION AND DISCHARGE PRESSURES FOR ALL CIRCUITS WITH STATEMENT THAT SYSTEMS ARE CORRECTLY CHARGED. ELECTRICAL/CONTROLS: 21. THE CONTRACTOR SHALL VERIFY THE ELECTRICAL SUPPLY VOLTAGES AND PHASES ON THE ELECTRICAL THE CONTRACTOR SHALL VERIFY THE ELECTRICAL SUPPLY VOLTAGES AND PHASES ON THE ELECTRICAL PLANS AND ON SITE BEFORE ORDERING ANY ELECTRICALLY OPERATED EQUIPMENT.  ALL MECHANICAL EQUIPMENT REQUIRING ELECTRICAL POWER SHALL BE PROVIDED & INSTALLED WITH SUITABLY PROTECTED AND RATED DISCONNECT SWITCHES. 22. MOUNT THERMOSTATS AS INDICATED ON PLANS 48" A.F.F. UNLESS OTHERWISE NOTED OR AS REQUIRED MOUNT THERMOSTATS AS INDICATED ON PLANS 48" A.F.F. UNLESS OTHERWISE NOTED OR AS REQUIRED FOR ACCESSIBILITY CODE COMPLIANCE. COORDINATE LOCATION OF THERMOSTATS WITH CABINETRY AND OTHER SERVICES.  THE THERMOSTATS SHALL NOT BE INSTALLED ON OUTSIDE WALLS,   IN THE DIRECT AIR STREAM FROM ANY DIFFUSER OR WHERE IT MAY BE INFLUENCED BY HEAT GIVEN OFF FROM EQUIPMENT. 23. ALL CONTROL WIRING & TRANSFORMERS SHALL BE SUPPLIED UNDER THE MECHANICAL CONTRACT.  ALL ALL CONTROL WIRING & TRANSFORMERS SHALL BE SUPPLIED UNDER THE MECHANICAL CONTRACT.  ALL MECHANICAL CONTROLS SHALL BE SUPPLIED BY THE MECHANICAL CONTRACTOR. DUCTWORK: 24. TRANSFER AND EXHAUST AIR DUCTWORK SHALL BE GALVANIZED SHEET METAL, FABRICATED AND INSTALLED TRANSFER AND EXHAUST AIR DUCTWORK SHALL BE GALVANIZED SHEET METAL, FABRICATED AND INSTALLED PER THE LATEST ISSUE OF THE SMACNA DUCT HVAC DUCT CONSTRUCTION STANDARDS, METAL AND FLEXIBLE, CURRENT EDITION.  SEAL ALL SUPPLY AIR DUCT JOINTS TO SMACNA SEAL CLASS "A".  DUCT LEAKAGE SHALL NOT EXCEED 1 PERCENT OF THE SPECIFIED AIR FLOWS WHEN TESTED AT 1" WG. 25. SEAL ALL LONGITUDINAL & TRANSVERSE SEAMS ON ALL DUCTWORK WITH UL 181A OR 181B TAPES AND SEAL ALL LONGITUDINAL & TRANSVERSE SEAMS ON ALL DUCTWORK WITH UL 181A OR 181B TAPES AND MASTICS. 26. ALL ROUND DUCTWORK SHALL COMPLY WITH THE STANDARD GAUGE AS LISTED BELOW: ALL ROUND DUCTWORK SHALL COMPLY WITH THE STANDARD GAUGE AS LISTED BELOW: DIAMETER  SPIRAL PIPE LONG SEAM PIPE FITTINGS SPIRAL PIPE LONG SEAM PIPE FITTINGS LONG SEAM PIPE FITTINGS FITTINGS 3" - 14"   28   26    26 28   26    26 26    26   26 27. DUCT SIZES SHOWN ARE INSIDE CLEAR DIMENSIONS.   DUCT SIZES SHOWN ARE INSIDE CLEAR DIMENSIONS.   28. ALL DUCTWORK, AND EQUIPMENT SHALL BE SUPPORTED INDEPENDENTLY FROM STRUCTURAL MEMBERS. ALL DUCTWORK, AND EQUIPMENT SHALL BE SUPPORTED INDEPENDENTLY FROM STRUCTURAL MEMBERS. PROVIDE ADDITIONAL SUPPORT MEMBERS WHERE REQUIRED TO ACHIEVE SMACNA RECOMMENDED SUPPORT SPACING. 29. DUCTWORK SHALL BE RIGID SHEETMETAL EXCEPT FOR 8 FOOT MAXIMUM FLEXIBLE DUCTS AT AIR GRILLES. DUCTWORK SHALL BE RIGID SHEETMETAL EXCEPT FOR 8 FOOT MAXIMUM FLEXIBLE DUCTS AT AIR GRILLES. 30. WHERE FLEXIBLE DUCT IS CONNECTED TO CEILING DIFFUSERS, THE CONTRACTOR SHALL USE ONE OF WHERE FLEXIBLE DUCT IS CONNECTED TO CEILING DIFFUSERS, THE CONTRACTOR SHALL USE ONE OF THESE THREE METHODS: A. INSULATED FLEXIBLE DUCT WITH TITUS FLEXRIGHT FLEXIBLE DUCT SUPPORT, UL LISTED, TO  INSULATED FLEXIBLE DUCT WITH TITUS FLEXRIGHT FLEXIBLE DUCT SUPPORT, UL LISTED, TO  FORM DUCT ELBOW. B. A SHEET METAL ELBOW, EXTERNALLY INSULATED. A SHEET METAL ELBOW, EXTERNALLY INSULATED. C. INSULATED FLEXIBLE METAL DUCT CONSISTING OF FLEXIBLE METAL CORE OF CORRUGATED  INSULATED FLEXIBLE METAL DUCT CONSISTING OF FLEXIBLE METAL CORE OF CORRUGATED  ALUMINUM WITH EXTERNAL INSULATION. IN ALL CASES DUCT CONNECTION/ELBOW SHALL BE  MADE WITH A BEND THAT HAS NOT LESS THAN ONE DUCT DIAMETER CENTERLINE REDIAL. 31. TRANSITION RECTANGULAR DUCTWORK ON THE BOTTOM AND THE SIDES.  MAINTAIN DUCTWORK LEVEL AND TRANSITION RECTANGULAR DUCTWORK ON THE BOTTOM AND THE SIDES.  MAINTAIN DUCTWORK LEVEL AND AS HIGH AS POSSIBLE UNLESS NOTED OTHERWISE. 32. THE FINISH ON GRILLES, ETC., SHALL BE APPROVED BY THE ARCHITECT. THE FINISH ON GRILLES, ETC., SHALL BE APPROVED BY THE ARCHITECT. 33. CHANGES IN ELEVATION, ACCESS DOORS AND TRANSITIONS IN DUCT SIZES ARE, OR MAY NOT, ALL BE CHANGES IN ELEVATION, ACCESS DOORS AND TRANSITIONS IN DUCT SIZES ARE, OR MAY NOT, ALL BE SHOWN ON THE DRAWINGS. DUCT CROSS-OVERS IMPLY CHANGES IN ELEVATION IN ONE OR BOTH DUCTS;  TRANSITIONS IN DUCT SIZE AND SHAPE ARE IMPLIED BY SIZES SHOWN ON DRAWINGS. BIDDERS SHALL MAKE ALLOWANCE FOR THESE IN THEIR PRICE. 

AutoCAD SHX Text
34. TRANSFORM DUCT SIZE SHOWN TO SUIT EQUIPMENT CONNECTION SIZE AT CONNECTIONS TO EQUIPMENT. TRANSFORM DUCT SIZE SHOWN TO SUIT EQUIPMENT CONNECTION SIZE AT CONNECTIONS TO EQUIPMENT. 35. ALL DUCTWORK CONNECTED TO FAN OR VIBRATING EQUIPMENT SHALL BE FITTED WITH FLEXIBLE CANVASS ALL DUCTWORK CONNECTED TO FAN OR VIBRATING EQUIPMENT SHALL BE FITTED WITH FLEXIBLE CANVASS CONNECTION, WHICH WILL PROVIDE MINIMUM 1" SPACE BETWEEN THE EQUIPMENT & THE DUCTWORK. FLEXIBLE CANVASS CONNECTORS SHALL BE SECURED IN PLACE WITH IRON BANDS WITH ROLL LOCK SEAM, & SHALL BE AIR LEAK TIGHT. 36. EXHAUST DUCT SHALL NOT BE INSULATED. EXHAUST DUCT SHALL NOT BE INSULATED. 37. FLEXIBLE DUCT BE UL LISTED, CLASSIFIED AS A CLASS 1 AIR DUCT, TESTED UNDER UL STANDARD 181 FLEXIBLE DUCT BE UL LISTED, CLASSIFIED AS A CLASS 1 AIR DUCT, TESTED UNDER UL STANDARD 181 AND MEET LOCAL CODE REQUIREMENTS.  FLEXIBLE SUPPLY DUCTS SHALL HAVE FACTORY INSTALLED FIBER GLASS INSULATION AND A FIRE RETARDANT VAPOR BARRIER JACKET WITH A PERM RATING OF NOT OVER 0.1, A MINIMUM "R" VALUE OF 6, AND WHICH COMPLY WITH NFPA STANDARD 90A. 38. THE CONTRACTOR SHALL PROVIDE ALL FRAMING REQUIRED FOR THE INSTALLATION OF CEILING TRANSFER THE CONTRACTOR SHALL PROVIDE ALL FRAMING REQUIRED FOR THE INSTALLATION OF CEILING TRANSFER & EXHAUST AIR GRILLES TO SUIT THE CONSTRUCTION. 39. ROOF CURBS, RAILS AND PENETRATIONS:  ALL ROOF PENETRATIONS SHALL BE WATERPROOF AND ROOF CURBS, RAILS AND PENETRATIONS:  ALL ROOF PENETRATIONS SHALL BE WATERPROOF AND GUARANTEED FREE FROM LEAKS FOR ONE YEAR.  USE CURBS AND RAILS MANUFACTURED BY THE MANUFACTURER OF THE EQUIPMENT PROVIDED OR BY PATE, CUSTOM CURBS OR APPROVED EQUAL. INSTALL ROOF MOUNTED AIR HOODS AND EQUIPMENT CURBS AND RAILS IN ACCORDANCE WITH THE EQUIPMENT MANUFACTURERS' INSTRUCTIONS AND THE "GUIDELINES FOR ROOF MOUNTED OUTDOOR AIR-CONDITIONER INSTALLATIONS" AS PREPARED BY ARI, SMACNA AND THE NATIONAL ROOFING CONTRACTORS ASSOCIATION., AUGUST 1985. THE CURBS FOR THE ROOF MOUNTED EQUIPMENT SHALL BE SELECTED BY THE MANUFACTURER OF THE CURB TO SUIT THE  TYPE OF ROOF AND STRUCTURE AND SHALL BE FABRICATED TO MATCH THE FOOTPRINTS AND INSTALLATION REQUIREMENTS OF THE EQUIPMENT PROVIDED. ALL ROOFING WORK SHALL BE DONE IN ACCORDANCE WITH THE REQUIREMENTS, AND TO THE APPROVAL, OF THE MANUFACTURER OF THE BUILDING AND ROOFING SYSTEMS PROVIDED. 40. PRIOR TO FINAL CONNECTION TO EQUIPMENT, BRANCH DUCTS, DIFFUSERS, ETC. ALL OPENINGS IN PRIOR TO FINAL CONNECTION TO EQUIPMENT, BRANCH DUCTS, DIFFUSERS, ETC. ALL OPENINGS IN DUCTWORK SHALL BE SEALED TO PREVENT DIRT, DUST, DEBRIS FROM ENTERING THE AIR DISTRIBUTION SYSTEM.  PIPING: 41. REFRIGERANT PIPING SHALL BE HARD-DRAWN TYPE K SEAMLESS COPPER TUBING, ASTM B88-74.  REFRIGERANT PIPING SHALL BE HARD-DRAWN TYPE K SEAMLESS COPPER TUBING, ASTM B88-74.  FITTINGS SHALL BE WROUGHT, ANSI B16-22-63, COPPER WITH A WORKING PRESSURE OF NOT LESS THAN 300 PSIG.  REFRIGERANT PIPING SHALL BE SIZED AND INSTALLED IN ACCORDANCE WITH THE EQUIPMENT MANUFACTURERS RECOMMENDATIONS.  CONTRACTOR SHALL PROVIDE WRITTEN CERTIFICATION FORM EQUIPMENT MANUFACTURER AS TO THE CORRECTNESS OF THE LINE SIZES. 42. INSULATE ALL SUCTION LINES AND FITTINGS  WITH PRE-FORMED ARMAFLEX AP INSULATION, 1" THICK.  INSULATE ALL SUCTION LINES AND FITTINGS  WITH PRE-FORMED ARMAFLEX AP INSULATION, 1" THICK.  USE ARMAFLEX 520 ADHESIVE ON ALL JOINTS.  ALL INSULATION MATERIALS SHALL HAVE A FLAME SPREAD RATING OF 25 OR LESS, SMOKE DEVELOPED RATING OF 50 OR LESS WHEN TESTED PER ASTM E 84 & THERMAL CONDUCTIVITY OF NO GREATER THAN 0.27 (BTU*IN)/(HR*FT2* F) PER ASTM C 43. CONDENSATE DRAIN PIPING AND FITTINGS SHALL BE PVC. THE CONDENSATE DRAIN SHALL BE THE SAME CONDENSATE DRAIN PIPING AND FITTINGS SHALL BE PVC. THE CONDENSATE DRAIN SHALL BE THE SAME SIZE AS THE UNIT DRAIN CONNECTION BUT SHALL NOT BE LESS THAN 3/4" DIAMETER PIPE.  44. ENSURE PROPER CONDENSATE REMOVAL FROM ALL AIR HANDLING UNIT DRAINS. INSTALL WITHOUT ANY ENSURE PROPER CONDENSATE REMOVAL FROM ALL AIR HANDLING UNIT DRAINS. INSTALL WITHOUT ANY SAGGING TO ENSURE COMPLETE DRAINAGE. SLOPE CONDENSATE DRAIN PIPING MIN. 1/8" PER FOOT TOWARD EXTERIOR OF BUILDING. DISCHARGE ONTO SPLASH BLOCK. MISCELLANEOUS: 45. ELECTRIC HEATERS: ELECTRIC HEATERS SHALL HAVE THERMAL CUTOUTS FOR PRIMARY AND SECONDARY ELECTRIC HEATERS: ELECTRIC HEATERS SHALL HAVE THERMAL CUTOUTS FOR PRIMARY AND SECONDARY OVER-TEMPERATURE PROTECTION SHALL BE PROVIDED TO MEET UL AND NEC SAFETY REQUIREMENTS. INTEGRAL SAFETY CONTROLS SHALL BE FURNISHED BY THE MANUFACTURER. OWNERS MANUAL: 46. FOUR COPIES OF AN OWNERS MANUAL SHALL BE FORWARDED TO THE OWNER WITHIN 90 DAYS AFTER FOUR COPIES OF AN OWNERS MANUAL SHALL BE FORWARDED TO THE OWNER WITHIN 90 DAYS AFTER THE DATE OF SYSTEM ACCEPTABLE. OWNERS MANUAL SHALL INCLUDE AS MINIMUM: a. DATA STATING EQUIPMENT SIZE AND ALL INSTALLED OPTIONS FOR EACH ITEM OF MECHANICAL  DATA STATING EQUIPMENT SIZE AND ALL INSTALLED OPTIONS FOR EACH ITEM OF MECHANICAL  EQUIPMENT PROVIDED. b. COPIES OF THE INSTALLATION & PERFORMANCE REPORT BY THE REPRESENTATIVE OF THE  COPIES OF THE INSTALLATION & PERFORMANCE REPORT BY THE REPRESENTATIVE OF THE  ROOF TOP UNITS PROVIDED. c. COPIES OF THE TEST & BALANCE REPORT. NOTATIONS OF CORRECTIVE ACTION SHALL BE  COPIES OF THE TEST & BALANCE REPORT. NOTATIONS OF CORRECTIVE ACTION SHALL BE  INCLUDED. d. COPIES OF THE MECHANICAL SUBCONTRACTOR’S FIRST YEAR INSTALLATION AND EQUIPMENT COPIES OF THE MECHANICAL SUBCONTRACTOR’S FIRST YEAR INSTALLATION AND EQUIPMENT S FIRST YEAR INSTALLATION AND EQUIPMENT WARRANTIES.  NOTATION SHALL BE INCLUDED TO SHOW THE EXPIRATION OF THE FIRST YEAR PARTS & LABOR GUARANTEE, & OF THE EXTENDED 4-YEAR COMPRESSOR (ONLY) WARRANTY. e. OPERATION AND MAINTENANCE MANUALS FOR EACH ITEM OF EQUIPMENT REQUIRING MAINTENANCE, OPERATION AND MAINTENANCE MANUALS FOR EACH ITEM OF EQUIPMENT REQUIRING MAINTENANCE, EXCEPT FOR EQUIPMENT NOT FURNISHED AS PART OF THE PROJECT. REQUIRED ROUTINE MAINTENANCE ACTIONS SHALL BE CLEARLY IDENTIFIED f. NAMES AND ADDRESS OF AT LEAST ONE SERVICE AGENCY. NAMES AND ADDRESS OF AT LEAST ONE SERVICE AGENCY. g. HVAC CONTROLS SYSTEMS MAINTENANCE AND CALIBRATION INFORMATION, INCLUDING WIRING  HVAC CONTROLS SYSTEMS MAINTENANCE AND CALIBRATION INFORMATION, INCLUDING WIRING  DIAGRAMS, SCHEMATICS AND CONTROL SEQUENCE DIAGRAM. DESIRED OR FIELD DETERMINED SET  POINTS SHALL BE PERMANENTLY RECORDED ON CONTROL DRAWINGS AT CONTROL DEVICES OR  FOR DIGITAL CONTROL SYSTEMS, IN THE PROGRAMMING COMMENTS. TEST AND BALANCE: 47. THE CONTRACTOR SHALL OBTAIN THE SERVICES OF AN INDEPENDENT TEST, ADJUSTMENT AND BALANCE THE CONTRACTOR SHALL OBTAIN THE SERVICES OF AN INDEPENDENT TEST, ADJUSTMENT AND BALANCE (TAB) AND COMMISSIONING AGENCY TO TEST, ADJUST, BALANCE AND COMMISSION:  A.  EACH EXHAUST SYSTEM, EACH EXHAUST SYSTEM, 48. TESTING AND BALANCING OF AIR DISTRIBUTION SYSTEMS SHALL BE PERFORMED, AT MINIMUM, IN TESTING AND BALANCING OF AIR DISTRIBUTION SYSTEMS SHALL BE PERFORMED, AT MINIMUM, IN ACCORDANCE WITH AABC NATIONAL STANDARDS, CURRENT EDITION. TEST AND BALANCE SHALL INCLUDE ALL EQUIPMENT AND DISTRIBUTION SYSTEMS AND SHALL BE REPORTED, AS A MINIMUM, ON FORMS AS PUBLISHED BY THE AABC; NEBB EQUIVALENT OR OTHER APPROVED EQUAL. 49. THE AGENCY SHALL, UNLESS APPROVED OTHERWISE BY THE OWNER, BE AN AABC OR NEBB MEMBER AND THE AGENCY SHALL, UNLESS APPROVED OTHERWISE BY THE OWNER, BE AN AABC OR NEBB MEMBER AND THE TAB WORK SHALL BE DONE BY AN AABC OR NEBB CERTIFIED TEST AND BALANCE TECHNICIAN AND COMMISSIONING AGENT. 50. INSTRUMENTS USED FOR TESTING AND BALANCING SHALL HAVE BEEN CALIBRATED WITHIN A PERIOD OF INSTRUMENTS USED FOR TESTING AND BALANCING SHALL HAVE BEEN CALIBRATED WITHIN A PERIOD OF SIX MONTHS OF THE TIME OF THE TESTING AND BALANCING AND SUCH INSTRUMENTS SHALL BE CHECKED FOR ACCURACY PRIOR TO START OF WORK. SUBMIT VERIFICATION OF CERTIFICATION TO THE OWNER. 51. FOUR COPIES OF THE COMPLETE TEST REPORT SHALL BE SUBMITTED TO THE OWNER PRIOR TO FINAL FOUR COPIES OF THE COMPLETE TEST REPORT SHALL BE SUBMITTED TO THE OWNER PRIOR TO FINAL INSPECTION OF THE PROJECT. 52. THE TAB REPORT SHALL INCLUDE A LIST OF ALL DEFICIENCIES FOUND DURING THE PRELIMINARY TESTING THE TAB REPORT SHALL INCLUDE A LIST OF ALL DEFICIENCIES FOUND DURING THE PRELIMINARY TESTING AND A CONTRACTOR RESPONSE INDICATING REMEDIAL ACTION TAKEN FOR EACH ITEM. THE TAB WORK SHALL NOT BE DEEMED DONE WITHOUT THIS REPORT.
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AutoCAD SHX Text
1. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE 2017 NATIONAL ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE 2017 NATIONAL ELECTRICAL CODE (NFPA 70), AS MODIFIED BY THE STATE, COUNTY, CITY AND/OR OTHER LOCAL CODES.  THE SERVICE AND METERING SHALL COMPLY WITH THE REQUIREMENTS OF THE ELECTRICAL UTILITY. PRIOR TO DISTURBING THE SOIL, CONTACT THE UNDERGROUND UTILITY LOCATION SERVICE TO LOCATE AND FLAG ALL EXISTING UNDERGROUND PIPING, COMMUNICATION AND ELECTRICAL DISTRIBUTION CABLES/CONDUIT. 2. THE CONTRACTOR SHALL PROVIDE ALL MATERIAL, LABOR, AND EQUIPMENT NECESSARY THE CONTRACTOR SHALL PROVIDE ALL MATERIAL, LABOR, AND EQUIPMENT NECESSARY TO FURNISH A COMPLETE AND OPERABLE ELECTRICAL SYSTEM. ALL WORK SHALL BE PERFORMED IN A NEAT AND PROFESSIONAL MANNER. 3. THE CONTRACTOR SHALL VERIFY THE FOLLOWING ITEMS WITH THE ELECTRICAL UTILITY THE CONTRACTOR SHALL VERIFY THE FOLLOWING ITEMS WITH THE ELECTRICAL UTILITY AND THE OWNER AND REPORT ANY DISCREPANCY TO THE ARCHITECT PRIOR TO THE START OF WORK: A. LOCATION, SIZE, NUMBER AND TYPE OF SERVICE TRANSFORMERS AND SERVICE LOCATION, SIZE, NUMBER AND TYPE OF SERVICE TRANSFORMERS AND SERVICE LATERALS B. AVAILABLE VOLTAGE, PHASE, AND CAPACITY AVAILABLE VOLTAGE, PHASE, AND CAPACITY C. AVAILABLE FAULT CURRENT AT RATED VOLTAGE. AVAILABLE FAULT CURRENT AT RATED VOLTAGE. D. METERING EQUIPMENT METERING EQUIPMENT E. THAT THE REQUIRED NUMBER OF SERVICE CONDUCTORS SHOWN CAN BE THAT THE REQUIRED NUMBER OF SERVICE CONDUCTORS SHOWN CAN BE CONNECTED TO THE TRANSFORMER LUGS F. WORK REQUIRED BY THE CONTRACTOR, IF ANY, TO MEET THE NEEDS AND/OR WORK REQUIRED BY THE CONTRACTOR, IF ANY, TO MEET THE NEEDS AND/OR REQUIREMENTS OF THE UTILITY COMPANY FOR THIS PROJECT.            G. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING AND PAYING THE THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING AND PAYING THE COST FOR ALL NECESSARY TEMPORARY ELECTRICAL POWER FOR CONSTRUCTION USE.      4. THE CONTRACTOR SHALL OBTAIN, PURCHASE, AND MAINTAIN ALL PERMITS, AND THE CONTRACTOR SHALL OBTAIN, PURCHASE, AND MAINTAIN ALL PERMITS, AND INSPECTIONS REQUIRED BY THE GOVERNING AUTHORITIES FOR THE DURATION OF THIS PROJECT.       5. THE CONTRACTOR SHALL COORDINATE ALL ELECTRICAL REQUIREMENTS, AND MAKE ALL THE CONTRACTOR SHALL COORDINATE ALL ELECTRICAL REQUIREMENTS, AND MAKE ALL FINAL CONNECTIONS, TO EQUIPMENT FURNISHED BY OTHER TRADES. THE CONTRACTOR SHALL GUARANTEE ALL MATERIALS, EQUIPMENT, AND WORKMANSHIP FOR A PERIOD OF ONE YEAR AFTER FINAL ACCEPTANCE OF THE COMPLETED PROJECT. 6. PANELBOARDS AND OTHER ELECTRICAL EQUIPMENT SHALL BE INSTALLED AS SHOWN PANELBOARDS AND OTHER ELECTRICAL EQUIPMENT SHALL BE INSTALLED AS SHOWN ON THE PLANS, UNLESS NOTED OTHERWISE.  MOUNT ALL WALL-MOUNTED, SURFACE TYPE, GROUPED ELECTRICAL EQUIPMENT ON 3/4" THICK EXTERIOR GRADE PLYWOOD, PAINTED GRAY, OR CONCRETE BLOCK WALLS, WHERE APPROVED BY THE STRUCTURAL ENGINEER.  VERIFY THE DEPTH OF RECESSED PANELS AND WALL CAVITIES, AND COORDINATE THE INSTALLATION WITH THE ARCHITECTURAL DRAWINGS, AND THE GENERAL CONTRACTOR. WORKING CLEARANCES SHALL BE 36" (FOR 208 VOLT SYSTEM) MINIMUM, AND WIDTH OF EQUIPMENT OR 30" MINIMUM, WHICHEVER IS GREATER, WIDE, PER NEC ARTICLE 110.26. 7. THE CONTRACTOR SHALL VERIFY AND COORDINATE WITH OTHER TRADES THE THE CONTRACTOR SHALL VERIFY AND COORDINATE WITH OTHER TRADES THE INSTALLATION OF ALL OVERCURRENT DEVICES COMPLY WITH NEC 240.24. THE CONTRACTOR SHALL TAKE THE PROPER ACTION AS REQUIRED TO COMPLY WITH THIS REQUIREMENT. 8.   THE CONTRACTOR SHALL COORDINATE THE WIDTH, DEPTH, HEIGHT, DOOR SWINGS, AND NEC ARTICLE 110.26 CLEARANCES FOR ALL PANELS, TRANSFORMERS, STARTERS, AND SAFETY SWITCHES TO INSURE THAT ALL EQUIPMENT FITS WITHIN THE SPACE ALLOWED. 9. IDENTIFY PANELBOARDS, SAFETY SWITCHES, STARTERS, CONTROLS, AND OTHER IDENTIFY PANELBOARDS, SAFETY SWITCHES, STARTERS, CONTROLS, AND OTHER ELECTRICAL EQUIPMENT WITH ENGRAVED PLASTIC NAMEPLATES HAVING CONTRASTING 1/4" HIGH (OR LARGER) LETTERS, WITH NAMES TO MATCH THE SCHEDULES OR OTHER DRAWING REFERENCES. TYPEWRITTEN PANEL DIRECTORIES SHALL BE PROVIDED IN ALL PANELBOARDS IN ACCORDANCE w/ NEC 408.4(A), AND SHALL REFLECT AS-BUILT CONDITIONS. ALSO, LABEL ALL PANELBOARDS IN ACCORDANCE w/ NEC 110.24(A) AND 408.4(B). 10. ALL WIRING, CONSISTING OF INDIVIDUAL CONDUCTORS, SHALL BE INSTALLED IN ALL WIRING, CONSISTING OF INDIVIDUAL CONDUCTORS, SHALL BE INSTALLED IN CONDUIT, EXCEPT WHERE SPECIFICALLY SHOWN ON THE DRAWINGS. ALL EXTERIOR CONDUITS AND EXPOSED CONDUITS SHALL BE RIGID GALVANIZED STEEL, OR INTERMEDIATE METAL CONDUIT, BUT THEY SHALL NOT BE MIXED ON THIS PROJECT. WHERE USED INDOORS MAY BE EMT. CONCEALED CIRCUITS MAY BE RUN IN EMT OR BE TYPE MC CABLE (BX). IN FINISHED AREAS WITH CAVITY TYPE WALL CONSTRUCTION, ALL CONDUIT SHALL BE CONCEALED, UNLESS NOTED OTHERWISE. IN FINISHED AREAS WITH NON-CAVITY TYPE WALL CONSTRUCTION, SURFACE MOUNTED GRS, IMC, OR EMT SHALL BE USED. ALL EMPTY CONDUITS SHALL BE  PROVIDED WITH A NYLON PULL CORD RATED FOR 200 POUND TENSION. ANY OF THE FOLLOWING TYPES OF RACEWAYS MAY BE USED, SUBJECT TO THE NEC AND THE ADDITIONAL RESTRICTIONS LISTED, IF ANY.  A. CONCEALED: CONCEALED: 1). GRS, OR IMC. GRS, OR IMC. 2). EMT. COMPRESSION, OR SET SCREW FITTINGS, BUT NOT BOTH TYPES. EMT. COMPRESSION, OR SET SCREW FITTINGS, BUT NOT BOTH TYPES. 3). PVC. SCHEDULE 40. SCHEDULE 80 WHERE INDICATED ON THE DRAWINGS. PVC. SCHEDULE 40. SCHEDULE 80 WHERE INDICATED ON THE DRAWINGS. UNDERGROUND ONLY. 4). TYPE MC CABLE. ONLY ABOVE ACCESSIBLE CEILINGS, IN WALL CAVITIES, TYPE MC CABLE. ONLY ABOVE ACCESSIBLE CEILINGS, IN WALL CAVITIES, AND ADDITIONAL USAGES AS APPROVED BY AUTHORITY HAVING JURISDICTION, AND OWNER. B. EXPOSED: EXPOSED: 1). GRS, OR IMC. GRS, OR IMC. 2). EMT. COMPRESSION, OR SET SCREW FITTINGS. ONLY WHERE USED EMT. COMPRESSION, OR SET SCREW FITTINGS. ONLY WHERE USED INDOORS AND NOT SUBJECT TO PHYSICAL DAMAGE. 3). FLEXIBLE METAL CONDUIT. FLEXIBLE METAL CONDUIT. 4). LIQUIDTIGHT FLEXIBLE METAL CONDUIT. OUTSIDE AND WHERE MOISTURE IS LIQUIDTIGHT FLEXIBLE METAL CONDUIT. OUTSIDE AND WHERE MOISTURE IS PRESENT. 11.  PROVIDE EXPANSION FITTINGS IN ALL RIGID RACEWAYS CROSSING STRUCTURAL EXPANSION JOINTS. FURNISH AND INSTALL ALL SUPPORTS REQUIRED FOR CONDUIT, MATERIALS, DEVICES, EQUIPMENT AND THE LIKE, WHERE THE BUILDING STRUCTURE IS NOT ADAPTED OR SUITABLE FOR MOUNTING SAME DIRECTLY THEREON.  RACEWAYS SHALL NOT BE USED AS SUPPORTS FOR BOXES OR OTHER ELECTRICAL EQUIPMENT. PLENUM CABLE SUPPORT BRACKETS SHALL BE OPEN ON ONE SIDE, AND CABLES SHALL BE ATTACHED WITH PLASTIC CABLE TIES. ALL RACEWAY PENETRATIONS, THROUGH FIREWALLS, SHALL BE SEALED WITH UL LISTED SEALING COMPOUNDS TO MAINTAIN THE FIRE RATING OF THE WALL.  ALL RACEWAYS/SLEEVES PASSING THROUGH AREAS OF DIFFERENT TEMPERATURES, I.E. FROM INSIDE TO OUTSIDE OF BUILDINGS AND CONNECTIONS TO REFRIGERATED EQUIPMENT, SHALL BE SEALED WITH AN APPROVED PUTTY OR DUCT-SEAL TO PREVENT THE CIRCULATION OF WARM AIR TO A COLDER SECTION OF THE RACEWAY OR SLEEVE. ALL RACEWAY PENETRATIONS THROUGH EXTERIOR AND INTERIOR WALLS AND FLOORS SHALL BE PROPERLY SEALED. 12.  THE CONTRACTOR SHALL COORDINATE THE INSTALLATION OF RACEWAY SYSTEMS AND ROUGHING-IN FOR ALL LOW VOLTAGE (LV) EQUIPMENT [COMPUTER, DATA, SECURITY, POINT-OF-SALE (POS), MUSIC, PAGING, INTERCOM, FIRE DETECTION, TV, AND TELEPHONE] WITH THE OWNER AND EQUIPMENT SUPPLIER(S) PRIOR TO THE INSTALLATION OF CONDUITS, JUNCTION BOXES, WIRING DEVICES, AND WIRING. ALL EMPTY CONDUITS SHALL BE PROVIDED WITH A NYLON PULL CORD.  13. ALL WIREWAYS, PULL BOXES, DEVICE BOXES, AND JUNCTION BOXES  SHALL BE SIZED  ALL WIREWAYS, PULL BOXES, DEVICE BOXES, AND JUNCTION BOXES  SHALL BE SIZED  PER JIC, NEMA, AND THE NATIONAL ELECTRICAL CODE. ALL WIRING WITHIN BOXES AND WIREWAYS SHALL BE TAGGED WITH PANEL AND CIRCUIT NUMBERS. 14. TWENTY AMP BRANCH CIRCUITS MAY BE SHOWN WITH EITHER SINGLE CIRCUIT, OR TWENTY AMP BRANCH CIRCUITS MAY BE SHOWN WITH EITHER SINGLE CIRCUIT, OR THREE CIRCUIT HOME RUNS. THREE CIRCUIT HOME RUNS SHARE A COMMON NEUTRAL, UNLESS NOTED OTHERWISE AND GROUND IN A SINGLE CONDUIT. THE CONTRACTOR MAY ELECT TO COMBINE SINGLE CIRCUIT HOME RUNS TO MAKE THREE CIRCUIT HOME RUNS, OR TO CHANGE THREE CIRCUIT HOME RUNS TO SINGLE CIRCUIT HOME RUNS. 15. PROVIDE SEPARATE GREEN, INSULATED GROUND WIRE IN ALL RACEWAYS. PROVIDE SEPARATE GREEN, INSULATED GROUND WIRE IN ALL RACEWAYS. 16. REFER TO SINGLE LINE DIAGRAM, THE GROUNDING ELECTRODE SYSTEM SHALL HAVE A REFER TO SINGLE LINE DIAGRAM, THE GROUNDING ELECTRODE SYSTEM SHALL HAVE A FULL SIZE SERVICE GROUNDING ELECTRODE CONDUCTOR TO THE BUILDING STEEL (IF AVAILABLE), A METALLIC COLD WATER PIPE (IF AVAILABLE) AHEAD OF THE WATER METER AND WITHIN 5' OF ITS ENTRANCE INTO THE BUILDING, THEN A 4 AWG (MIN.) CONNECTED TO TWO, 3/4" BY TEN FOOT COPPERCLAD STEEL GROUND RODS, AND THEN A 4 AWG (MIN.) CONNECTED TO A 1/2" DIAMETER (MIN.) BY 20' REBAR IN THE FLOOR SLAB OR FOUNDATION (IF AVAILABLE/ACCESSIBLE), ALL PER NEC ARTICLE 250.66, UNLESS NOTED OTHERWISE. 17. ALL WIRING SHALL BE 600 VOLT, COPPER, STRANDED, WITH TYPE XHHW OR ALL WIRING SHALL BE 600 VOLT, COPPER, STRANDED, WITH TYPE XHHW OR THHN/THWN INSULATION. MINIMUM SIZE FOR POWER AND LIGHTING CIRCUITS SHALL BE 12 AWG. SIZES 10 AWG AND SMALLER SHALL BE SOLID. PROVIDE AN EQUIPMENT GROUND WIRE IN ALL RACEWAYS, AND CABLE ASSEMBLIES. SIZE EQUIPMENT GROUNDS PER TABLE 250.122 OF THE NATIONAL ELECTRICAL CODE. 18. CONDUCTOR COLOR CODES SHALL MATCH EXISTING SYSTEM ELSEWHARE IN THE CONDUCTOR COLOR CODES SHALL MATCH EXISTING SYSTEM ELSEWHARE IN THE BUILDING.  USE CONDUCTORS #8 AND SMALLER WITH COLOR FACTORY-APPLIED THE ENTIRE LENGTH OF THE CONDUCTORS. COLOR CODING FOR THE LARGER SIZES MAY BE  ACCOMPLISHED BY USING COLORED, 1 INCH WIDE, PRESSURE-SENSITIVE PLASTIC TAPE IN HALF-LAPPED TURN FOR A DISTANCE OF 6 INCHES FROM TERMINAL POINTS. APPLY THE LAST TWO LAPS OF TAPE WITH NO TENSION TO PREVENT POSSIBLE UNWINDING. 19. ALL ELECTRICAL EQUIPMENT SHALL BE LISTED BY UNDERWRITERS LABORATORIES (OR ALL ELECTRICAL EQUIPMENT SHALL BE LISTED BY UNDERWRITERS LABORATORIES (OR OTHER INDEPENDENT NATIONALLY RECOGNIZED TESTING AGENCY, WHERE APPLICABLE), AND SHALL BE RATED FOR THE MAXIMUM AVAILABLE VOLTAGE AND AVAILABLE FAULT CURRENT FOR THIS PROJECT. 20. ALL DEVICE BOXES SHALL BE INSTALLED FLUSH, AND CONDUITS RUN CONCEALED IN ALL DEVICE BOXES SHALL BE INSTALLED FLUSH, AND CONDUITS RUN CONCEALED IN FINISHED AREAS, EXCEPT AS SPECIFICALLY SHOWN OR NOTED OTHERWISE. VERIFY ALL DOOR SWINGS BEFORE INSTALLING SWITCH BOXES. SEE ARCHITECTURAL DRAWINGS FOR CABINET WORK, WALL SECTIONS, ELEVATIONS, AND OTHER DETAILS AFFECTING THE MOUNTING HEIGHT AND LOCATION OF OUTLET BOXES. 21. WIRING DEVICES: DUPLEX RECEPTACLES SHALL BE 20A., 125 VOLTS, CONSTRUCTION WIRING DEVICES: DUPLEX RECEPTACLES SHALL BE 20A., 125 VOLTS, CONSTRUCTION SERIES, HEAVY DUTY, SPECIFICATION GRADE, BACK AND SIDE WIRED, WITH GROUNDING TERMINAL AND SHALL BE IVORY UNLESS NOTED OTHERWISE, HUBBELL CR5362I OR APPROVED EQUAL, CONTINGENT UPON FULL COMPLIANCE WITH ALL CRITERIA. ISOLATED GROUND DUPLEX RECEPTACLES SHALL BE 20A., 125 VOLTS, HUBBELL IG5362I OR APPROVED EQUAL, CONTINGENT UPON FULL COMPLIANCE WITH ALL CRITERIA. AC TOGGLE SWITCHES SHALL BE 20A., 120-277 VOLTS, CONSTRUCTION SERIES, HEAVY DUTY, SPECIFICATION GRADE, BACK AND SIDE WIRED, WITH GROUNDING TERMINAL AND SHALL BE IVORY UNLESS NOTED OTHERWISE, HUBBELL CS1221I, THREE WAY, HUBBELL CS1223I, CONTINGENT UPON FULL COMPLIANCE WITH ALL CRITERIA. GROUND FAULT CIRCUIT INTERRUPTER DUPLEX RECEPTACLES SHALL BE 20A., 125 VOLTS, COMMERCIAL SPECIFICATION GRADE, HUBBELL GF5352I OR APPROVED EQUAL, CONTINGENT UPON FULL COMPLIANCE WITH ALL CRITERIA. GROUND FAULT CIRCUIT INTERRUPTER DUPLEX RECEPTACLES SHALL NOT BE THE FEED THROUGH TYPE, BUT STAND ALONE GROUND FAULT CIRCUIT INTERRUPTER DUPLEX RECEPTACLES. INTERIOR EXPOSED DEVICE PLATES, IN ALL LOCATIONS WHERE SPECIFIED AND/OR THE KITCHEN SHALL BE TYPE 302/304 STAINLESS STEEL. ALL OTHER INTERIOR PLATES SHALL BE NYLON, STANDARD SIZE, AND GANGED FOR MULTIPLE DEVICES AT A SINGLE LOCATION. VERIFY THE DECOR THEME WITH THE ARCHITECT AND COORDINATE COLOR AS REQUIRED. WHERE USED OUTDOORS THE OUTLET COVERS FOR 15 OR 20A, 125 OR 250V DEVICES SHALL BE "WEATHERPROOF WHILE IN USE", HUBBELL WP26MH OR APPROVED EQUAL, CONTINGENT UPON FULL COMPLIANCE WITH ALL CRITERIA. 22. ALL WALL OUTLETS THAT ARE SHOWN BACK TO BACK, IN FIRE RATED WALLS, SHALL ALL WALL OUTLETS THAT ARE SHOWN BACK TO BACK, IN FIRE RATED WALLS, SHALL BE INSTALLED WITH A MINIMUM OF 24" OF HORIZONTAL SEPARATION (TWO STUDS) PER NEC ARTICLE 300.21, AND UL REQUIREMENTS. IN WALL SPACES WHERE THE 24" SEPARATION IS NOT POSSIBLE, BLOCKING AND GYPSUM BOARD PROVISIONS, TO MAINTAIN THE FIRE RATING OF THE WALL, SHALL BE PROVIDED BY OTHERS, NOT BY THIS CONTRACTOR. 23. OUTLETS WITHIN 6'-0" OF ANY PLUMBING FIXTURE, AND/OR WHERE INDICATED, OUTLETS WITHIN 6'-0" OF ANY PLUMBING FIXTURE, AND/OR WHERE INDICATED, SHALL BE 20A., 125 VOLTS, CONSTRUCTION SERIES, HEAVY DUTY, SPECIFICATION GRADE, BACK AND SIDE WIRED, WITH GROUNDING TERMINAL GROUND FAULT INTERRUPTER OUTLETS, HUBBELL GF5352I, OR APPROVED EQUAL, CONTINGENT UPON FULL COMPLIANCE WITH ALL CRITERIA. 24. ALIGN ALL SIMILAR WIRING DEVICES IN THE SAME ROOM AT THE SAME HEIGHTS AND ALIGN ALL SIMILAR WIRING DEVICES IN THE SAME ROOM AT THE SAME HEIGHTS AND DISTANCES FROM ARCHITECTURAL FEATURES, UNLESS NOTED OTHERWISE. GANG ALL DEVICE BOXES AT THE SAME LOCATION, WHERE ALLOWED BY CODE. PROVIDE DIVIDERS TO SEPARATE LOW VOLTAGE (I.E., THERMOSTAT) DEVICES FROM POWER DEVICES (I.E., SWITCHES). ALL EXTERIOR WIRING DEVICES SHALL BE BLACK, OR GRAY, OR BROWN, UNLESS NOTED OTHERWISE. 25. ALL UNIT EQUIPMENT FOR EMERGENCY LIGHTING SHALL BE CONNECTED TO BRANCH ALL UNIT EQUIPMENT FOR EMERGENCY LIGHTING SHALL BE CONNECTED TO BRANCH CIRCUITS FOR NORMAL LIGHTING IN THE SAME AREA, UNLESS NOTED OTHERWISE, AHEAD OF ANY LOCAL SWITCHES OR CONTACTORS PER NEC ARTICLE 700.12(F).  26. LUMINAIRES INSTALLED IN INSULATED CEILINGS SHALL BE IC RATED, AND INSTALLED LUMINAIRES INSTALLED IN INSULATED CEILINGS SHALL BE IC RATED, AND INSTALLED PER THE LUMINAIRE MANUFACTURER'S AND UL LISTING REQUIREMENTS. 27. THIS PROJECT MAY UTILIZE BOTH ACCESSIBLE AND NON-ACCESSIBLE TYPE CEILINGS. THIS PROJECT MAY UTILIZE BOTH ACCESSIBLE AND NON-ACCESSIBLE TYPE CEILINGS. REFER TO ARCHITECTURAL DRAWINGS FOR ACTUAL CEILING TYPES IN EACH AREA. LIGHTING CIRCUITS IN NON-ACCESSIBLE CEILINGS MUST UTILIZE FIXTURE-MOUNTED JUNCTION BOXES WHICH ARE USUALLY LIMITED TO EIGHT (8) WIRES IN THEIR CAPACITY. CIRCUITING FOR THE LIGHTING IS SCHEMATIC, BUT GENERALLY ATTEMPTS TO SHOW THESE CONSIDERATIONS.  HOWEVER, CONTRACTOR MAY WANT TO PROVIDE SUPPLEMENTARY JUNCTION BOXES IN ACCESSIBLE AREAS, OR OVERSIZE FIXTURE BOXES TO OPTIMIZE THE WIRING.  28. ELECTRICAL DRAWINGS ARE IN PART DIAGRAMMATIC. LOCATE LIGHTING FIXTURES ELECTRICAL DRAWINGS ARE IN PART DIAGRAMMATIC. LOCATE LIGHTING FIXTURES SYMMETRICALLY OR IN PROPER RELATION TO FINISHED AREAS UNLESS OTHERWISE DIMENSIONED OR DETAILED. THE CONTRACTOR SHALL COORDINATE ALL LUMINAIRE LOCATIONS AND CLEARANCES WITH THE DUCTWORK, THE REFLECTED CEILING PLAN, HVAC PLAN, AND OTHER DRAWINGS TO AVOID CONFLICTS. 29. ALL SAFETY SWITCHES SHALL BE FURNISHED BY THE CONTRACTOR, UNLESS NOTED ALL SAFETY SWITCHES SHALL BE FURNISHED BY THE CONTRACTOR, UNLESS NOTED OTHERWISE AND SHALL NOT BE MOUNTED ON ACCESS PANELS OF EQUIPMENT. SAFETY SWITCHES SHALL BE GENERAL ELECTRIC, SQUARE D, CUTLER-HAMMER, SIEMENS ENERGY & AUTOMATION, OR APPROVED EQUAL, CONTINGENT UPON FULL COMPLIANCE WITH ALL CRITERIA, AND SHALL BE FUSED AND/OR NOT FUSED AS INDICATED, 240 VOLT, THREE POLE, HEAVY DUTY, IN A NEMA 3R ENCLOSURE FOR OUTDOOR USE OR WHERE MOISTURE IS PRESENT, AND NEMA 1 ENCLOSURE FOR INDOOR USE. UNLESS NOTED OTHERWISE, ALL FUSES SHALL BE NON-RENEWABLE, DUAL ELEMENT, TIME DELAY, CURRENT LIMITING, CLASS J, L, RK-5, OR RK-1, WITH A 200,000 AMP AC RMS INTERRUPTING RATING, AND SHALL MEET UL STANDARD 198E. 30. ALL PANELBOARDS SHALL BE CIRCUIT BREAKER TYPE, AS MANUFACTURED BY SQUARE ALL PANELBOARDS SHALL BE CIRCUIT BREAKER TYPE, AS MANUFACTURED BY SQUARE D, EATON CORP., GENERAL ELECTRIC, OR SIEMENS ENERGY & AUTOMATION.    A. LIGHTING AND APPLIANCE PANELBOARDS SHALL BE OF PANELBOARD LIGHTING AND APPLIANCE PANELBOARDS SHALL BE OF PANELBOARD CONSTRUCTION, 20 INCHES WIDE (MINIMUM), 5-3/4" TO 6-1/2" DEEP, UL LISTED, AND MEET UL 67, UL 50, UL CLASS CTL, AND FEDERAL SPECIFICATION W-P-115B AS TYPE 1, CLASS 1, WITH FULLY RATED, BOLT-ON CIRCUIT BREAKERS, COPPER OR TIN-PLATED ALUMINUM BUS BARS, NEUTRAL BUS, GROUND BUS, AND A HINGED LOCKABLE DOOR. PROVIDE THE NUMBER OF SPACES AND SPARE CIRCUIT BREAKERS AS SHOWN IN THE PANELBOARD SCHEDULES. 31. THE BRANCH CIRCUITS SHALL BE PHASE ADJUSTED TO PROVIDE APPROXIMATE THE BRANCH CIRCUITS SHALL BE PHASE ADJUSTED TO PROVIDE APPROXIMATE BALANCED LOADING ON EACH PANEL, AND THE SERVICE. 32. SUBSTITUTIONS:  SUBSTITUTIONS:  ALL COSTS INCURRED BY THE ACCEPTANCE OF SUBSTITUTIONS SHALL BE BORNE BY THE CONTRACTOR. THE ONUS SHALL BE ON THE CONTRACTOR TO PROVE THAT THE SUBSTITUTIONS ARE EQUAL TO THE BASIS OF DESIGN SPECIFIED. 33. MAINTAIN AS-BUILT DRAWINGS, UPDATED DAILY DURING CONSTRUCTION, AND PRESENT MAINTAIN AS-BUILT DRAWINGS, UPDATED DAILY DURING CONSTRUCTION, AND PRESENT THE OWNER, WITHIN 30 DAYS AFTER THE DATE OF SYSTEM ACCEPTANCE, WITH TWO SETS OF AS-BUILT DRAWINGS. PROVIDE THE OWNER'S PERSONNEL WITH ON-SITE INSTRUCTION IN THE OPERATION AND MAINTENANCE OF THE COMPLETED ELECTRICAL SYSTEM PRIOR TO SYSTEM ACCEPTANCE. 34. MOUNT OUTLET BOXES, ABOVE ACCESSIBLE CEILINGS FOR RECESSED LUMINAIRES, ON MOUNT OUTLET BOXES, ABOVE ACCESSIBLE CEILINGS FOR RECESSED LUMINAIRES, ON THE BOTTOM OF BAR JOISTS, WOOD JOISTS, OR BEAMS, AND ROUTE FOUR TO SIX FOOT (4' TO 6'), TYPE MC CABLE WHIPS TO EACH FIXTURE, AS REQUIRED. COORDINATE THE LOCATIONS OF OUTLET/JUNCTION BOXES WITH THE HVAC CONTRACTOR AND OTHER TRADES TO AVOID INTERFERENCE WITH THE INSTALLATION OF DUCT WORK. 35. WHERE RECESSED, OUTLET BOXES ARE INDICATED LOCATED IN FIRE RATED CEILINGS, WHERE RECESSED, OUTLET BOXES ARE INDICATED LOCATED IN FIRE RATED CEILINGS, COORDINATE THE LOCATIONS OF OUTLETS WITH THE ARCHITECTURAL REFLECTED CEILING PLAN, CEILING FINISH PLAN, HVAC CONTRACTOR AND OTHER TRADES TO AVOID INTERFERENCE WITH THE INSTALLATION OF DUCT WORK. PROVIDE FIRE RATED ENCLOSURES LOCATED OVER THE OUTLET TO MAINTAIN THE SPECIFIED FIRE RATING OF THE CEILING. 36. VERIFY THE AMPACITY REQUIREMENTS (FLA, MCA, AND MOCP), POLES (1, 2, OR 3), VERIFY THE AMPACITY REQUIREMENTS (FLA, MCA, AND MOCP), POLES (1, 2, OR 3), AND VOLTAGE FOR ALL EQUIPMENT FURNISHED BY OTHERS WITH THE FURNISHING CONTRACTOR OR VENDOR PRIOR TO THE PURCHASE AND INSTALLATION OF THE SAFETY SWITCHES, RACEWAYS, WIRING, AND BRANCH CIRCUIT BREAKERS. 37. TEST: UPON COMPLETION OF THE WORK, PERFORM A TEST OF THE INDIVIDUAL TEST: UPON COMPLETION OF THE WORK, PERFORM A TEST OF THE INDIVIDUAL SYSTEMS INCLUDING FEEDERS, BRANCHES, OUTLETS, LIGHTING, MOTOR APPARATUS AND APPLIANCES, TO ASSURE COMPLIANCE WITH THESE SPECIFICATIONS AND DRAWINGS. A LETTER WITH ALL PERTINENT TEST DATA RESULTS SHALL BE SUBMITTED TO THE ARCHITECT AT LEAST FIVE(5) DAYS PRIOR TO THE COMPLETION OF THE PROJECT. THE ELECTRICAL CONTRACTOR SHALL PROVIDE ALL INSTRUMENTS, LABOR, AND MATERIALS FOR ANY ESSENTIAL INTERMEDIATE AND FINAL TESTS TO PROVIDE COMPLIANCE WITH THESE SPECIFICATIONS
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1. CONTRACTOR SHALL PROVIDE ALL INTERCONNECTIONS AS REQUIRED FOR INSTALLATION CONTRACTOR SHALL PROVIDE ALL INTERCONNECTIONS AS REQUIRED FOR INSTALLATION OF BAR & PRODUCTION EQUIPMENT. VERIFY WITH ALL EQUIPMENT SUPPLIER(S) ALL VOLTAGES, PHASE, AMPACITY OF EQUIPMENT, OUTLET OR CONNECTION REQUIREMENTS, & ACTUAL LOCATION, PRIOR TO ROUGH-IN OF POWER. 2. ELECTRICAL CONTRACTOR SHALL PROVIDE CONDUCTORS, BREAKERS, CONDUIT, NEMA ELECTRICAL CONTRACTOR SHALL PROVIDE CONDUCTORS, BREAKERS, CONDUIT, NEMA PLUG TYPES, POWER WHIPS, SHUNT TRIP DEVICES, ETC. AS REQUIRED, TO INSTALL ACTUAL EQUIPMENT SUPPLIED. 3. ELECTRICAL DRAWINGS ARE SCHEMATIC IN NATURE TO SHOW INTENT.  ELECTRICAL DRAWINGS ARE SCHEMATIC IN NATURE TO SHOW INTENT.  4. ELECTRICAL CONTRACTOR SHALL PROVIDE ALL ELECTRICAL COMPONENTS AS REQUIRED ELECTRICAL CONTRACTOR SHALL PROVIDE ALL ELECTRICAL COMPONENTS AS REQUIRED TO PROVIDE FULLY FUNCTIONAL ELECTRICAL SYSTEM. 5. ALL 120V RECEPTACLES IN THE BAR & KITCHEN AREAS SHALL BE GFI TYPE. ALL 120V RECEPTACLES IN THE BAR & KITCHEN AREAS SHALL BE GFI TYPE. 6. ELECTRICAL CONTRACTOR SHALL COORDINATE WORK WITH MECHANICAL, VENDOR LAYOUT, ELECTRICAL CONTRACTOR SHALL COORDINATE WORK WITH MECHANICAL, VENDOR LAYOUT, ARCHITECTURAL, AND PLUMBING DRAWINGS.
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PLUMBING NOTES: GENERAL: 1. VERIFY" SHALL MEAN CHECK CONDITIONS ON SITE AGAINST DRAWINGS AND VERIFY" SHALL MEAN CHECK CONDITIONS ON SITE AGAINST DRAWINGS AND SPECIFICATION AND ADJUST WORK TO MATCH EXISTING. OBTAIN RULING FROM OWNER ON ANY ITEMS REQUIRING CLARIFICATION 2. THE NEW PLUMBING SYSTEMS (DOMESTIC COLD & HOT WATER, SANITARY THE NEW PLUMBING SYSTEMS (DOMESTIC COLD & HOT WATER, SANITARY WASTE & VENT) SHALL BE INSTALLED COMPLETE AND IN ACCORDANCE WITH ALL APPLICABLE CODES, LAWS AND REGULATIONS, LOCAL HEALTH DEPARTMENT STANDARDS AND THE OWNER’S REQUIREMENTS.   S REQUIREMENTS.   3. THE SYSTEMS SHALL BE FREE OF ANY NOISE AND VIBRATIONS. THE SYSTEMS SHALL BE FREE OF ANY NOISE AND VIBRATIONS. 4. THE PLUMBING WORK SHALL COMPLY WITH THE 2012 INTERNATIONAL THE PLUMBING WORK SHALL COMPLY WITH THE 2012 INTERNATIONAL PLUMBING, GA STATE AMENDMENTS, THE GEORGIA STATE ACCESSIBILITY CODE & ALL APPLICABLE SECTIONS OF NFPA AND ANSI AND THE GUIDELINES OF ASPE.   5. THE CONTRACTOR SHALL CONFIRM AND ENSURE THAT ALL PLUMBING WORK THE CONTRACTOR SHALL CONFIRM AND ENSURE THAT ALL PLUMBING WORK CONFORMS TO THE CURRENT REQUIREMENTS OF THE LOCAL BUILDING INSPECTION DEPARTMENT. 6. ALL PLUMBING EQUIPMENT AND MATERIALS SHALL BE INSTALLED IN ALL PLUMBING EQUIPMENT AND MATERIALS SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER’S WRITTEN INSTRUCTIONS AND S WRITTEN INSTRUCTIONS AND RECOMMENDATIONS.   7. ALL FIXTURES AND EQUIPMENT SHALL BE INSTALLED LEVEL, PLUMB AND RUN ALL FIXTURES AND EQUIPMENT SHALL BE INSTALLED LEVEL, PLUMB AND RUN PARALLEL OR PERPENDICULAR TO THE BUILDING WALLS UNLESS INDICATED OTHERWISE. 8. CONTRACTOR SHALL SECURE ALL PERMITS, INSPECTION CERTIFICATES, CONTRACTOR SHALL SECURE ALL PERMITS, INSPECTION CERTIFICATES, AUTHORITY APPROVALS AND PAY ALL RELATED FEES AND CHARGES. 9. ALL NEW PLUMBING EQUIPMENT AND SYSTEMS SHALL BE GUARANTEED FOR A ALL NEW PLUMBING EQUIPMENT AND SYSTEMS SHALL BE GUARANTEED FOR A PERIOD OF ONE YEAR AFTER ACCEPTANCE BY THE OWNER. 10. IT IS THE INTENT OF THESE SPECIFICATIONS TO PROVIDE FINISHED WORK, IT IS THE INTENT OF THESE SPECIFICATIONS TO PROVIDE FINISHED WORK, TESTED AND READY FOR OPERATION.  ANY APPARATUS, APPLIANCE OR MATERIAL WHICH MAY BE NECESSARY TO MAKE THE WORK COMPLETE AND FULLY OPERATIONAL, EVEN IF NOT EXPLICITLY STATED, SHALL BE PROVIDED FOR BY THE CONTRACTOR. 11. ALL PLUMBING WORK SHALL BE INSTALLED SO AS TO AVOID INTERFERENCE ALL PLUMBING WORK SHALL BE INSTALLED SO AS TO AVOID INTERFERENCE WITH ALL ELECTRICAL AND MECHANICAL WORK AND STRUCTURAL MEMBERS. 12. THE LOCATIONS OF UNDERGROUND UTILITIES (DOMESTIC WATER PIPING, THE LOCATIONS OF UNDERGROUND UTILITIES (DOMESTIC WATER PIPING, SANITARY WASTE & VENT PIPING, ELECTRIC CONDUITS, ETC) IN THE AREA OF WORK SHALL BE VERIFIED PRIOR TO SAW-CUTTING THE SLAB AND TRENCHING.  CONTRACTOR SHALL BE RESPONSIBLE FOR ANY & ALL DAMAGES WHICH MIGHT OCCUR BY FAILURE OF EXACTLY LOCATING & PRESERVING ANY & ALL UNDERGROUND UTILITIES. 13. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PATCHING AND REPAIRING ALL THE CONTRACTOR SHALL BE RESPONSIBLE FOR PATCHING AND REPAIRING ALL AREAS WHICH WERE DAMAGED BY HIS OPERATION. 14. ALL HORIZONTAL PIPING LINES EXTENDED AND CONNECTED TO EQUIPMENT ALL HORIZONTAL PIPING LINES EXTENDED AND CONNECTED TO EQUIPMENT SHALL BE RUN AT THE HIGHEST POSSIBLE ELEVATION AND NOT LESS THAN 6" ABOVE FINISHED FLOOR TO PROVIDE CLEARANCE FOR CLEANING. 15. EXACT LOCATIONS & ROUGH-IN REQUIREMENTS FOR ALL FIXTURES & EXACT LOCATIONS & ROUGH-IN REQUIREMENTS FOR ALL FIXTURES & EQUIPMENT SHALL BE DETERMINED FORM ARCHITECTURAL DRAWINGS.  LARGE SCALE ARCHITECTURAL DETAILS & APPROVED MANUFACTURER’S SHOP S SHOP DRAWINGS.  PARTICULAR ATTENTION SHALL BE DIRECTED TO FIXTURES OR EQUIPMENT FURNISHED BY OTHER TRADES. 16. PIPING IS SHOWN IN ITS GENERAL LOCATION (UNLESS DIMENSIONED).  EXACT PIPING IS SHOWN IN ITS GENERAL LOCATION (UNLESS DIMENSIONED).  EXACT LOCATIONS SHALL BE DETERMINED BY JOB CONDITIONS.  CONTRACTOR SHALL COORDINATE THE INSTALLATION OF HIS WORK WITH THAT OF OTHER TRADES & ARRANGE PIPING TO CLEAR STRUCTURAL MEMBERS & DUCTWORK. DO NOT RESTRICT ACCESS TO ANY EQUIPMENT. SANITARY WASTE & VENT PIPING: 17. ALL SANITARY WASTE & VENT PIPING & FITTINGS INSIDE THE BUILDING, ABOVE ALL SANITARY WASTE & VENT PIPING & FITTINGS INSIDE THE BUILDING, ABOVE & BELOW GRADE, SHALL BE SOLID WALL SCHEDULE 40 PVC DWV AS MANUFACTURED BY CHARLOTTE PIPE & MEET ASTM D-1784, D-1785 & D-2665. 18. FOAM CORE &/OR CELLULAR CORE PVC PIPING SHALL NOT BE ALLOWED. FOAM CORE &/OR CELLULAR CORE PVC PIPING SHALL NOT BE ALLOWED. 19. PVC PIPING OUTSIDE THE BUILDING, BELOW GRADE, SHALL BE TYPE PVC PVC PIPING OUTSIDE THE BUILDING, BELOW GRADE, SHALL BE TYPE PVC SDR-35 MEETING ASTM-D3034. 20. PVC-DWV FITTINGS FOR PIPING SHALL BE SOLVENT WELD TYPE INSIDE & PVC-DWV FITTINGS FOR PIPING SHALL BE SOLVENT WELD TYPE INSIDE & UNDERSLAB MEETING ASTM D-1784, D-2665 & D-3311. CEMENTS SHALL MEET ASTM D-2565 & PRIMER MEETING ASTM F-656. CURE TIME MUST COMPLY WITH MANUFACTURER’S RECOMMENDATIONS. EXTERIOR PIPING JOINTS S RECOMMENDATIONS. EXTERIOR PIPING JOINTS SHALL BE NEOPRENE PUSH-ON TYPE. 21. PROVIDE MINIMUM COVER OF 30" FOR ALL LINES OR AS OTHERWISE NOTED PROVIDE MINIMUM COVER OF 30" FOR ALL LINES OR AS OTHERWISE NOTED ON THE DRAWINGS. 22. COORDINATE WITH THE MECHANICAL CONTRACTOR TO ENSURE THAT SANITARY COORDINATE WITH THE MECHANICAL CONTRACTOR TO ENSURE THAT SANITARY VENTS THROUGH ROOF MAINTAIN A MINIMUM OF 12" FROM ANY VERTICAL SURFACE AND 10'-0" FROM ANY FRESH AIR INTAKE TO THE BUILDING. 23. INVERT ELEVATIONS OF THE SANITARY PIPING SHOWN ON THE CIVIL UTILITY INVERT ELEVATIONS OF THE SANITARY PIPING SHOWN ON THE CIVIL UTILITY PLANS SHALL BE VERIFIED ON THE JOB BEFORE INSTALLING ANY PIPE. 24. REFER TO ARCHITECTURAL FINISH SCHEDULE & ELEVATIONS FOR DETAILS OF REFER TO ARCHITECTURAL FINISH SCHEDULE & ELEVATIONS FOR DETAILS OF FLOORS WHERE FLOOR DRAINS & CLEAN-OUTS ARE LOCATED. 25. ALL CLEAN-OUTS SHALL BE INSTALLED WHERE READILY ACCESSIBLE. THE ALL CLEAN-OUTS SHALL BE INSTALLED WHERE READILY ACCESSIBLE. THE CONTRACTOR SHALL COORDINATE ALL CLEAN-OUT LOCATIONS WITH EQUIPMENT, CABINETS, ETC. AND ARCHITECT PRIOR TO INSTALLATION. DOMESTIC WATER PIPING: 26. DOMESTIC WATER PIPING BELOW GRADE SHALL BE TYPE “K” COPPER TUBING, DOMESTIC WATER PIPING BELOW GRADE SHALL BE TYPE “K” COPPER TUBING, K” COPPER TUBING,  COPPER TUBING, WITH NO PIPE JOINTS BELOW GRADE. UNDERGROUND  PIPES  SHALL BE INSIDE A PVC PIPE LINER AND INSTALL A UNION ABOVE GRADE AT EACH END OF THE BURIED PIPE.  UNDERGROUND PIPE SHALL BE DRAWN EXCEPT ANNEALED (SOFT) PIPE MAY BE USED WHERE INDICATED. 27. DOMESTIC (HOT & COLD) WATER PIPING ABOVE GRADE SHALL BE TYPE “L” DOMESTIC (HOT & COLD) WATER PIPING ABOVE GRADE SHALL BE TYPE “L” L” COPPER TUBING.  FITTINGS SHALL BE WROUGHT COPPER WITH LEAD FREE SOLDER.  PIPING SHALL NOT TOUCH FERROUS MATERIALS.  FIRMLY SUPPORT PIPING USING NON FERROUS PIPE SUPPORTS. 28. SHUT-OFF VALVES SHALL BE FULL PORT, THREADED OR SOLDER-END TYPE, SHUT-OFF VALVES SHALL BE FULL PORT, THREADED OR SOLDER-END TYPE, RATED AT NOT LESS THAN 200 LB. NON-SHOCK COLD WATER WORKING PRESSURE.  PROVIDE VALVES IN EACH BRANCH LINE WHETHER SHOWN ON THE DRAWINGS OR NOT. 29. PROVIDE A BALL-COCK STOP ON WATER SUPPLY IN BRANCH PIPE TO EACH PROVIDE A BALL-COCK STOP ON WATER SUPPLY IN BRANCH PIPE TO EACH PLUMBING FIXTURE WHETHER SHOWN ON THE DRAWINGS OR NOT. 30. UNIONS SHALL BE PROVIDED AFTER EACH SCREW TYPE VALVE AND AT UNIONS SHALL BE PROVIDED AFTER EACH SCREW TYPE VALVE AND AT EQUIPMENT CONNECTIONS. PROVIDE ISOLATION UNIONS ON ALL CONNECTIONS BETWEEN DISSIMILAR METALS.  31. COLD & HOT WATER RISERS FOR FIXTURES, UNLESS NOTED OTHERWISE SHALL COLD & HOT WATER RISERS FOR FIXTURES, UNLESS NOTED OTHERWISE SHALL BE CONCEALED IN WALLS OR PIPE CHASES. 32. EXPOSED PIPING IN FINISHED AREAS SHALL BE CHROME PLATED WITH CHROME EXPOSED PIPING IN FINISHED AREAS SHALL BE CHROME PLATED WITH CHROME PLATED ESCUTCHEON AT PIPE ENTRY TO FINISHED AREA. 33. ALL DOMESTIC WATER PIPING (HOT, COLD, HOT WATER CIRCULATION) SHALL BE ALL DOMESTIC WATER PIPING (HOT, COLD, HOT WATER CIRCULATION) SHALL BE LOCATED WITH THE BUILDING ENVELOPE. PIPING LOCATED ABOVE CEILING SHALL BE LOCATED BETWEEN THE CEILING & ROOF/CEILING INSULATION. PIPING LOCATED IN EXTERIOR WALL SHALL BE LOCATED BETWEEN THE WALL INSULATION & INTERIOR SHEATHING 
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INSULATION: 34. INSULATE ALL ABOVE GROUND HOT AND COLD WATER PIPING AND FITTINGS  INSULATE ALL ABOVE GROUND HOT AND COLD WATER PIPING AND FITTINGS  WITH: A. PRE-FORMED ARMAFLEX AP INSULATION, 1" THICK.  USE ARMAFLEX 520  PRE-FORMED ARMAFLEX AP INSULATION, 1" THICK.  USE ARMAFLEX 520  ADHESIVE ON ALL JOINTS. INSULATION CONDUCTIVITY SHALL BE MAXIMUM  0.27 (BTU*IN)/(HR*FT2* F) PER ASTM C 177. B. PRE-FORMED NOMALOCK EPFI INSULATION  INSULATION, 1" THICK.  WITH  PRE-FORMED NOMALOCK EPFI INSULATION  INSULATION, 1" THICK.  WITH  A PRE-GLUED PRESSURE SENSITIVE ADHESIVE CLOSURE SYSTEM.   INSULATION CONDUCTIVITY SHALL BE MAXIMUM 0.27 (BTU*IN)/(HR*FT2* F)  PER ASTM C 177. C. PRE-FORMED MICRO-LOK FIBER GLASS  INSULATION, 1" THICK.  WITH  PRE-FORMED MICRO-LOK FIBER GLASS  INSULATION, 1" THICK.  WITH  FACTORY APPLIED LONGITUDINAL ACRYLIC CLOSURE SYSTEM & FACTORY  SUPPIED BUTT STRIPS.  INSULATION CONDUCTIVITY SHALL BE MAXIMUM  0.24 (BTU*IN)/(HR*FT2* F) PER ASTM C 177. 35. THE DRAINAGE, HOT AND COLD PIPEWORK BELOW ALL LAVATORIES IN THE THE DRAINAGE, HOT AND COLD PIPEWORK BELOW ALL LAVATORIES IN THE TOILETS WILL BE INSULATED WITH “HANDI-LAV” GUARD” INSULATING KITS AS HANDI-LAV” GUARD” INSULATING KITS AS  GUARD” INSULATING KITS AS  INSULATING KITS AS MANUFACTURED BY TRUEBRO, INC (203) 875-2868 OR EQUAL. SUPPORT SPACING: 36. SPACING OF HANGERS AND SUPPORTS FOR ABOVEGROUND HORIZONTAL PIPING SPACING OF HANGERS AND SUPPORTS FOR ABOVEGROUND HORIZONTAL PIPING AND TUBING SHALL NOT EXCEED THE FOLLOWING: A. COPPER TUBING COPPER TUBING PIPE SIZE    MAX. SPACING (FT) MAX. SPACING (FT) 3/4 " & SMALLER   5 5 1 IN. THRU 3 IN    6   6   B. PVC PIPE        4 PVC PIPE        4    4 4 C. SEE 2012 INTERNATIONAL PLUMBING CODE, TABLE 308.5, FOR PIPE  SEE 2012 INTERNATIONAL PLUMBING CODE, TABLE 308.5, FOR PIPE  HANGER SPACING FOR OTHER MATERIALS 37. SUPPORT PIPES FROM STRUCTURE. WHERE SPACING OF STRUCTURAL MEMBERS SUPPORT PIPES FROM STRUCTURE. WHERE SPACING OF STRUCTURAL MEMBERS EXCEEDS THE MAXIMUM SPACING NOTED ABOVE PROVIDE ADDITIONAL SUPPORTS OF SUFFICIENT SIZE TO SUPPORT PIPES WITHOUT EXCESSIVE DEFLECTION. 38. ADJUST HANGERS AND SUPPORTS TO SLOPE PIPE TO CODE OR AS OTHERWISE ADJUST HANGERS AND SUPPORTS TO SLOPE PIPE TO CODE OR AS OTHERWISE REQUIRED FOR PROPER OPERATION OF THE SYSTEM(S).  39. UNDERGROUND PIPING SHALL BE LAID ON A FIRM BED FOR ITS ENTIRE UNDERGROUND PIPING SHALL BE LAID ON A FIRM BED FOR ITS ENTIRE LENGTH. MISCELLANEOUS: 40. THE SCHEDULED “BASIS OF DESIGN” IS INTENDED TO INDICATE THE THE SCHEDULED “BASIS OF DESIGN” IS INTENDED TO INDICATE THE BASIS OF DESIGN” IS INTENDED TO INDICATE THE  IS INTENDED TO INDICATE THE PERFORMANCE REQUIRED FOR THE PARTICULAR ITEM OF EQUIPMENT. SUBSTITUTIONS WILL BE PERMITTED.  SUBSTITUTIONS SHALL BE DEEMED TO INCLUDE ALL ASSOCIATED CHANGES TO BUILDING, STRUCTURE & OTHER SERVICES WITHOUT ANY ADDITIONAL COST TO THE OWNER.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING THAT SUBSTITUTIONS SHALL FIT INTO THE SPACE AVAILABLE WITH PROVISIONS FOR PROPER ACCESS, MAINTENANCE, PARTS REPLACEMENT, WEIGHT ALLOWANCE & FOR COORDINATION WITH OTHER TRADES ( INCLUDING ELECTRICAL, MECHANICAL, STRUCTURAL AND ARCHITECTURAL). 41. HOSE BIBBS SHALL BE MOUNTED 18" ABOVE FINISHED FLOOR OR AS HOSE BIBBS SHALL BE MOUNTED 18" ABOVE FINISHED FLOOR OR AS OTHERWISE NOTED ON THE DRAWINGS. VERIFY PRIOR TO INSTALLATIONS. 42. PROVIDE SLEEVES FOR PIPES THRU FLOORS, MASONRY WALLS & FIRE OR PROVIDE SLEEVES FOR PIPES THRU FLOORS, MASONRY WALLS & FIRE OR SMOKE PARTITIONS. PENETRATIONS THROUGH FIRE RATED FLOORS, WALLS AND PARTITIONS SHALL BE FIRE STOPPED TO COMPLY WITH THE APPLICABLE EDITION, INCLUDING REVISIONS, OF THE STANDARD BUILDING CODE, STANDARD MECHANICAL CODE AND LOCAL FIRE MARSHALL REQUIREMENTS. FIRE STOP SYSTEM USED SHALL BE UL LISTED AND SHALL BE SUITABLE FOR THE PENETRATING AND PENETRATED MATERIALS. THE WORK SHALL BE INSPECTED AND CERTIFIED BY THE MANUFACTURER’S AUTHORIZED REPRESENTATIVE. S AUTHORIZED REPRESENTATIVE. PENETRATIONS THROUGH WALLS AND FLOORS BELOW GRADE AND OUTSIDE WALLS SHALL BE SEALED AND CAULKED WATER, MOISTURE AND AIR TIGHT TO ARCHITECT APPROVAL. 43. THE PRV PROVIDED SHALL BE SUITABLE FOR THE APPLICATION.  THE PLUMBER THE PRV PROVIDED SHALL BE SUITABLE FOR THE APPLICATION.  THE PLUMBER SHALL CHECK THE PREVAILING MAINS WATER PRESSURE AND SHALL CONSULT THE MANUFACTURER’S ENGINEERING DEPARTMENT TO VERIFY THE CORRECT S ENGINEERING DEPARTMENT TO VERIFY THE CORRECT SELECTION OF THE PRV PROVIDED IRRESPECTIVE OF ANY MODEL SPECIFIED ON THE DRAWINGS. 44. BACK FLOW PREVENTORS SHALL BE PROVIDED ON ALL BEVERAGE MACHINES BACK FLOW PREVENTORS SHALL BE PROVIDED ON ALL BEVERAGE MACHINES AND ICE MAKERS WHETHER SHOWN ON THE DRAWINGS OR NOT. 45. BACK FLOW PREVENTER AT THE BUILDING SERVICE ENTRY SHALL BE LOCAL BACK FLOW PREVENTER AT THE BUILDING SERVICE ENTRY SHALL BE LOCAL AUTHORITY APPROVED TYPE IRRESPECTIVE OF WHAT IS SHOWN ON THE DRAWINGS. THE REQUIRED TYPE SHALL BE VERIFIED PRIOR TO BID. INSTALL IN ACCORDANCE WITH THE MANUFACTURER’S INSTALLATION INSTRUCTIONS WITH S INSTALLATION INSTRUCTIONS WITH RECOMMENDED CLEARANCES FOR TESTING AND SERVICE. PROVIDE AN UPSTREAM STRAINER IF INSTALLED AHEAD OF THE PRV.  PROVIDE COMPLETE WITH TEST PORTS AND FULL PORT QUARTER TURN BALL VALVES. 
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1/2" INLETS & OUTLETS, REMOVABLE FILTER SCREEN PROVIDE WITH DISTRIBUTION UNIT MI-DU TO SERVE UP TO FOUR FLOOR DRAIN TRAPS.
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PRESSURE DROP ACTIVATED BRASS TRAP SEAL PRIMER. COMPLETE  WITH FOUR VIEW HOLES & REMOVABLE FILTER SCREEN.
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PROVIDE WITH ADA COMPLIANT, SENSOR ACTIVATED, 24 VAC WALL-PLUG IN TRANSFORMER, CHROME PLATED 4" CENTER SET CAST BRASS FAUCET (0.5 GPM FLORATE) SLOAN MODEL ETF-600-8-B-0.5 GPM, McGUIRE 1-1/4" PTRAP, SUPPLIES & STOPS * 0.5 GPM AERATOR. PROVIDE FAUCET WITH THERMOSTATIC MIXING VALVE MIX-135-A. SET MIXING VALVE TO DELIVER 110°F TEMPERED WATER.
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PROVIDE RECESSED CONCEALED, SENSOR ACTIVATED, 24 VAC, ROYAL OPTIMA FLUSH VALVE MODEL: 195-0.5 ES-S TMO HEU WITH MECHANICAL OVERRIDE. PROVIDE FLUSH VALVE WITH 120VAC TRANSFORMER. 
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PROVIDE WITH CARPET MARKER TOP OR RECESSED SQUARE TOP FOR TILE AS REQUIRED.
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PROVIDE TP CONNECTION AS INDICATED ON PLANS
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VERIFY BOX & DOOR FINISH (CHROME FINISH ON BRASS CASTINGS OR POLISHED BRASS FINISH) WITH ARCHITECT.

AutoCAD SHX Text
NON-ADJUSTABLE FLOOR CLEANOUT, DURA-COATED CAST IRON BODY, WITH GAS & WATER TIGHT ABS TAPERED THREAD COUNTERSUNK PLUG. 
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AUTOMATIC DRAINING, FREEZELESS WALL HYDRANT WITH AN ANTI-SIPHON VACUUM BREAKER ENCLOSED IN A FLUSH MOUNTING WALL BOX.
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3" FLOOR DRAIN WITH NICKEL BRONZE STRAINER & TRAP PRIMER

AutoCAD SHX Text
ADJUSTABLE FLOOR CLEANOUT, DURA-COATED CAST IRON BODY, WITH GAS & WATER TIGHT ABS TAPERED THREAD PLUG & ROUND SCORIATED TOP ADJUSTABLE TO FINISHED FLOOR.

AutoCAD SHX Text
"ADRIATIC" FLOOR MOUNTED (1.28 GPF) FLUSH VALVE ADA COMPIANT TOILET WITH FLOOR MOUNTED (1.28 GPF) FLUSH VALVE ADA COMPIANT TOILET WITH  (1.28 GPF) FLUSH VALVE ADA COMPIANT TOILET WITH ELONGATED BOWL & 1 " REAR SPUD : WATER CLOSET RIM TO BE 17 " AFF.12" REAR SPUD : WATER CLOSET RIM TO BE 17 " AFF.14" AFF.

AutoCAD SHX Text
"CASCADE" (0.5 GPF) ADA COMPLIANT, REAR-SPUD, WALL MOUNT, HALF-STALL, WASH-DOWN URINAL WITH EXTENDED SIDES & INTEGRAL TRAP.
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ALTO II OVAL, ADA COMPLIANT, VITREOUS CHINA, SELF RIMMING LAVATORY WITH THREE FAUCET HOLES ON 4" CENTERS.

AutoCAD SHX Text
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